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Abstract 


It is attractive to implement a large scale parallel processing system as a self-timed hardware 
system with decentralized control and to improve maintainability and availability in such a system 
through fault tolerance. In this thesis we show how to tolerate hardware failures in a self-timed 
hardware system with a packet communication architecture, designed to execute parallel programs 
organized by data flow concepts. 


We first formulate a design methodology for i incorporating redundant hardware into self-timed 

_ systems for fault tolerance. Redundancy management problems in self-timed systems are illustrated 

with a byte-sliced hardware module structure. Robust algorithms are given for synchronizing byte 

- Slices in a redundant module so that their outputs can be decoded to detect and/or mask hardware 

failures. Hardware implementation of these redundancy management algorithms is studied under a 
stuck-at fault model, a random pulse train fault model and a random wave train fault model. 


In studying the design of fault-tolerant data ‘Now. processors we have also developed a dynamic 
redundancy scheme for masking hardware failures in a multiprocessor architecture designed to 
execute parallel programs organized by data flow principles. Novel features of this architecture 
include use of packct netwosks:to support communication among processing elements and dynamic 
allocation of a homogeneous set of functional units to service requests. Program organization and 
hardware module designs to support the dynamic redundancy scheme are described. 
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1. Introduction 
In this thesis we study the following fault tolerance problem: 


“How can hardware failures be tolerated in a self-timed hardware system. which is 
organized by a packet communication architecture and designed to execute data flow 


programs 7” 
We first explain our motivations for studying fault tolerance problems in this context. 


Computer systems which are significantly more powerful than those presently available are 
needed in weather forecasting and aeronautical design. These physics problems are often formulated 
as a set of difference equations for numerical solution. It is readily apparent from studying these 
equations that many intermediate values required for their solution can be computed in parallel; and 
so it is attractive to design computer systems which can exploit such parallelism through hardware 
concurrency. Many approaches to organize a large anes of hardware units so. that a good portion 
of them can participate in the computation in progress simultaneously have been studied. 
Architectures based on vector processing and array processing are available commercially. Another 
approach which appears to be very promising, and provides the environment in which the research | 
reported in this thesis is carried out, is to construct computer systems based on data flow concepts. 
Current projects on data-driven computations and highly concurrent systems based on these concepts 
are surveyed in [50], [51]. 


The data flow approach to parallel processing is based on the observation that an operation is 
enabled for execution as soon as the operands it needs are available, and hence need not be further 
delayed by other artificial sequencing constraints. In the internal representation of an application 


program in a data flow system, data dependencies among operations are stored explicitly and used 


directly to schedule operations for execution. In the data flow computer architectures [24], [25] 
studied at MIT, application programs are stored as program graphs, and hardware units are designed 


to execute program graphs directly. 


__ In aconventional computer organization, operation of hardware units such as arithmetic-logic 
units, shifters and register files are coordinated in .machine iiiiacsind execution by control signals 
generated by a control unit. Many mainframe computers, minicomputers and microcomputers are 
implemented under this control strategy. We call this mode of hardware operation centralized 
control. To gain orders of magnitude improvement in performance over state-of-the-art 
unipfocessors, a parallel processing system must incorporate a large number of hardware units and 
exploit parallelism in computations to shee high throughput. It seems that to operate a large 
number of hardware units under centralized control, excessive demand will be placed on the 
complexity and performance of the control unit. Performance is compromised if the control unit 
becomes a system bottleneck due to the complexity of the control tasks it must carry out. On the 
other hand, only restricted forms of paralfelism, such as pipelining and array processing, can be 
realized as simple éottre tasks. For a large scale architecture it is thus attractive to use decentralized 
control. Packet communication architecture is an organizational scheme to support decentralized 
control. 


Under the packet communication principle hardware units in a system communicate with each 
other by exchanging information packets, and packet processing is carried out at each unit 
autonomously. The size and complexity of these units depend on both system design and 
implementation technology. In an architecture designed for high speed numerical computation, for 
example, each unit may consist of a small number of VLSI chips and a packet may consist of a pair of 
floating point numbers and some control information. . 


_ The packet communication discipline has been used to organize several data flow processors 
[24], [26] and a high throughput memory system [21]. We have also. studied design methodologies for 
constructing hardware systems organized by a packet communication architecture, which we shall 
Tefer to as packet communication systems [33]. Formal methods for studying properties of packet 
communication systems have been studied in [27] and [32]. In this thesis we study architectural 
organizations appropriate for tolerating hardware failures in packet contmunication computer 
architectures, and will illustrate our ideas with a packet communication architecture designed to 
execute a class of data flow programs. As part of this study we have also developed a set of concepts 
and techniques for incorporating redundant hardware into self-timed hardware systems [48] to combat 


In a conventional computer organization low level hardware synchronization, between a 
combinational circuit and its input and output registers, for example, is governed by a set of periodic 
signals generated by a system clock. Due to the use of a system clock, these hardware systems are also 
called ‘Sinchsdnias hardware systems. A decentralized control computer architecture can be 
implemented as a synchronous system. A large scale synchronous system, however, suffers from poor 
modularity because synchronous operation introduces strong interaction among hardware modules, 
indirectly through the timing characteristics of the clock signals. The design of each hardware 
module must be consistent with the period and frequency of the clock signals, even though these 
characteristics may have been imposed by the synchronization requirements of other hardware 
modules. When two neighboring hardware modules synchronize their input, processing and output 
activities indirectly by referencing a common timing signal and one of thesé modules is modified, the 
modification must not violate the timing assumptions made'in the other module. Otherwise the other 
module must be modified accordingly: There are also skew problems mascuaen with clock 
distribution in a large scale system. For these reasons we also favor implementing packet 


communication system as an interconnection of hardware modules which exchange packets under 
asynchronous two-way handshake protocols. 


Under an asynchronous packet communication protocol, packet communication between 
modules is synchronized entirely through exchanging signals among them. We call hardware 
modules which interact with their environment via these protocols packe! communication modules. 
An example of asynchronous packet communication is given in Fig. 11. Packets are delivered as a 
sequence of packet bytes over an 8-bit data link (Fig. 1.1a). Packet byte receipt and transmission are 
synchronized by exchanging control signals between the sender and the feceivexiouee the control link. 


Packet communication using the contro! discipline of transition signaling is illustrated in Fig. 1.1b. 


Since a packet communication system makes use of handshake protocols for sending packets 
between modules, it is also a self-timed hardware system. The redundancy management concepts 
and techniques developed in this thesis Bare been —- specifically for packet systems, but they 
are also applicable to other classes of self-timed hardware systems [4], (31, (39), 9]. 


Let us consider designing high neioemence coamputina systems for physics simulation such as 
in weather forecasting and aeronautical design. The physics simulation environment is different from 
traditional application domains for fault-tolerant computers, such as process control and 
interplanetary spaceflight, in that it inherently has no ) stringent reliability requirements, It is 
nonetheless attractive to use fault tolerance techniques | to improve availability and maintainability. 
System dhvoughput is inipaived if hardware failures can be masked, especially since it is not unusual 
for a numerical computation in physics simulation to execute for many hours. It is extremely 
annoying if the entire computing system is disabled because of one malfunctioning transistor or one 
loose connection among the hundreds of thousands in use. These considerations have motivated the 


research reported in this thesis on fault tolerance in packet communication computer architectures. 
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Fig. 1.1. An asynchronous packet communication protocol. 


The problems studied in this thesis will be explained in more detail after we introduce some 


fundamental ideas for designing computing systems which can tolerate hardware failures. 
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1.1 Fault Tolerance 
1.1.1 Basic Concepts _ 


The following paragraphs on fault tolerance for physical faults is excerpted from the paper 
“Fault-tolerance: The survival attribute of digital systems” by Professor Algirdas Avizienis of UCLA, 
published in the Proceedings of the IEEE, vol. 66,n0.10.{S3] "SS 


"The notion of fault telerance for physical faults as an attribute of digital systems requires the 
viewing of the system from two different viewpeints: physical and logical. From the viewpoint of 
purely physical observation and measurement, digital systems are physical systems, built of large 
assemblies of electronic, electromechanical and ‘ies Giatah components. The components obey ~ 
the laws of physics and the behavior of the system can be described in terms of time functions of the 
values of physical variables: voltages, currents, positions; ete. a | 


“From the viewpoint of the human society at large digital. systems are "black boxes’ that 
perform information processing to meet human needs. In the very general view of Newell and Simon 
[40], they serve as physical symbol systems, in which ahylical: variables. represent other entities - 
symbols, expressions, and processes, and the system is capable of designation and interpretation. At 
the level of greatest formal detail, the information. processing behavior of a digital system may be 
specified in terms of a finite-state sequential machine, Outside of the formal interpretations, the daily 
user sees his box of digital hardware as a useful artifact: that cm store large quantities of symbotic 
information and can carry out information processing operations that are specified by his programs. 
In this perspective, it is only the logical activity of information processing that concems the user, and 
not the physical properties of the circuits inside. As long as the logic machine runs well, what 
happens with the physical system that is its host is of very little, if any, interest. 
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_ “The use of the physical system as a logic machine is based on the conventions that the values 
of physical variables are interpreted as the discrete values of logic variables, and that the speed with 
which transformations are carried out is limited by the physical properties of the hardware. The logic 
machine behaves in the specified manner a3 long as the parameters.of physical components and the 
speed of operation remain within specified limits. However, it has been a cammon experience that 
unexpected out-of-specification physical changes in component parameter do occur in all kinds of 
digital hardware. They are usually called malfunctions when the changes are temporary, and failures 
when the changes are permanent. Their effect is to cause an ufispecified and disruptive change of 
one or more logic variables of the logic machine. Such a change of logic values is called a physical 

fault, or simply a foult when the physical cause of the foult fe ‘lear from the context of the discussion, 
as it is here. ... 


“Tt is the possibility of randomly occurring faults that makes the user uncomfortably aware of 
the physical side of his logic machine. The ‘occirvuee olla task Glen Garena ak @rirthat ac 
deviation of the logic machine from its program-specified behavior (trantition through a sequence of 
specified states) into a sequence of error states. While in an error state, the logic machine fails to 
perform correctly at least one of its specified tasks, and suffers 2 partial or complete failure to carry 
out the information processing function. Such failures are a commonplace experience for the users of 
contemporary information processing systems. The usual solution of the problem is 2 manually 
controlled maintenance action that results.in the removal or répair of the cause of the fault. The 
system is then restarted to run until the next fault strikes. - . 


"The purpose of fault-tolerance is to offer an alternate solution fo the fault problem in which 
the detection of faults and the recovery to normal. operation are. carried gut a3.internal functions of 
the system itself. Fault-tolerance is the unique attribute of a digital system which makes it possible 
for the system to continue with its program-specified behavior as a logic machine after the occurrence 
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of faults. It may be said that fault-tolerance i is the survival attribute of the logic machine because its 
purpose is to cause a return from cror states back to the specified behavior, thus assuring the survival 


of the information processing activities. 


" __. fault-tolerance requires additional hardware arid/or software that is redundant during 


normal operation and would be entirely superfluous in a completely Fault-free logic machine. In the» 


fault-prone physical implementation, fatit-tolerance is the insurahcé of the logic machine against 
disruptive physical events. Its Junctions is to react to a haptic duck faults ri to "protect the logic 


machine against the imperfections o of the physical sytem t that serves as its ger 


The above excerpt serves to introduce tié basic Hotiotis Of failures, faults, errors and fault 
tolerance: for fault-tolerant cbeeaputitig. We use’ the terms failures,’ faults and errors as explained 
above. A failure is an unexpcteit out-ofpecificition physical cliange in component parameters. 
Examples of failures are out-of-spec tranisiftors and 1d0se cot “A fault is an unspecified and 
disruptive change of logic vatues causedt‘by a failure. A failiife ected a Biiyitial machine while a 

eb ptting how loge 
values may change when physical fallures‘occur. The mdet coshmon fault model is the stuck-at fault 


PE. ae 
pga een 


fault occurs in a logical machine. A fault model relates the two 


model which postulates that logic variables will become stuck at ¢ither logical 1 or logical 0 as a result 
of physical failures. An erroris a deviation of the logic thachine from its program-specified behavior 
into a sequence of error states due to faults. Faults may be tolerated such that their occurrences do 
not cause errors. A simpte example of fault tolerance is to use bit-sliced memory systems protected 
by error correcting codes so that when a single bit-slice fails and causes one bit of the data word to be 
faulty, the contents of the word can stift be rectiveieit lind no ertbe Gan occur. 


We shall restrict our attention to tolerating physical failures in this thesis, and will not deal with 
‘human mistakes that occur when the computing system is designed, implemented or in use. . 


Te eet 
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Fault-tolerant systems differ in the protections each offers against physical failures. For system 
design the related notions of maintainability and availability are also useful. Maintainability is the 
property of having low maintenance costs. Availability is a measure of the fraction of the useful life 
of a computing system during which the system, is available for performing the functions it is 
designed for. Communication processors are often designed to. be highly available, even though 
there is no guarantee that conversations in pragress when failures occur, will not be disrupted... 


The logical machine we work with in this thesis isa computet system designed to execute a class 
of data flow programs. The underlying physical pe hice a hardware qviienh biaasived by a packet 
communication architecture. We study architectural organizations. and hardware redundancy 
techniques appropriate for tolerating certain types of hardware failures ip. the physical machine. Our 
design goal is that a data flow program running on the computer system when failures in the specified 
clags occur can always run to completion, and compute the same, results as if no failure has occurred. 
In other words, the program execution capabilities of the logical machine are preserved as long as 
only failures in the specified class occur in the physical machine. The system design presented in this 
thesis achieves fault tolerance by integrating program organization, architectural. features and 
redundant hardware in the physical machine into a system strategy. This strategy is effective only for 
certain types of hardware failures in the physical machine. Hardware faijures in a physical machine - 
are characterized by their extent, as well as by fault snide: We will study. fault models for packet 
communication systems in detail. For now we state our assumptions about the extent of hardware 
failures that can be tolerated by our strategy. Since the extent of failures can only be described in 
terms of physical structure, we next introduce the structure of redundant hardware modules used in 
this thesis. 


1.1.2 Structure of Redundant Packet Con 


We propose = design methodology for fern pace communion sens contig 
of the following steps: —— 
(1) A packet communication system is designed — its functions a semana We refer to 
this intial design a the non-redundant syne. ee i | 
(2) Fault tolerance is incorporated into the von-edundant system by incorporating redundant 
hardware into each module in the non-redundant sytem and into the connections between 
modules. The product of this second step is a redundant system topologically similar to the 
links. 


" For this thesis, we farhemore sume tha redundant pacet communication module have . 
byte-sliced internal organization, constructed with fuilure-independent byte slices. — 


Bye sicng is «common uchnique for implementing memory ayes and aitmetic-ogic 
processors. A memory chip or an arithmetic ogi chip implements the specified function for fixed 
size bytes. An array of such.chips.ig used to implement, thease f " 
ener ch sc ol re ant er com ma. ae pas 
in the same array,..{In a memory system or an arithmetic-logic processat each. 
ane ye ofeach np word, ann «meer mm a sion Between mem 
chips.), An qutput word of a byte-sliced magule conse re me tm a mh ae 


For fault tolerance, redundant ses are insoduced int a byteaicd module and the byte in 
ee Fagiagy TS 
cach output word are comelated by an encoding scheme. Jn an encoding scheme a hardware module 


coors 


s modeled asa fonction which maps an input bit vector into an oupet bit vector. and s module 
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failure is modeled as a fault function which maps a fault-free output bit vector into a faulty one. If 
each output bit vector consists of n bits, then an encoding scheme C partitions the set of all n-bit 
vectors into a code space Sc. and a non-code space No. To detect hardware failures in a module, C is 
chosen such that: 


(1) All output vectors generated by the module ihe fault-free operation rae in Sc, and 

(2) Under the most common hardware failure modes in the module no faulty bit vector in Sc can be 
generated. This property implies that onde the most ae failure notes the outputs 
generated by the module is either the fault-free result or is a non-codeword in Nc. 


When the output words of a module are encoded by a scheme C satisfying these two properties, 
the most likely hardware failures in the module can be detected by checking these words for code 
space violations. An encoding scheme can be used to mask failures in a hardware module if it 
satisfies (1), (2) and (3): | _ ; 


(3) Under the most common hardware failure modes in the module, cach some output vector in Nc 
can be decoded to derive the fault-free vector. 


The byte-sliced organization is particularly amenable to applying encoding techniques since 
under some of the most common failure modes, faiture of a single byte slice, for example, only one 
byte in each output word will be affected. Since the pioneering work of Hamming [29], much work 
has been done on applying coding techniques to detect and mask failures in byte-sliced arithmetic 
processors and memory systens {6}, (13}, [65], [47]. “Hardware faitures are also often dealt with using 
modular redundancy. \n a modular redundancy scheme several copies at. a hardware module are 
operated together and their outputs. are compared or wiied upon to detect and mask hardware 
failures among them. Modular redundancy can be regarded as a special case of byte slicing and. 
output encoding in which all slices perform identical functions and cach output word consists of two 
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or more identical bytes. 


Each byte-sliced module Mina iareanene packet communication mochale is designed so that 


failures among byte slices i Witcante detected and/or masked by decoding their outputs, as Jong as . 


the extent of hardware failures i is limited to iene than some fixed number, >My; of byte slices i in the 
module. 


_ A redundant packet communication — constructed using these byte-sliced modules can 
only tolerate hardware failures whose extents are thas limited Iti isa a relay improvement over its 


nonredundant counterpart, however, only it 


(i) All the redundancy management mechanisms are designed cetreétly atid operating reliably, arid 


(ii) Bathe Gnpienentton echeciogy. pe prove at more is Min ee Pave Me es 


bate 


Jedliivlaal aacliche MAW loa than tae poche dass the samveck cekind counterpart OF Mts 


We have made these reliability assumptions in carrying out the investigation reported in this thesis. ,; 


1.2 Problem Statement: 


There are two major results reported in this thesis: a conceptual design for a fault-tolerant _ 


packet communication computer architecture, and a set of concepts and techniques for managing 


data flow computes. organizations aad the fauk ailerance features are built directly on ‘peogrant 
execution mechanisms at the machine level The hardware modules in this architecture include 
processing elements, which provide storage for the program in execution and ‘imple functional 
capabilities, specialized functional units for performing more complex operations, routers for 
constructing routing networks, and iiilocasees for constructing allocation eetwor. The satneitiee of 
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these modules are explained in more detail in Chapter 6 For now we note that the redundancy 
concepts and techniques we have developed poe sel ened hharciware: systems, ate: soprecabes “10 
tolerating hardware failures in the class of packet communication systems described i in [33], including 
all these hardware modules used in the data flow computing system. Thus while the redundancy 
ihadagnabeat concepts’ ead wohelacse have bate, debclancd ‘to: srovide ‘igslenendhtizgl ebole ine 
realizing the fault-tolerant architecture as specified, they are in fact more generally applicable. 


Features ofthe dala flow procesor are described in Section 1.2.1. The need for introducing 
new concepts and techniques to manage redundancy in sclFtimed ayacing is illustrated in Section 
1.2.2. Some of the technical problems that arise in implementing our ‘redundancy management 
schemes in hardware are discussed in Section 12.3.0 2 o.:+- 


Bae 


1.2.1 Dee a a Fault- ‘Tolerant Packet Communication Computer Architecture - 


Most computer systems [8], [30], [58], [67] designed to tolerate hardware failures are intended 
for high reliability or long life applications with modest po teainns aneiraeiia In this thesis, 
we study fault tolerance techniques to cope with hardware failures j in a multiprocessor designed to 
execute programs expressed in a subset of the data flow language presented in {22} - We shall refer to 
this multiprocessor system as a data flow ee ee This data flow sapiens ms 
several novel features: . . 


1. High performance and fault tolerance are achieved by using pools.of identieal hardware units. 


Fault-tolerant multiprocessor systems {11}, 39) have been designed using multiple, identical, 
hardware units. A program running on the data flow processor is partitioned and stored on a set of 
identical processing elements. The dataflow processor also has a homogeneous set of specialized 
functional units for performing complex operations. These functional units are allocated dynamically 


w serve requss fromthe procening cement. The ya 


ic allocation scheme provides direct 
support for graceful degradation with respect to these functional units. Programs prepared for 
ion’ if only a subset of 


execution on the fault-free data flow processor can run without mot 
functional units has failed. 


2. Communication among processing elements and functional units is supported by packet networks, 


In the data flow processor hardware modules serve two distinct functions - processing and 
communication. Processing elements in a data flow processor execute subcomputations concurrently. 
Communication between the processing elenients is supported by packet networks, to be constructed 
out of a few basic LSI cell types. “This architecture is quite different from most fault-tolerant 
computer architectures reported i in the literature, which are bus-oriented von Neumann architectures 
[8, 59, 58] or bus-oriented multiprocessors [30, 6N, Store-and- -forward packet pawn designs which 
can handle a large number of packets concurrently have been analyzed i in [12]. In some of these 
networks the number of basic modules and the length of connections between them both exhibit 
foster than linear growth 36 the number of processing eemeats being servined increases. It thus 
appears that a substantial amount of hardware in a practical data flow processor will be used to 
implement packet networks. The reliability of these Aetworks will be an important factor in assessing 
sysiem reliability and availablity, and itis important to minimize the amount of redundant hardware 
invested in them to achieve a desired level of fault tolerance. 
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3. Hardware in the data flow processor is organized as a packet communication architecture. 


The data flow processor hardware is organized by.a.packel.cammynication discipline to support. 
concurrency and modularity. Computer architectures are commonly implemented. as synchronous 
digital systems in which events in all modules are synchronized with reference to a common timing 
signal. Many fundamental fault tolerance techniques have been developed in this context. In 
contrast, a packet communication computer architecture is implemented as an interconnection of 
self-timed modules whose activities are synchronized through localized signal exchange, in 
accordance with the adopted packet communication Protocol. Fault tolerance techniques: for 

- asynchronous systems have been demonstrated previously in a fault-tolerant clock design [16] and are 
reported i in a paper on synchronization voting by Davis and Wakerly [17]. We have : generalized these 
techniques to show that byte slicing and coding techniques can be used to mask and detect failures in 
selftimed systems under more general fault amumpdons than the commonly adopted stuck-at ful 
. : 


In this thesis we present a fault-tolerant data flow processor “design based on dynamic 
redundancy. In a dynamic redundancy ‘scheme redundant hardware is incorporated 0 support 
on-line fault detection. Upon detecting a ‘hardware failure, aonnal processing is suspended. The 
system is diagnosed and repaired (possibly degraded); ‘Resi cca i tn: smi a 
subcomputations contaminated by bien nosed eee 


The dynamic redundancy scheme uses a combination of hardware-implemented fault detection 
and packet encoding techniques to mask packet network failures in the fault-tolerant data flow 
processor. It uses a retransmission strategy which is conceptually similar to error control techniques 
used in packet switched computer networks like the ARPANET. Differences in failure characteristics 
and performance requirements between these two types of networks have led to different 
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implementation strategies. We have also developed strategies for incorporating redundant hardware 


into a packet network to support rapid repair. 


In some computer systems hardware failures are tnasked using module replication and majority 
voting. Another example of hardware-implemented fault masking is the use of error correcting codes 
in bit-sliced or byte-sticed memory systems. The hardware redundancy techniques presented in this . 
thesis can be used to incorporate redundant’ Nardware to either mask or detect failures on-line in a 
self-timed hardware system. It is thus posible to design a fault-tolerant packet communication 
computer architecture based Gi Raat wite ieapiconbaked fault masking. The dynamic redundancy 
scheme we have developed offers the potential of considerable hardware savings, especially in the 
packet networks. Hardware-implemented faul making offers two advantages over a dynamic 
redundancy scheme: the computation in progress need not be held up until recovery is completed, 
since’ hardware failures are masked on-line; and 1 no additional programming effort is required to 
insert checkpoints into plication programs. The fire capability 3 is important in meeting stringent 
response time requirements, in encess control applications, for example, but is not essential for 
numerical computation. As we shall see, the dynamic redundancy scheme we have developed 
performs recovery at the machine instruction level, and hence has no impact on applications 


programming. 


When detailed logic designs and hardware failure rates are available for a hardware 
| implementation, alternative schemes may be carefully evaliated to determine their cost-effectiveness. 
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1.2.2 Redundancy Management in Self-Timed Hardware Systems 


In this thesis a data flow computing system is implemented ina physical machine organized by 
a packet communication architecture. Our dynamic redundancy scheme must be supported by 
hardware-implemented fault detection. In Section 1.1 we have introduced a byte-sliced hardware 
structure for redundant packet communication modules. We will use this structure.to incorporate . 
redundant hardware for fault detection. Given a specification of the non-redundant module and the 
extent of physical failures to be detected, we can pick an encoding scheme and.then design the byte 
slices accordingly. 


Let us consider how the notion of encoding the output words of bye ales modules is used to 
deal with byte slice failures in a synchronous hardware ‘system under the stuck-at fault model. In a 
synchronous environment the byte slices i in a module are: synchronized with each other, and with 
fault handlers monitoring the outputs of the module, via a system clock. Under the stuck-at fault 
model the output lines of a failed module become stuck at either a logical 0 ora logical 1 As long as 
the clock signals are generated i in secordaiice with their timing specification and module failures 
obey the stuck-at fault model, each signal presented toa ‘fault handler by a byte-sliced module will 
have stabilized at a signal value representing either a logical Oora logical 1 when the fault area is 
activated. The outputs of a module can thus always be interpreted by a fault handler as a bit vector 
specified either by the bit vector function associated with the module or by the functional 
composition of this bit vector function with a fault function. Faults can then be detected or masked 
by designing the fault handler to operate on its input bit vectors based on the capabilities of the 
encoding scheme. | 


Consider next the application of byte slicing and encoding schemes to deal with failures in 
redundant packet communication systems. First of all, there is the problem of modcling hardware — 


failures in packet communication modules, and-how t design decoders, under these models, to 
decode inputs from fault-free slices properly, in spite Of interference from failed slices. This is the 
problem of fault modeling and will be discumed i in the next subsection. In this subsection we explain | 
the problems of keeping fault-free slices i ina redundant module penecty incteuntied and consistent 
so that their outputs can always be grouped — property for mange We call these latter two 
problems redundancy management problems. | 


The syncnroovalion reandrements can be illustrated by salves the operating principles 
behind the synchronous byte-slced organization, commonly known a asa triple modular redundancy 
scheme, shown in Fig. 1.2. In this organization, ; a redundant module is constructed using three 
identical slices, and the decoders are majority voters. Failures in any single slice are masked in 
majority voters in successor modules. Operedon of the eae, voters and ‘processing modules are 


Fig. 1.2. A synchronous triple modular redundancy scheme. 


synchronized through clock signals. Two implicit assumptions have been made in using the 
synchronous triple modular redundancy scheme to mask single. module failures: 
(1) The time skew in distributing a clock signal to the processing modules is bounded by a known 


constant. 


(2) All fault-free processing modules in a triad will process identical inputs and generate the 


corresponding outputs in approximately the same amount of time. 


When Assumption (1) is satisfied, processing modules in each triad will be activated to process a new 
batch of inputs from their input voters within a “known time interval. " Sppose the processing 


‘modules are activated to process new inputs by clock pulse C. Then under assumption (2), it is 


possible to calculate the time interval, in terms of the number of clock pulses, after which all 
fault-free processing modules activated at C will have presented their outputs to voters in successor 
modules. These voters are activated after this time interval to perform their fault-masking function. 
If either assumption is not met, it is possible for a voter to be activated by the clock signal before all 
input signals it receives from fault-free processing modules have stabilized. An-ervoneous datum may 
then be propagated beyond the voters. The-eynchrpnization requirement for a synchronous triple 
modular redundancy scheme to-operate properly in masking single slice failures is that whenever a 
majority voter is activated to perform majotity voting, the input signals it rectives from fault-free 
processing modules must have stabilized to their progier values This requirement defines the desired 
timing relationship among fault-free modules i in a seGundens system, and is assured i in a synchronous 
system through using a property designed timing signal. — 


In a self-timed system organized by a packet communication architecture, a majority voter in a 
triple modular redundancy scheme is activated upon receiving input packets from processing 
modules. During fault-free operation, a majority voter receiving input packets from processing 


modules. can be activated after receiving one packet from each processing module. There are 
hardware failures, however, which can cause a procesting modulé'to stop generating output packets. 
We call these failures killing faults. To detect and mask killing faults affecting a single processing 
module, a majority voter cannot always wait for an input packet from each processing module. After 
receiving input packets from two modules, it must decide at some point that the other module has 
failed, and start to generate alarm signals and construct the error-free data from the packets it has 
received. When it starts to decode the ‘coun signals, however, it must ain be sure that packets froen 
all fault-free processing modules have already arrived. Otherwise the same pale of errors illustrated 


in Fig. 1.2 may oocar. 


We have developed an approach to manage redundancy ia packet communication systems for 
fault tolensnce se enforcing the ee enn ee 


All input. signals from fault-free modules sfeting a decoder the counterpart of 
majority voters in more general bytesliced configuration) must have stabilized at their 
proper values whenever the decoder is activated to decode its input signals. 


We refer to this requirement as the timing synchronization problem since it imposes certain timing 
constraints on fault-free Dye ee ted coe jeceiving inputs from them. In our approach timing 
synchronization is maintained by assuring ‘that fault-free byte slices feeding a decoder will always 
send outputs to the decoder within a fixed time interval of each other. This approach will be 
discussed in detail in Chapter 2. 


At the end of Chapter 5, we describe briefly an alternative approach to organize redundancy in 
packet communication systems for fault tolerance and analyze ‘its relative merits and disadvantages. 


_ We have also studied another class of fault tolerance problems that arises in non-determinate 
packet communication systems. The notion of non-determinacy and the associated. consistency 
maintenance problems are illustrated in the following scenario. 


Consider a data base against which transactions fom ata terminals are proceed Suppose we 
now replicate the database at several sites to mask single ste failures, and it is desired to maintain 
consistency among them by serializing the transactions received at each site and ensuring that the 
streams of transactions fed to the data bases at these sites are all identical, An input transaction 
received at a terminal is forwarded to all the sites. Non-determinacy arises én to the variation in 
transmission delay along paths between terminals and data base sites, so that two transactions sent 
from different terminals may arrive at these sites in different order. To serialize concurrent 


transactions consistently even when some termisals. have: failed, data base ‘sites. must be:able.w. 


communicate with each other. The fault tolerance problem we oa tackle is how to support such 
communication reliably, under the assumption that a failed data base site or failed terminal may 
exhibit such Malicious behavior as sending inconsistent information to other sts. 


Our approach to tolerate failures in non-determinate systems is based ona general algorithm 
for reliable message exchange dacovered by Pease et al {5} Tn our research the much simple 
single-fault case was developed independently. The consistency Problem is sepeenee | in Chapter 2, 
and its solution in Chapter 3 and Chapter 5. 


1.2.3 Implementation Considerations 


To implement fault-tolerant pecket communication systems;-we need. a fault model which 
characterizes (i) the behavior of failed madules, and (i) the interaction between hardware elements 
employed in the construction of fault handlers and outputs from failed modules. The latter part is 
necessary for evaluating the effectiveness of fault handlers, but is often ignored due to the fact that 


the stuck-at fault model for logic gates is most commonly used. Under the stuck-at fault model, the 
output lines for faulty modules-are ‘assumed! to be stuck’ at either logical 0 of logical 1, and it is 
straightforwatd to specify the interaction between fault-free logic gates and faulty input signals stuck 
at either 0 or 1. We will study hucware implementation of Lae packet comenunicadion 
systems using the stuck-at fault model, a random ne iain tat model and a random wave train fault 
model introduced in Chapter 4. The two tater model are chosen because they better capture the 
sensitivity of self-timed hardware modules w runt ‘aes aa output hazards exhibited by their fers 
neighbors. Their choice i is also motivated by failure mechanisms in in VLSI technologies which are not 
adequately modeled by classical stuck-at fault models p28, {63} “Fort both the fanaa. pulse t train | 
fault model and the random wave. train fault. model, we ave, alsa. spesified.the interaction between 
that the effectiveness of our fault tolerance techniques. in combating hardware failures can_be 


vigorously evaluated, 


The problem of having metastable sates in bistble devices, also known i in the literature as the 
glitch problem or the synchronizer problem D4 015, BT, me poses ditional difficulties in 
implementing fault handlers under the random pulse train and the random \ wave train fault model. 
This problem often arises atthe interface between a synchronous system and an asynchronous input 
When a latch activated by an intemally generaied timing signal is used to receive an asynchronous 
input signal, the input signal may arrive at the latch almost sisukapcously with the clock signal. The 
latch may then be driven into its metastable state, Once a latch has entered a metastable state, it can 
reside in that state for an arbitrarily long time. Whea the latch subsequently leaves this metastable 
‘state, its output may undergo a signal transition and violate other timing assumptions in the system. 
Metastable state phenomena have caused failures in synchronous digital systems. In a redundant 
packet communication system, a decoder must receive signals from every byte slice in » redundant 


module. Under the random pulse train and the random wave train fault models, a failed byte slice 
may deliver faulty signals to drive receiver latches. in neighboring, decoders into their metastable 
states, causing these decoders to be out-of-sync by an arbitrary amount, with no, finite bound. 


In aseifimed gym, another bistable device called an arbiter soften used to resolve confi 
in resource > sharing. A tworinpu/one-ouput arbiter forwards input 1 request it has received at its . 
output Port. if two input requests are received simultaneously (within a short period of time), 
arbitration is serfotmied and one of the request will be forwarded. ‘In performing arbitration an 


arbiter can also be driven into a metastable tate, 


To tolerate single arbiter failures, several of them must be operated twgettier. If two conflicting 
requests are delivered to two fiifure-independent arbiters within-a shiott interval ofeach other, these 
arbiters may enter and reside in their respective metastable sates for different periods of time. There 
is thus no guarantee that they will both resolve the conflict within a fixed time period. ‘This poses 
problems in assuring timing synchronization. The arbiter is also a source of nondeterminacy in 
packet communication systems. In the above scenario, there is no guarantee that the two arbiters will 
resolve the conflicts that arise in exactly the same way, and additional mechanisms are necessary to 
maintain consistency among them, so that the conflicting requests will be forwarded in the same 
order after arbitration has been performed independently by the two arbiters 


As we shall see in Chapter 5, metastable state problems, together with massive failure modes 
that affect several modules simultaneously, pose intrinsic limitations on the reliability that can be 
achieved-when a self-timed syste is'enhaniced for fiult wilerence usiti tie" apprblicli developed ‘i 
this thesis. . 


1.3 Related Work 
1.3.1 Fault-Tolerant Architectures 


Redundant hardware for combating failures in electronic computers has been introduced in 
many different forms, Tranging from quadded logic for protecting against single logic gate failures [61] 
to modular redundancy schemes for protecting against failures in entire processors, memories and 
buses. Review articles [53], [54] and [55] give accounts of the development of fault-tolerant 
computing in the past two decades. The saree use of computer controlied equipment, the high 
cost of maintenance and the lowered hardware costs brought about by VLSI have prompted much 
interest in improving system availability and maintainability through the use of redundant hardware. 
To date fault-tolerant computers systems are found mostly in telephone switching systems, 
space-borne vehicles, air traffic control and other applications where computer failures would incur 
high human or economic costs. | 


The fault-tolerant data flow processor design presented in this thesis uses a dynamic 
redundancy scherite to mask hardware failures: failures are detected on-line, the hardware system is 
repaired and the program in execution is restarted. Many computer systems have relied upon 
checkpoint/restart as a standard means of recovering from system failures. The STAR (Self Testing 
and Repair) computer developed at Jet Propulsion Laboratory [8] is probably the first dynamically 
redundant fault-tolerant computer. In STAR each arithmedc unit, memory unit and data bus is 
protected by using error-detecting codes. Units performing logical operations are protected by 
duplication. When a failure is detected, the failed unit is replaced by a spare through power 
switching. Redundancy is managed by a configuration control unit, which is tiplicated for fault 
tolerance. To mask hardware failures, checkpoints must be inserted into application programs from 
which program execution can be restarted after s-fallure has eecusred. A set of operating system 


procedures is provided specifically for checkpoint insertion. The STAR computer has. been 
breadboarded and exercised through fault Section: It has evolved into the FTSC (Fault-Tolerant 
Spaceborne Computer) systems [52] currently under sdvenced developaient «i Rapthion aad the 
Aerospace Corporation. 


A different approach to fault masking is adopted in vs FTMP (Fault-Tolerant Multiprocessor) 
system developed at Draper Laboratory (30) and i in the sa (Software-Implemented Fault 
Tolerance) system developed at Stanford Research Institute 16 In both ba these systems a program 
is executed on several hardware units ‘and failures are ¢ masked by voting on the results of redundant 
computations. In the FIMP system, failures. are masked through the formation of Processor triads, 
memory triads and bus ids, and voting on the outputs ofeach triad with majority votes located i 
bus receivers. Spares are provided for replacing failed units. The SIFT system consists of a network 
of processing modules, each witli'ies Gen local themory, In SIFT majority voting is performed by 
voting programs which receive results from redundant computations over the network. The number 
of processing modules dedicated to a task can be varied according to. its criticality. In both FTMP 
and SIFT fault detection leads to system reconfiguration, but programs need not be rolled back to 
mask hardware failures. 


Our work on hardware redundancy techniques has benefited from work on fault-tolerant 
clocking systems conducted ‘under the FTMP project 6, and ‘from work on consistency 
maintenance conducted under the SIFT project 145). 


Many fault-tolerant computers in use have a bus-oriented internal architecture and are made 
fault-tolerant through providing redundant buses, redundant processing elements and redundant 
memory systems. The data flow processor contains a packet network which is absent in these 
architectures, and in general has rather different reliability. and performance requirements. 
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Methodologies for incorporating fault tolerance into high performance computer systems and the 
associated technical Oia ene ener eee he oe 


illuminating for our work. 


__ The interconnection networks in a data flow processor are modular, one-way, packet routing 
networks. Each network serves a set 6f source modules and a set of destination modules (which need . 
not be distinct). Packets are generated at sonrce modules and delivered by the network to destination 
modules, Nodes in the networks are designed to forward peckets only in’the direction of packet flow, 
from sources to destinations. “Other multiprocessor organizations. C:inmp [68] for example, use 
commutation networks for interprocessor communication. A toenetnetatin retwork is one which can 
be set up to satisfy a set of connectivity requirements between its input nodes and output nodes, but 
is otherwise passive. The fault tolerance properties of several classes of commiutation networks have 
been studied in [36]. This work deals only with ‘the topological aspécts’ of fault-tolerant network 
design. For each class of commuticion networks stodied, i showtt tiow réduitdant paths may be 
incorporated so that faulty subnetworks canbe bypassed: Several other reduiidant commutation 
network configurations are described in {¢2], as fiart of x faiiti-Oleranit associative processor design. 
Neither of these works addresses the problems of hardware fal detection arid coordinating network 


reconfiguration with recovery. 


Packet routing using Banyan networks is proposed by Tripathi in (60). He points out that a 
faulty node in a packet switched Banyan rietwork can be bypassed if bidirectional paths are provided 
between-network nodes, but gives no reduridancy techniques oF iecovery strategies to support this 
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1.3.2 Synchronization and Consistency Maintenance 


Our approach to maintaining timing synchronization is to aasure that fault-free byte slices in 
the same redundant module will always deliver outputs to decoders receiving signals from them 
within a fixed time interval of each other, The techniques we have developed for this approach are 
closely related to techniques proposed. for implementing fault-tolerant clocks. In a fault-tolerant 
clock several oscillators. are operated in parallel to. generate. a set. of periodic signals. These 
independently generated clock signals must, however, satisfy some in-phase requirements. One such 
requirement is that they must-all change state within a fixed time. interval of each other, just like the 
one we have imposed on. byte ‘slices in the same redundant. module to maintain timing 
synchronization. A fault-tolerant clock design has been presented in [16]. In that design the circuitry 
is tailored to generating periodic signals. We will show how.a fpult-tolerant clock design can be 
derived from our synchronization techniques. Our syachronization techniques are also related to the 
synchronization voting technique given by Davies and, Wakerly-[17]. . Davies.[18}, [19] bas applied. 
synchronization voting tp fault-tolerant clock design, synchronization among redundant processing 
units, and synchronization among redundant microconyputers...Wo -will also explain how timing 
synchronization can be achieved using synchronization voting under restricted fault assumptions. 


Consistency maintenance problems in the fault-tolerant space shuttle cenieier have been 
discussed informally in a paper by Sheridan [56]. .1a this computer, sysiew the same process may run 
on several pracessor-memory units simultaneously. When ap asynchronous interrupt occurs, the 
process may be interrupted at different points on different. processor-memory units. Processes in the 
system communicate via shared memory. Suppose that an input interrupt occurs when a process is. 
writing into a data area it shares with the input process, and that in one processor-memory unit it has 
finished writing into this area when it is interrupted while in another processor-memory unit it has 
not. The input process may then read different, versions of the shared data in different 
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processor-memory units, and may then exhibit inconsistent behavior on these units. Sheridan 
describes a set of mechanisms for maintaining data consistency in this environment. Process 
incarnations running on different computers are required to synchronize with each other before 
accessing shared data, The fault model assumed and the effectiveness of this solution were 
unfortunately not discussed in a detail in [56]. 


In the SIFT system, inputs from different sensors, outcomes of diagnostic tests and internal 
clock readings are exchanged among processing modules on the network. It is assumed that a failed 
module may give inconsistent information to other modules. Pease et al [45] have developed a 
general algorithm for einai information smog the sciceiing modules so that 


(i) the information transmitted by a fault-free module will be known to every fault-free module, and 
(ii) the fault-free modules will agree on the contents of tnessages | wiiisid by taliy | 


This algorithm requires at least 3f+1 modules to tolerate up to f module failures among them. A 
negative result which states that this fault tolerance capability cannot be achieved with less than 3f+1 
modules is also proved in {45}. 


For our work we have independently developed the solution to the much simpler case in which 
at most one module may fail and each message contains the outcome of a binary decision. We have 
also studied the hardware implementation of this much simpler case in the self-timed. systems 


environment. 


1.4 Synopsis 


In the following chapters, we first develop an approach to manage redundant hardware in a 
packet communication system for fault tolerance, and then present the design of's fault-tolerant data 
flow processor. Basic concepts and redundancy techniques are illustrated with hardware modules 
taken from the data flow processor design. Readers who ‘wish to study the architecture of the. 
fault-tolerant data flow processor before analyzing redundancy techniques for its implementation can 
also read the material covered in this thesis in that order. | 


Our approach to incorporate redundant hardware into packet communication systems for fault 
silerance bs introdocéd in Chapter 2. "This approach lv based on malaenining ait syiichronizntion 
and consistency in redundant packet Communication systems, even after-hardware, failures have 
occurred. The problems of timing synchronization and consistency maintenance.are explained using 
redundant packet communication systems constructed with byte-sliced packet communication 
modules. Concepts and terminology th ican howe pte and their solutions more precisely 
are also presented in this chapter. 


Robust algorithms for maintaining timing synchronization and consistency among byte slices in 
a redundant packet commuication module are presented in Chapter 3. Under these algorithms, 
byte slices in the same redundant module send signals and messages to each other. A failed slice may 
send signals and messages of arbitrary contents at random. These algorithms are robust in that timing 


synchronization and consistency can be maintained in spite of hardware failures. 


Hardware implementation of these redundancy management algorithms and decoder designs 
are studied in Chapters 4 and 5. In Chapter 4 we introduce a class of asynchronous packet 
communication protocols and three fault models. An asynchronous packet canitianiceticn protocol . 

defines the behavior of fault-free packet communication modules. A fault model characterizes the 
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behavior of failed modules as well ag the interaction deetween signals generated by these failed 
modules and fault-free hardware elements used to construct fault handlers. In Chapter §.we discuss 
how to implement fault handiers, and other hardware modules, to support the fault tolerance strategy 
developed in Chapters 2 and 3. ‘These hardware modules are designed to maintain timing 
synchronization and consistency, aid to detect ‘and/or al ‘hardware failures, under the fault 
models of Chapter 4. | 


A dynamic redundancy scheme for masking hardware failutes in a multiprocessor architecture 
designed to execute parallet progtiinis organised by data flow principles is presented in Chapter 6. 
Novet features of this computing system include its packet Communication architecture, use of packet 
networks to support communication among processing elements ‘and dynamic ‘allocation of a 
homogeneous set of specialized functional units to ‘esis requests. Program organization and 
haréware module design to support the dynamic redundancy scheme are explained, Strategies to 
incorporate additional modules and dat path into packet networks to support rapid repair areal 
desc.ibed. 


Application of the hardware redundancy concepts and techniques developed in Chapters 2 
through 5 are iltustrated by module designs given in Chapters 5.and 6. 


A summary of results and conchading remarks are given in Chapter 7. 


2. Timing Synchronization and Consistency Maintenance in Packet Communication 


Systems 


The problems of timing synchronization and consistency maintenance have not received much . 
attention in the literature of fault-tolerant computing. These problems are explained in detail in this 
chapter. Solutions to these problems, implementation techniques and hardware module designs are 


studied in subsequent chapters. 


organization for redundant packet communication modules, This organization is presented in 
Section 2.1. 


We remind the reader that the basic problem in timing synchronization is to assure that 
whenever a deboder is activesdd th decade Ke input guala. aif iapur signals from fault-frée byte slices 
must have stabilized at their proper value. Our approach to maintain timing synchronization is to 
develop a set of mechanisms which can maintain proper synchronization. Informally, proper 
synchronization is achieved if bytes in the same input word, and acknowledgments for an input byte, 
are always delivered by fault-frec slices in a redundant module to a neighboring decoder within a 
fixed time interval of each other. In Section’2.2 we introduet seine ‘concepts ‘and terminology for 
characterizing proper synchronization among byte slices in a redundant packet communication 


module more precisely. 


To use a byte-sliced organization and output encoding for fault tolerance, outputs generated by 
byte slices must also be consistent, in addition to being properly synchronized. Inconsistency among 


bytcs in an output word gencrated by a byte-sliced module is due to non-determinate behavior. A 
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packet communication module is determinate if; starting from agiven initial state, the set of output 
packet sequences it generates is a function of the set A of input pate sequences it has received, 
independent of the order of input packet arrivals at it different input ports. A non-determinate 
system may generate different sets of output sequences after receiving the same set of ps 
sequences, depending on the order in which Packets arrive at its eltrerene ports, and on the outcomes 
of internal conflict resolutions. A determinate middie has the nice - property that j its behavior is 
reproducible in both time and space. Two fault-free. copies of a determinate module will generate 
identical output sequences when fed identical input. .sequences....Their. outputs can hence be 
compared to detect failures among them. Transient failures can also be tolerated by feeding the same 
input sequence to a determinate module seyeral times in succession, cach time starting from the same 


initial state. | 


For now we illustrate how non-determinacy | introduces inconsistency by another simple 
example. Suppose in a byte-sliced module we have two. copies of a non-determinate module which 
increments an integer input either by one or by two. If these two module. copies: each receives the 
integer 3, and then one copy outputs 4 and the other 5, we cannot, deduce by comparing their ie canes 
alone whether a hardware failure has socuned. or whether the two module cepies have acted 
differently due to non-determinacy. Non-detenminacy: thas. introduces additional complications in 
fault tolerance considerations. A primitive for introducing non-determinacy in packet 
communication systems and the associated comaistency and:-fault tolerance problems are discussed in 
Section 2.3. 


2.1 Byte-sliced Packet Communication Modules 


A Peeks communication module interacts with its environment by HameTitting and receiving 
packets at its paris Each port consists of two sets of wires, carrying packets and acknowledgments 
into and out of the port, respectively. A packet communication channel (Fig. 2. Ja) i is constructed by 
connecting an output port of one module to an input port of another + module. 


Packet transmission over a:channel can be described in terms of channel state transitions (Fig. 
2.1b). Port activitics cause a channcl to alternate between an active state and a passive state. In an 
. active state a packet is available over the channef from the sender output port. In this state the 
receiver input port is enabled. When the available packet is received and another packet can be 
transmitted over the channel, the receiver port resets the channel to its passive state. The sender port 


is then enabled and at some later time will change the channel state from passive to active and 


By aS es 


(a) Hardware Suucture 


passive: 


input port enabled output port enabled 


acknowledgment 


(b) State Transition 


Fig. 2.1. Channel state transition. 
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transmit another packet over the channel. For the discussions in this chapter it is sufficient to note 
that a feedback mechanism is built into 4 communication protocol, so that during fault-free operation 
packets and acknowledgments alternate at each channel. Techniques for implementing asynchronous . 
packet communication using signal transitions on wires’ in the packct bundle and the 


acknowledgment bundle will be presented in Chapter 4. 


We next describe the hardware: structure of a byte-sliced module andthe structure of 
connections between two such ‘odie A slice (Fig. 2.2a) consists of a processing module 
(p-module), with each input port protected by a synchronizing decoder and each output port 
protected by a fanout module. We will refer to a decoder: or a fanout module asa control module, to 
distinguish it from a processing module. pubeedvest presentations are greatly simplified by grouping 
decoders and fanout modules in a redundant nodule iogitner into synchronization sets (Fig. 2.2b), 
according to the input Port or output port each protic For such groupings to ‘be. ‘meaningful, 
p-modules in a byte-sliced module must have the same. nutaber of input ports and outpat ports, and 
exhibit very similar packet processing behavior at these ports. “ihe notion of schernatié Sruvaleets, 


ON 


as defined next, captures the desired cen 1 
Two packet communication modules are schematically equivalent if 


(1) They have the same number of input ports and output ports, and 
(2) There exists a numbcring scheme for input ports and output ports in each module such that if 
identical input sequences are fed to the ith input port of both modiuites, for all i, then the same 


number of output packets will be gencrated at the jo output port of both modules, for all j. (For 


1. Note that the notion of schematic equivalence, and that of a baaasas compatibility given later 
on, are well-defined only for fault-free modules. 


- §D -- Synchronizing Decoder 


F -- Fanout Module 


(a) A byte slice. 


ashe aioe 


Fig. 2.2. Structure of a byte-sliced redundant hardware module. 


_. (b). Synchronization sets in a byte-sliced redundant module. . 


the hardware structures eed in this thesis, the numbering scheme is seeds obvious from context 


and hence omitted) * 


Copies of iicrainae modules are schematically equivalent and deliver identical: output 
sequences when fed. identical input sequences. Copies of non-detefminate modules: may not be 
schematically equivalent since ine number of output ‘packets generated at an output port of a 
non-determinate module may dapend on the order of packet arrival at its different input ports, as 
well as on the contents of the packets it has received. Schematically equivalent modules need not be 
identical. It is straightforward to extend the notion of schematic equivalence to.a group of more than 


two modules. a 


We will assume that-byte slices ina redundant module ne constricted Gai of schematically 
equivalent prmodules. A  aynchroration set (Fig. 2.2b). contains one conttrot module From. each slice. 
The common property: among control modules in a synchronization set is that cach protects the ith 
input port of the p-module in its slice, or each protects the jm output port of the p-module in its slice. 


Synchronization sets are enclosed in dotted lines in Fig. yh 


Connections between adjacent redundant modules are made by connecting a synchronization 
set of fanout modules in one to a synchronization set of decoders in the other (Fig. 2.3). Each 
synchronizing decoder receives input ‘bytes fim’ a det’ of fanout modules. Each input word to a 
synchronizing decoder consists of a number of bytes, ofe from each fanout module it is connected to. 
Note that each link shown in Fig 2.3 corisists of a packet bundle cartying signals in the direction of 
the link, and an acknowledgment bundle carrying signals in the opposite direction. Every byte is 
transmitted as a packet between adjacent modules. ‘Asyechroious protocols are also used by a 

p-module to receive packets from ts synchronizing decoders and besiey packets to its fanout modules. 
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other F's 


in the in the 


synchronization synchronization 


Fig. 2.3. Connection between synchronization sets in adjacent redundant modules. 


A synchronizing decoder decodes input words received from a synchronization set of fanout 
modules. A fanout module forwards each packet it receives to the synchronization set of decoders it 
feeds. It also receives acknowledgments from these decoders and then returns acknowledgments to 
its p-module. P-modules perform packet processing. Let us examine the operation of byte slices in a 
redundant module in more detail. 


Suppose cach of the fanout modules in a synchronization set receives a byte from its p-module. 
These bytes together constitute an oufput word of the redundant module, and are distributed by the 


fanout modules to synchronizing decoders in a synchronization set in a redundant successor module. 
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Fach input word received by a synchronizing decoder is thus delivered as a batch of packets, one from 
a different fanout aecoute and each Conta one byte of the input word. Failure of a single byte 
slice affects at most ane byte of any input wrote received by a decoder. _A synchronizing decoder 
decades cach input word received to derive an oueput word, which it then delivers to the p-module i in 
its byte slice. After some time the decoder will receive an acknowledgment from its p-module. This 
acknowledgment is returned immediately by the décodér' to fandut modules: from which it has 
received input bytes. Each fanout module will thus receive a batch of ‘acknowledgments, one from 
each byte slice which has received an input byte from it, and failure of a single slice will affect only 
one such acknowledgment. . After a fanout module in the synchronization set has received 
acknowledgments from the successor module, it returns an acknowledgment to the p‘module in its 


Slice. 


For subsequent Giscisantons, we will also fin it convenient to group packets and 
acknowledgments received and produced by pmodates | in the same seaundant module into batches. 
P-modules in a-redundant module are schematically equivalent and'will always be fed identical input 
packets. Packets and acknowledgments delivered to and‘ generated by faclt-free p-modules in a 
redundant module, under these conditions, can be partitioned into batches, aceording to the ports at 
which: they. are received or generated, and the positions they’ occupy in their respective streams. 
Packets, or acknowledgments, received at the correaporiding. ports ‘oF fault-free p-modules in a 
redundant module, and occupying the same position in their respective streams, belong to the same 
batch. Likewise output words, or acknowledgments, generated at the corresponding ports of 
fault-free p-modules in a redundant module, and occupying the same poaitiga in their respective 


streams, belong to the same batch. 


2.2. Timing Synchronization 


For a‘ redundant packet communication system constructed out of byte-sliced packet 
communication modules, timing synchronization imposes two timing constraints on system 


opcration: 


(T1) Bytes in the same word generated by fault-free slices must have arrived when a 
decoder is activated to decode its input signals, and. A 

(12) Acknowledgments for the same output byte gencrated by fault-free slices must have 
arrived when a fanout meduleis activated to return an acknowledgment to its 
p-module. 


Our approach to maintain timing synchronization is by maintaining proper synchronization: 
A redundant packet communication system is properly synchronized if 


(P1) Bytes in the same input word are always. delivered. by fault-free slices in a 
neighboring module to a synchronizing decoder withina fixed time ‘interval of 
each other, and 

(P2) Acknowledgments for the same output byte are always delivered by fault-free slices _ 
in a neighboring module to a fanout module within a fixed time interval of each 
other. 


If proper synchronization is maintained, and there are enough fault-free byte slices remaining 
in cach redundant module, then cach decoder can determine whether it has received all bytes in the 
same input word gencrated by fault-free slices in a neighboring module. And after delivering a byte 
to synchronizing decoders in a neighboring module, each fanout module can determine whether all 


acknowledgments for that byte, gencrated by fault-free slices in the neighboring modulc, have been 
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received. The technique used in these control modulés-to achieve {T1) and (T2), given (P1) and (P2) 
will be presented in the next chapter. 


Timing synchronization, as illustrated in Fig. 1. 2, is achieved in synchronous systems by using 
byte slices which can process identical inputs in approximately the ‘same amount of time, and by 
assuring that cach clock signal is delivered to all byte slices in a redindart module within a fixed time | 


interval. Our strategy for maintaining proper. synchronization is also based on these ideas. 


For a more precise discussion on Bening synchronization, we next. define performance 
compatibility for schematically equivalent modules, and _imphase operation for p-modules in 
redundant packet communication systems. .The definition of petfooneere compatibility i is intended 
to capture the intuitive notion that two schematically ‘cubvalenk modules are able to process identical 
inputs in roughly the same amount of time. In-phase operation is the approach we have adopted to. 


ensure proper synchronization. 
Performance Compatibility 
Two p-modules M and M’ are performance compatible if 


(1) They are schematically equivalent, and } 

(2). If identical words, and acknowledgments, are always-delivered. to. Mand M’ as a ‘batch within a 
time interval bounded by a, thea packets and-acknawlodgments.in'the same output batch will be 
generated by M and M’ within a time interval-hounded.by'r+-p; forsome fixed +. 


1. We use lower case Greek letters to denote time intervals. 
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__ It is straightforward to generalize the definition of performance compatibility to a group of 
more than two schematically equivalent p-modules and to a group of control modules. We shall 
assume performance compatibility for determinate p-modules in a redundant module, and for 
control modules in a synchronization set. We will often say that foe inoduleaare performance 


compatible within r, and call + an upper bound on performance incompatibility. 


Performance compatibility does not impose any constraint on how Jong a module may take to 
process an input, but only specifies the timing relationship among outputs delivered by schematically 
equivalent modules. We also note that two copies of a non-determinate module containing arbiters 

‘are not performance compatible since if either one of them enters ‘a metastable state, it may reside in 


that state for an arbitrarily long time (Section 1.2.3). 


In-Phase Operation 


A packet communication system maintains in-phase operation of the byte stices in a redundant 
module if input words and acknowledgments in the same batch are always delivered to p-modules in 
these byte slices within a fixed time interval of each other.. 


For in-phase operation, we require that inputs in every batch delivered to p-modules in a 
redundant module be delivered within the same fixed time interval. We will also say that the outputs 
of a group of p-modules in.a redundant module ere in-phase if outputs in the same batch are always 
generated by the p-modules within a fixed time interval. 


Our approach to maintaining proper synchronization is to maintain in-phase opcration of 
p-modules in fault-free byte slices in every redundant module. A redundant packet communication 
system in which: 
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(i) byte slices in every redundant module are constructed using performance compatible p-modules, 
(ii) in-phase operation of these byte slices is maintained, - 


will remain prope ry ‘synchronized. We reason as follows. If in-phase operation of performance 

compatible byte slices in a redundant module is always maintained, then outputs of p-modules in 

fault-free slices must in-phase. These outputs: are forwarded through control modules in 

synchronization sets to acighboring modes. Since contro modules i in the same synchronization set 

are also performance compatibie, bytes in the same word and acknowledgments for the same byte 

will be generated by these control modules, and hence by the fault-free slices, within a fixed time 

interval of each other. We make the further assumption that communication paths between . 
synchronization sets have finite propagation delay... Proper synchronization (Properties P1 and P2) 

can then. be maintained. | 


The synchronization techniques presented . in Chapter 3 enable control modules in 
synchronization sets in a redundant module to maintain in “phase operation of byte slices i in the 
redundant module locally. The strategy is to et control modules in the same synchronization set 
_ synchronize with each other before passing the: inputs they have received on to the p-modutes they 
are guarding. Using the synchronization ‘techniques developed ‘in Chapter 3, aff fault-free control 
modules in the same synchronization set will deliver words or acknowledgments in the same batch to 


the p-modules within a fixed time interval, despite interference from failed modules. 


Packet communication modules send streams of data packets to cach other during system 
operation. A module is determinate if the set of output packet streams it generates is a function of the 
set of input packet streams it has received, independent of the temporal order in which input packets 


arrive at different input ports. A module is non-determinaie if its output streams.may depend on this _ 
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arrival order and on the outcomes of internal conflict resolutions, as well as on the data values carried 
in the input streams it has received. Non-determinacy introduces. another dimension to the fault 
tolerance problem, namely, information replicated in redundant hardware must be kept consistent. 
The he consseny problem ea studied in distributed = base systems Sheridan 56] discusses 
control computer, with a program . structure ‘supporting prioritized multiprocessing and- 
interrupt-driven input/output. Pease et al [45] have given algorithms for achieving interactive 
consistency in exchanging clock readings, sensor readings and diagnosis results among multiple 


computers. They have formulated the consistency problem as the “Albanian Gencrals Problem” : 


- Several divisions of the Albanian ‘Army. are camped. outside an enemy city, each division 
commanded by its own general. The generals can communicate with one another only by 
messengers. After observing the enemy, they must decide upon a common plan of action, either to 
attack or retreat. However, some of the generals may be traitors trying to prevent the loyal — 
from ee agreement. The generals must have an algorithm to guarantee that 


(1) All loyal generals decide upon the same plan of action, and . 
(2) The loyal generals cannot be persuaded to follow the plan of action contrived of by a small 
number of traitors. 


We have noted that the need for consistency maintenance is a consequence of 
non-determinacy. In the Albanian Generals problem, each loyal generalhas to independently decide. 
whether to attack or retreat. Loyal generals can thus make conflicting decisions, leading to 


non-determinacy. 


In this thesis we study consistency and fault tolerance for one specific form of non-determinacy 


in packet communication systems, introduced by combining two streams into an input stream to a 
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determinate module, using a merge module (Fig. 2.4). If two packets arrive at the two input ports of a 
merge module within a short time interval, the merge module may output theni in either order, and 
may furthermore take an arbitrarily long time to decide which packet to output first!) When input | 


packets arrive further apart in time, the merge module outputs them: as they are received. 


In a redundant packet eetisiutaeatics system, merging two input streams is implemented using 
a redundant module containing merge modules as p-modules in its byte slices. In .this setting, 
identical input packets are always delivered to merge modules in the same redundant module within 
a fixed time interval, as a result of maintaining. in-phase operation in the system. The consistency 
problem is to ensure that the output streams of non-faulty merge modules in a.redundant module are 
identical. The fault tolerance problem is to ensure consistency and .in-phase operation in the. 
messages with each other to achieve consistency. We shall call them synchronizing merge modules in 
the sequel. | _ : 


Fig. 2.4. Structure of a non-determinate module. 


The strategy to achieve fault tolerance is to allow syachronizing merge modules to exchange 
messages with each other, informing each other of the input port from which a new packet has been 
received, wid ad ea a agreement with other synchronizing merge modules on which input port 
to use for forwarding the next packet. Nete that it-is not sufficient to receive a sieaeiige from each 
synchronizing merge module in the redundant module and then perform majority voting on their 
contents to pick an input port. This is because the fault-free synchronizing merge modules can be 
split up just about evenly on which of two input ports to use, and faulty synchronizing modules can 
send different messages to different fault-free synchronizing riiodules, Ieading them to different 
majority vote decisions. We present an implementation of this strategy based on an algorithm for 
exchanging mesidges reliably amohg ytichronizing merge modules in ‘Chapter 3 This algorithm has 
been described by Pease ct al [43] while we have auagd the much sept case for + dealing with — 
single synchronizing merge module failures independently. | — 


24 Discussion 


We have introduced two redundancy management problems for self-timed packet 
communication systems in this chapter: timing synchronization and consistency maintenance. These 
are redundancy management problems in the sense ha. these problems arise only when hardware 
functions are implemented using submodules which mgt be failure-independent, and hence operate 
independently, and yet their outputs must be conreated in some well-defined manner, such as by an 
encoding scheme. If hardware is immune from failures, hardware functions can be implemented in 
packet communication modules using techniques desctibed in [4], [31], [33], [39] for which such 
problems do not arise. For applications requiring fault tolerance, we necd solutions to these 
problems which ‘se robust, so that timing anchronleaiin and consistency are maintained in spite of 
hardware failures. By maintaining proper syachronization and consistency in a redundant packet 


communication system, a concrete foundation. .is provided for using byte slicing and encoding 
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techniques to detect and/or mask byte slice failures.in self-timed hardware systems. 


The problems of timing synchronization and consistency ar eeaee are illustrated with the 
byte-sliced module organization presented in Section 21 for redundant modules. Timing 
synchronization will be a problem in “any “fault-tolerant computer ‘system constructed out of 
independently clocked processor-memory units. Consistency maintenance arises in scctions of 
fault-tolerant computer systems that receive ‘asynchronous inputs. These problems have not-received 
“inch attention in the literature, perhaps due to their infrequent occurrence. It is nonetheless 
important to understand the nature of these problems, $0 that fault tolerance mechanisms for 


handling them are omitted only through judicious choice, and not from ignorance. 


Timing synchronization is also a fundamental bibles facing the designers of fault-tolerant 
clocks. Ina fault-tolerant clock several oscillators are operated in parallel to generate a set of periodic 
signals. These independently generated clock signals must, however, satisty some in-phase | 
requirements. Synchronization can ‘only be achieved by exchanging signals among oscillators, and 
must be maintained when a faulty oscillator stops oecillating or starts making signal transitions at 
random, . The timing synchronization algorithm presented in 1 Chapter 3 may be viewed as a 
generalization of the techniques described in [16] for implementing fault- tolerant clocks. . 


In a synchronous symemi intermodule. activities are synchronized by epeeiciaes a common 
timing signal. After receiving an input each module is required to generate the corresponding output 
within a fixed time interval defined with respect to the timing signal. This implies performance 
compatibility among byte slices in a redundant module since they all must satisfy the same 
input/output timing constraint. In-phase operation is ensured as a consequence of the implicit 
assumption of negligible variations in propagation delay in distributing the timing signal from a 


common source to its numerous destinations. Fault handlers, by synchronizing with other modules 
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through this same timing signal, need only deal with data faults and code violations, 


The input/output specification of a self-timed module imposes only sequencing and causality 
constraints on an siplonentaticn: For fault tolerance we have to reintroduce the notion of 
performance compatibility and to incorporate mechanisms to maintain in-phase operation in 
self-timed systems. Time metrics are thus ‘cigumaeed into an otherwise completely self-timed 
system. The additional complexity deed t deal with inconsistency is also a consequence of 
adopting the self-timed discipline. This is because arbitration is not needed in a synchronous system: 


conflicting requests can always be resolved through a predefined Priority assignment. 


Our whole approach to redundancy management for fault tolerance is based on maintaining 
timing synchronization and consistency in redundant packet communication systems. A 
methodological issue that arises is whether these two pitpertiey are necessary for tolerating hardware 
failures in packet communication systems, Its seems that consistency must always be maintained in a 
byte-sliced module, otherwise a packet batch generated by fault-free slices can. have arbitrary 
Sonteits and byte slice failures an lead to undetected and uncorrected errors. The necessity for 
timing synchronization is further discussed at the end of Chapter 5, where we examine an alternative 


strategy and its relative merits and disadvantages. 


-533- 


3. Robust Algorithms for Timing Synchronization and Consistency Maintenance 


In this chapter we introduce the basic algorithms used in our approach for maintaining timing 
synchronization and consistency in redundant packet communication systems. We maintain timing 
synchronization by maintaining in-phase operation of byte slices in a redundant system (Section 2.2). 
We maintain consistency by assuring that. fault-free synchronizing merge modules in the same 


- redundant module gencrate identical output streams (Section 2.3). 


The algorithm for timing synchronization is implemented in every synchronization set for 


maintaining in-phase operation. Under this algorithm, control modules in the same synchronization 


set exchange signals with each other after receiving bytes in a new input word, or acknowledgments 
for a previously delivered byte, so that fault-free control modules in that set can deliver packets and 
acknowledgments in the same batch to p-modules within a fixed time interval of each other. The 
algorithm for consistency maintenance allows synchronization merge modules to exchange messages 
with each other to jointly determine the input port from which the next output packet should be 
taken. These algorithms must be robust in that in-phase operation and consistency must still be 


maintained in spite of malicious interference from failed modules. 


For presenting these algorithms in this chapter, we use an abstract fault model under which a 
failed slice may generate signals and messages of arbitrary contents at random, or stop generating 
them altogether. Implementation of these algorithms, and ¢itcuit design techniques to scaire that 
signals processed under these algorithms in control modules correspond to the abstract fault model 
used in this chapter, are studied in Chapter 5. The algorithms for ‘iginesining timing synchronization 


and consistency are presented in Section 3.1 and 3.2, respectively. 


3.1 An Algorithm for Timing Synchronization 


Let us refine our design methodology given in Section 1.) for constructing redundant packet 
communication systems. First of all, the non-redundant system is. designed ‘and specifications for 
each module in the non-redundant system are determined. Then an output encoding scheme is 
picked. To construct the..rcdundant system, specifications for the p-modules in cach: redundant . 
module are derived from the functional specifications of the non-redundant: module. and the chosen 
encoding scheme. P-modules, other than synchronizing merge modules, can then be implemented 
using techniques given in [4], [31], [33], 139}. Each p-module in a redundant module is extended into 
‘a byte stice by protecting its input ports and output ports with synchronizing decoders and fanout 
modules. These slices are then connected together by adding communication paths betwcen control 


modules in the same synchronization set to form a redu last A ange 


In our approach to constructing redundant packet communication systems, we design each 
redundant module so that for each module we can specify: 


(1) its functional specification, 

(2) for each synchronization set in that module , an upper bound on the phase difference among 
bytes in the same output word, or acknowledgments for the same byte, generated by that 
synchronization set. This upper bound is by design an intrinsic property of the module, 
independent of any property of its neighbors. 


We also design cach contro! module so that timing synchronization (Properties T] and T2 in Section 
2.2) can be achieved once an upper bound for phase difference among packets and acknowledgments 
in the same input batch is known. 
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In constructing a redundant system, two redundant modules are connected together by 
connecting a synchronization set A in one to a synchronization set B in the other, as shown in Fig. 2.3. 
Given the specified upper bound on the phase difference among bytes in the same output word, or 
acknowledgments for the same input byte, generated by synchronization set A, and the variations in 
propagation delay along paths connecting A to B, we can calculate an upper bound on the phase 
difference among inputs in the same batch delivered to B. This derived upper bound is the same for 
all input batches sent from A to B. Likewise an upper bound is determined for batches of packets or 
acknowledgments sent from B to A. These upper bounds. on phase differences are then used to 


“adjust” each control module to assure timing synchronization. 


After a redundant system so constructed goes into operation, proper synchronization is 
maintained since the phase difference among output batches generated by a redundant module is 
always bounded by a constant which can be derived from. pacameters in the redundant module alone, 
independent of its interaction with its neighbors. As long as proper synchronization is maintained, 
timing synchronization is also maintained. 


To support our design methodology, we need techniques for synchronizing byte slices so that 
the upper bounds specified in (2) above indeed exist, as well as techniques for designing control 
modules which can achieve timing synchronization given these tenes bounds. In this section we 
develop an approach that can satisfy both of these eaineneie In this approach, the basic cycle of 
activities carried out in a control module, regarding synchronization, consists of several steps: 

For a synchronizing decoder, | 
(1) receive-an input byte from each fault-free byte slice it is connected to, timing out faulty slices, 

(2) synchionize with other decoders in its synchronization set, 
(3) forward a word, deduced from the input bytes it has ee | to the p-module it guards, 


(4) receive an acknowledgment from .the p-module and return the acknowledgment to all byte slices 


it receives bytes from. 


For a fanout module, 
(1) receive a byte from the p-module in its slice, and forward the byte to all decoders in the 
synchronization set it feeds, 
(2) receive an acknowledgment from cach fault-free byte'slice it is connccted to, timing out faulty 
=: ¢ 
(3) synchronize with other fanout modules in its synchronization set, 
(4) return the acknowledgment to the p-module. 


The synchronization algorithm is implemented in synchronizers in control modules. A 
synchronizing decoder (Fig. 3.1a) consists of a synehronizer section and a decoder scction. The 
synchronizer section implements the synchronization algbrithm. The decoder section ‘decodes the 
inpat word. The synchronizer section consists’ of # number of byte detectors (BDs) and a 
synchronizer. The byte detectors are designed to receive packéts in the adopted communication 
protocol. Asynchronous packet communication ase are discussed in Chapter 4.1. For this 
chapter it is sufficient to note that arrival of each new nbye at a byte detector causes a Signal to be sent 
on its output line to the synchronizer. Arrival of anew input sond' is signaled to the synchronizer as a 
batch of signals, one from each byte detector. By using byte detectors, the synchronizer can be 
designed independently of the packet protocols adopted. The synchronizer generates an output 
signal for cach new batch of input signals it receives. In a synchronizing decoder, this signal activates 
the decoding section. Outputs of the decoder section are subsequently delivered to the p-module in 
its byte slice. Each acknowledgment reccived by the synchronizing decoder is srewurned to the fanout 


modules from which it receives input bytes. 
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Fig. 3.1. Hardware structure of control modules. 


Operation of a fanout module (Fig. 3.1b) is similar to that of a synchronizing decoder, except 
that no input decoding is necessary, and acknowledgment signals returned by a neighboring module 
are received by its synchronizer directly. In a fanout module, the output signal of the synchronizer is 


returned as an acknowledgment signal directly to the p-module in its slice. 


. To support the requirements of our design methodology, it is sufficient for the synchronizers to 


guarantee that: 


(S1) For cach new batch of input signals received, all fault-free synchronizers in the same 
synchronization set will generate output signals within a fixed time interval of each other. The 
duration of this interval is bounded by a constant which oa be calculated from the time it takes 
a synchronizer to perform basic operations, and each basic operation can be performed in a fixed 
time. 

(S2) If input signals in the same batch arc generated by fault-free ncighboring slices within a fixed 
known time interval of each other, then for each new input batch, a synchronizer will generate its 
output signal only after it has received all signals in that batch generated by fault-free slices. 


In this section we describe a synchronization algorithm for developing a synchronizer 
implementation with these properties. For this description, we assume that: 


(Al) Each redundant module is constructed out of 3f+ 1 byte slices, up to f of which may fail. 
(A2) Input signals in the same batch, generated by fault-free neighboring slices, are delivered to a 
synchronizer within & of each other. 


We will also use an abstract fault model which states that a faulty byte stice can send signals, 
either directly or indirectly through byte detectors, to a synchronizer at random. In particular, a 
failed module may stop sending signals altogether. 


Since each control module communicates with its neighbors via a handshake protocol, the 
interaction between a synchronizer and its neighboring fault-free slices obcys the constraint that none 


of these neighbors will deliver another signal to a synchronizer until after the synchronizer has 
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gencrated an output signal in response to the previous batch of signals it has reccived from them. 
Operation of a (fault-frec) synchronizer under the synchronization algorithm, after it has just 


delivered an output signal in response to the previous batch of input signals, is as follows: 


For cach batch of input signals received, a synchronizer sends exactly one signal to every 
synchronizer, including itself, and generates exactly one output signal. A synchronizer sends signals 
to other synchronizers and to itsclf only after it has determined that an input signal from a fault-free 
neighboring slice has been received by some synchronizer. Due to the assumption that up to f 
neighboring byte slices and f synchronizers may fail together, a synchronizer cannot be certain of this 
until after it has received input signals from more than f neighboring slices, or synchronization signals 
from more than f synchronizers in its synchronization sct. As soon as a synchronizer has received 
input signals from f+1 distinct neighboring slices or synchronization signals from f+1 distinct 
synchronizers, it starts sending synchronization signals to itself and to other synchronizers. Once a 
synchronizer has received signals from 2f+1 synchronizers (itself included), it waits § seconds and 


then delivers an output signal. 


0 


Suppose a fault-free synchronizer receives synchronization signals from f+1 distinct 
synchronizers at t and as a result generates synchronization signals to other synchronizcrs, we assume 
that all synchronizers will receive these signals by t + p, where p is an upper bound on propagation 


delay through the corresponding data paths. 


Lemma 3.1 Under assumption (A1) and (A2): 
(i) the output signals of the fault-free synchronizers are in-phase within a fixed time interval, 
namely, 2p, and 
(ii) No non-faulty synchronizer will deliver its output signal before recciving a signal from 
every non-faulty neighboring slice. . 


Proof: 


(i) Suppose a non-faulty synchronizer receives 2f+1 synchronization signals at time 4 and delivers 
its output signal at t, +6. At t} it must have received signals from at least f+] non-faulty 
synchronizers. At time t;+p every non-faulty synchronizer will have received at least f+1 
signals from these non-faulty synchronizers, and will respond by sending signals to other 
synchronizers if it has not already done so. At y +2p each non-faulty synchronizer will have 
received at least 2f+1 signals from other synchronizers and at ters ae will have 
delivered its output signal. 


(ii) When a non-faulty synchronizer has received synchronization signals from f+1 distinct 
synchronizers, at Jeast one non-faulty synchronizer will have received input signals from f+1 
neighboring slices. and at least one of these slices must be non-faulty. Thus under the 
“assumption that signals in the same batch are delivered by fault-free neighboring slices within 8, 
when a non-faulty synchronizer delivers its output signal 8 time units after it has received 
synchronization signals from 2f+1 distinct synchronizers, aff input signals from non-faulty 
neighboring slices must have arrived. 

oO 


Note that Lemma 3.1 holds as a result of the actions of non-faulty synchronizers. The 
algorithm guarantees in-phase operation regardless of the faulty behavior exhibited by failed 
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synchronizers. Even though up to f faulty neighboring slices and f faulty synchronizers can send 
signals to synchronizers at random, they cannot trigger synchronization and output activities in 
fault-free synchronizers. And even if they stop sending signals, they cannot delay such activities 
indefinitely. To support in-phase operation in a packet communication system with cyclic paths, 
output signals from non-faulty synchronizers must be in-phase within a fixed bounded interval after 
synchronization. For the above strategy this phase difference is bounded by 2p. To satisfy (S1), 
however, a synchronizer must be implemented in such a way that the operation of generating 
synchronization signals after recciving such signals from f+1 distinct synchronizers takes a fixed 
amount of time, independent of the phase difference among inputs to the synchronizer. 


Implementation issues are discussed in detail in Chapter 5. 


In the proof of Lemma 3.1 we have assumed that synchronizers act instantaneously. If 
synchronizers do Not act instantaneously, variations in logic and path delays through them is bounded 
by some r. Phase difference among their outputs may then increase by +, again a time parameter 
which depends only on hardware parameters internal to the synchronizer set. The phase difference 
among synchronizer output signals in the same batch can still be bounded by a parameter applicable 


to all batches, and cannot grow without bound. 


We can also develop some insight on why our timing synchronization algorithm requires 3f+1 
synchronizers to tolerate up to f failures among them. Assume we have a total of S synchronizers. A 
synchronizer must generate an output signal upon receiving signals from (S—f) synchronizers 
(including itself). This is because up to f synchronizers may fail and stop sending signals altogether. 
When a synchronizer generates an output signal, the other synchronizers should start sending signals . 
to each other. We observe that if a synchronizer has received signals from (S—f) synchronizers, f of 
these synchronizers may be faulty and hence may not send signals to other synchronizers. Thus when 


a synchronizer gencrates an output signal, other fault-free synchronizers may have received signals 


from only ((S—f) — f) synchronizers. Our strategy thus calls for a synchronizer to send signats to 
other synchronizers upon receiving signals from ( (S—f) — f) synchronizers. A faulty synchronizer 
may send signals to other synchronizers at random. To prevent f fauity synchronizers conspiring 
together from controlling the behavier of fault-free synchronizers, we must have ( (S—f) — f)> £ 
ie. S36. 


A similar analysis will show that it is sufficient for a synchronizer to receive input signals from 
2f+1 neighboring slices to tolerate up to f failures among these slices under the abstract fault model. 
We have chosen to assume that a synchronizer receives input signals from 3f+ 1 neighboring slices to 
simplify the presentation. The construction of redundant, modules using Jess than 3f+1 slices is 
further discussed in Section 3.3. 


3.2 An Algorithm for Consistency Maintenance 


A scenario for studying consistency maintenance problems in redundant packet communication 
systems was given in Section 2.2. In this scenario non-determinacy is intioduced using synchronizing 
merge modules as p-modules in byte slices in a redundant modulé. In such a non-determinate 
module all control modules in the same synchronization set will use the’ timing syochronization 
SBOL TUN Dicsraied  Secpoe: 32) $0; maintain se pnaee Operate Of Me Sec Rromieing -muetee 
modules. Input words and acknowledgments in the same batch will thus be delivered to 
synchronizing merge modules in the same redundant module within a fixed time interval 


When cvery synchronizing merge module has a packet pending for output from one of its input . 
ports, which we shall cafl the module’s request source, they exchange messages with each other and 
jointly pick an input source. Each synchronizing ‘merge module then forwards a packet from the 
input source to its fanout module. The synchrénizing merge modules can choose any input port 
proposed by a fault-free synchronizing merge module to be the next Iriput source, since packets will 
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be delivered to every synchronizing merge module at that input port within a fixed time interval. 
During the message exchange, faulty synchronizing merge modules may lie. Non-faulty 
synchronizing merge modules must be able to pick the same input source, in spite of liars. As long as 
fault-free synchronizing merge modules agree on their input sources, their output streams will be 


identical. 


Note that this problem is different from the timing synchronization problem, in that modules 
participating in the synchronization activities must reach agreement on the outcomes of two-way 
decisions, rather than on when events have occurred. Our approach to solving this fault tolerance 
problem is based on an algorithm for exchanging messages among synchronizing merge modules, 


under which: 


(1) For every synchronizing merge module M, faulty or not, all fault-free synchronizing merge 
modules will agree on M’s request source. 

(2) The request source proposed by a fault-free synchronizing merge module will be known to all 
other fault-free synchronizing merge modules and used in their decisions to pick an input 


source. 


(1) assures that if each fault-free synchronizing merge module applies the same algorithm to 
pick an input source, based on the set of request sources it has deduced for other synchronizing 
merge modules, then all fault-free synchronizing merge modules will pick the same input source. (2) 
assures that the chosen input source indeed has packets pending, so that faulty synchronizing merge 
modules cannot cause all fault-free merge modules to pick one input port as their next input source 


while these fault-free merge modules have only reccived packets at the other input port. 


An algorithm for exchanging request sources among a set of synchronizing merge modules to 


achieve (1) and (2), using 3f+ 1 synchronizing merge modules to tolerate up to f failures among them, 


is given by Pease ct al in [45]. In this algorithm messages are exchanged in rounds, and the number of 
rounds of exchange grows lincarly as the number of failures ‘to be tolerated. This contrasts with our 
timing synchronization algorithm in which only ofe round’of signal exchange is ever necessary. 
Pease et al have also proved a negative result which says that fewer than 3f+} synchronizing merge 
modules are not sufficient for tolcrating f failures among them, if (1) and (2) are to be achieved by 


exchanging unauthenticated messages alone. 


For this thesis we will only discuss the single synchronizing merge module failure (f = 1) case 
in detail. This greatly simplifics the presentation, especially the implementation detaits. It is also the 
applications, in which the mean time to repair is relatively short compared to the mean time to failure 


for any redundant module. . 


We will thus assume that there are four synchronizing merge modules, one of which may be 
faulty. We start at the point at which each synchroitizing mefge miodule has received a packet from 
an input port, called its request source, and present the algorithm the synchronizing merge modules 
use to jointly pick the input port, called the input source, for transferring the next packet to the 
successor module. We assume that a failed synchronizing merge module may send messages to other 
synchronizing merge modules at random, and that the messages they send can specify either input 
port as its request source. The aigorithm also calls for timing out other synchronizing merge modules 
to avoid waiting for messages from faulty modules indefinitely. To set up these time out 
mechanisms, we need to know the phase difference among inputs in the same batch 10 the 
synchronizing merge modules, and take metastable State phenomena into account. The details of 
implementing these mechanisms will be discussed in Chapter 5. 


Each synchronizing merge module executes the following steps to.determine the new input 


source. Request sources and input sources are denoted by either 9 or ]. 
(i) Broadcast its request source to ali synchronizing merge modules, including itself. 


(ii) Receive messages identifying their request sources from other synchronizing merge modules. 
This step is timed-out aad either Q or ] is assumed for a late module. 


(iii) Relay messages received in Step (ii) to other synchronizing merge modules, including itself. 
These messages have the format: . 
"| am module i (1 < i < 4). Synchronizing merge module j.(1 <j < 4) told me 


that it has a request from input port k (Q or)". 


(iv) Receive messages sent by synchronizing merge modules at Step (iii). This step is also timed-out 
and arbitrary values are again assumed for request sources in missing messages. Each 
synchronizing merge module i will have received four messages regarding the request source of 
module j, one from-each synchronizing merge module (including: itself). The contents of these 
four messages are entered into a row of a message table (Sample message tables are given in Fig. 
3.2). Fach élement in this table i is the request source : which the synchronizing merge module. 
named in its column heading claims to have received from the synchronizing merge module 
named in its row heading. Module i Picks. the request source for module j j by ignoring the (j, 
jth entry in the table and voting on the remaining entries in the row named by j. 


(v) Having determined four request sources, one for each synchronizing merge module, the one in 
majority is taken as the input source for the next output packet. In case of a 2-2 tie, pick Q over 


1. 


This algorithm is illustrated by the example given in Fig. 3.2. Instead of numbering the 
synchronizing merge modules, we label them A, B,C and DB. The nom faulty synchronizing merge 
modules A, B and C receive meaner from request sources 1, l and Q, respectively. Messages se sent at by 
D can have arbitrary valucs. The last column i in the table kept by a machi gives the ceiestiac source 
determined by that module in Step (iv) for each synchronizing merge module. “Fhe extra box in the 
lower right hand corner of cach table gives the input source Geduced. in Step ¢v) from the request - 
sources. Note that the contents of messages sent by D in Step (iii) does not affect any decision made 


RequestSourees gt 
RS -- Request Source IS -- Input Source 
ile From From 


Tables of Messages Received 


Fig. 3.2. An example to illustrate the decision algorithm. 


by A, B and C in reaching agreement on an input source. The reader should also check that 


properties (1) and (2) stated at the beginning of this section are indeed ‘satisfied. 


The same tables shown in Fig. 3.2 will have been constructed if either one of the three modules 
A, B, or C times out module D in Step (ii) and assumes the corresponding value for D's request 


source. In this case, A, B and C would have picked the same input source in exactly the same way. 


We next verify the algorithm informally. If a synchronizing merge module M is fault-free, all 
fault-free synchronizing merge modules (at least three, including M) will broadcast M’s request 
source to each other, and hence will agree on M's request source among themselves. If M has failed, 
the information eichiadged among the three thes sjichniaiciee merge modules regarding M’s 
request source will be consistent. And again all non-faulty synchronizing merge modules will agree 
on M’s request source. The reader is referred to [45] for the general algorithm and for a correctness 


proof. 
3.3 Discussion 


In the absence of a global timing reference, the timing synchronization algorithm presented in 
Section 3.1 allows contro! modules to maintain in-phase operation locally. This algorithm is closely 
related to the fault-tolerant clock design described in fe, and-may be viewed as a generalization of 
the synchronization voting technique studied by Davies and Wakerly in [17]. These two references 


have been sources of ideas and examples for our work. 


Fault-tolerant Clocking Systems 


In the fault-tolerant clocking system described in [16] an array of identical oscillator modules is 


used to produce a number of phase-locked clock signals for global synchronization. Using 3f+1 


modules, phase-locking is maintained on at least 2f+ 1 of the global clock signals after f failures. 
Local conditioning circuits at hardware units convert the 3f+1 global clock signals into local clock 
signals that are phase-locked if no more than f global clock signals have failed. Phase-locking among 
the global clock signals is maintained by conditioning cach oscillator output to change state after 
either the elapse of a clock period or after sufficiently many other global clock signals have changed 


state. 


Our synchronization algorithm presented in Section 3.1 can be used to implement a 
fault-tolerant clock in the configuration depicted in Fig. 3.3. In this scheme each synchronizer has a 
‘single input port and sends signals to other synchronizers as soon as it receives a input signal from 
this port. The output signal generated by the synchronizer is fed back to itsclf. The output signals 
generated by fault-free syuchiGnisers can be out of phase by as much as 2p (Section 3.1). Each 
synchronizer, after receiving synchronization signals from 2f+1 distinct synchronizers (including 
itself), waits 2p before sending the next output signal. es 


Fig. 3.3. A fault-tolerant clocking system. 
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Suppose each signal transition (either 0 — 1 or 1 -» 9) on its output line represents an output 
signal generated by the synchronizer, then the configuration illustrated in Fig. 3.3 has the following 


properties: 


As long as less than f of the synchronizers have failed, 
(1) All fault-free synchronizers.will generate output transitions in the same direction within 2p of 
each other. 
(2) A fault-free synchronizer will make an output wansition in.one direction after all fault-free 


synchronizers have made their previous output transitions in the opposite direction. 


These are exactly the phase requirements to be satisfied by reduadant periodic signals generated by a 
fault-tolerant clocking system. Our synchronization algorithm thus suggests an approach to construct 
fault-tolerant clocks. Its practicality depends on whether of fot it is possible to implement the 
desired properties of the synchronizer in a fault-tolerant fashion in the given hardware technology. 

o 


Synchronization Voting 


Under the abstract fault model, a failed control module: may send signals to only some | 
synchronizers in. its neighboring synchronization set, ut not to others. For a restricted class of 
hardware failures, however, a failed control module will cithersat send amy:sighals,; or-send. one to 
each synchronizer within a fixed time interval. For such failures, timing synchronization can be 
achieved using the synchronization voting technique of Davies and Wakerly [17], 

.’ In synchronization voting, synchronizers in the same synchronization set are designed assuming 


that input signals in the same batch are in-phase within some 8. No communication is necessary 


among synchronizers. After receiving input signals from f+1 distinct byte slices, a synchronizer 
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waits 8 seconds, and then generates an output signal. 


For the restricted class of hardware failures under consideration, the phase difference 6 among 
input signals in the same batch reccived by a synchronizer from fault-free neighboring slices depends 
only on: 

(1) variations in propagation delay along paths connecting adjacent synchronization scts (Fig. 2.3), 
(2) variations in propagation and gate delay among synchronizers in the same synchronization set, 


(3) performance incompatibility parameters among p-moduics in the samesynchronization set. 


6 can thus be computed for each synchronizer after the redundant system is designed and the above 


quantities are known, and used in its hardware implementation. 


Ifa failed module can send signals to some synchronizers in its neighboring synchronization 
set, but not to others, then synchronization. voting is not sufficient for timing synchronization. 
Suppose a set of synchronizers designed under synchronization voting receives a batch of signals 
from fault-free slices that are in-phase within §. Under the more general fault assumption, one 
synchronizer may receive f+ 1 signals & seconds before another. Output signals generated by these 
synchronizers can then be out of phase by 8. If the p-modules are performance ‘cmipetibe within 1, 
the next batch of outputs generated by fault-free byte slices containing these synchronizers can be out 
of phase by 6 + +. Under thesc conditions,: phase difference among signal.in the same batch can . 
grow without bound along feedback paths. 


The interested reader is referred to [17] for a more detailed discussion on synchronization 
voting. 
Oo 
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Suppose an encoding scheme is picked for a redundant packet. communication system under 
which 2f+1 byte slices is sufficient for detecting and/or masking failures in up to f slices among 
them. Timing synchronization can be maintained in such a system by using 2f+1 byte slices in each 
redundant module, and connecting the control modules.in these 2f+1 byte slices as shown in Fig. 
2.3. Each synchronization set in this configuration has 2f+1 control modules. We have already 
noted that the synchronizer algorithm can be designed to maintain timing synchronization using a 
total of 2f+1 input signals. To satisfy the requirement of having at Icast 3f+1 synchronizers 
participating in each round of synchronization activities, we ean add f synchronizers to each 
synchronization set, connecting them to every control module in that synchronization set and to each 
other. These extra synchronizers do not receive input signals nor produce output signals. Their sole 
function is to enhance robustness in the synchronization algorithm, by relaying synchronization 


signals among all synchronizers. The algorithm they execute is: _ 
Receive signals from f+ 1 distinct synchronizers, then send a signal to every synchronizer. 


Finally, note that the steps in the algorithm for reaching agreement among synchronizing 
merge modules does not depend on the contents of the messages exchanged. The algorithm can also 
be used for reaching agreement among a group of modules making multiple-outcome decisions 
independently. In particular the consistency maintenance algorithm can be used to exchange clock 
readings among computer systems reliably, and hence for timing synchronization. This approach is 
clearly more expensive than our timing synchronization algorithm for managing redundancy in 
hardware systems, but it may be appropriate for synchronizitig nodes in a computer network. The 
fault tolerance capabilities of this approach also depends on how hardware failures can be handled in 
an implementation. . 


4. Asynchronous Packet Communication Protocols and Fault Models 


In the last two chapters we have explained our approach to constructing fault-tolerant packet 
communication systems. A redundant system is constructed by interconnecting redundant modules 
via redundant links. Each redundant module has a byte-sliced internal structure. Timing 
synchronization and consistency are always maintained, even in the presence of failures, in a 
redundant system. The output words of a byte-sliced module are encoded for detecting and/or 
masking failures in its byte slices. The emphasis in the last two chapters has been on explaining the 
problems of timing synchronization and consistency maintenance, the approach we have taken to 


" Sustain them, and the basic algorithms used in this approach. 


In this and the next chapter we study hardware implementation issues. Since the effectiveness 
of our approach to fault tolerance in packet communication systems depends ultimately on our ability 
to implement the redundancy management algorithms given in Chapter 3, we will analyze 
implementation issues in detail. The basic concepts for control module design and analysis are 
presented in this chapter. Hardware implementation of control modules and synchronizing merge 
modules to support our particular approach to constructing fault-tolerant systems are studied in the 
next chapter. 


A control module receives and generates packets and acknowledgments by interpreting and 
gencrating signal transitions on its input and output lines according, to a set of conventions called an 
asynchronous packet communication protocol. Without knowledge of. the adopted communication 
protocol, there is no basis for discriminating between normal and fauky behavior.. We define a class 
of packet communication protocols in Section 4.1 whose use will be assumed in studying hardware 


implementation of control modules and synchronizing merge modules. 


+B: 


In Section 4.2 we present fault models for characterizing the behavior of faulty hardware 
modules. We describe the type of output signals that we assume a faulty module may generate on its 
output lines. The interaction between fault-free and failed modules is characterized formally by 
modeling the interaction between signals that may be generated by failed modules and hardware 
elements used to construct fault handlers. This latter aspect of fault modcling is essential for 
evaluating the effectiveness of fault handler designs under the assumed fault model, but is often left 


out under the stuck-at fault model. 


For studying fault tolerance problems in packet communication systems, we feel that the 
stuck-at fault model is too restrictive, and have chosen.to study hardware implementation issues using 
more gencral fault models which better reflect the sensitivity. of self-timed hardware modules to runt 
pulses and output hazards. Hardware implementation of the control modules and synchronizing 
merge modules will be studied under the stuck-at faylt model, the random pulse train fault model and 
the random wave train fault model. These latter two more general fault models are also motivated by 
failure mechanisms in VLSI technologies which are not adequately modeled by the stuck-at fault 
model. Interaction between faulty signals generated under these two fault models and hardware 


elements used to construct control modules and synchronizing mierge modules are also specified. 
4.1 Asynchronous Packet Communication Protocols . 


We have described packet transmission over a channel in terms of channel state transitions 
(Fig. 2.1). Both data and control information are sent over a channel. A packet communication 
protocol is a onivetiion for interpreting the signal sequences transmitted over the wires of a channel 
to synchronize port activities. A packet communication protocol is asynchronous if the state of a’. 
channel can always be deduced by examining the signals carried on the wires in the channel, without 


consulting any external timing reference. When an asynchronous packet communication protocol is 
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adopted, a channel can reside in a state for an arbitrarily long period of time. In other words, an 
input port need not process an input packet within a fixed time interval after the packct is available 
and an output port need not generate output packets at a predetermined fixed rate. A packet 
communication module whose port activities are synchronized by asynchronous protocols is then, in 
this sense, a sclf-timed hardware module. 


An acknowledgment bundle can be implemented using a single wire. Acknowledgments are 
delivered on this wire as signal transitions, as shown in Fig. 1.16. For packet transmission on an 
n-wire packet bundie, cach packet is represented by an n-bit binary string. Suppose a packet 
represented by string a is delivered to an input port, acknowledged, and then a packet represented by 
string b is transmitted. The packet bundle connected to the input pott may undergo a series of 
intermediate state changes before settling down at b. The set of possible intermediate states that may 
occur when a packet bundle undergoes a state transition: from ato b is characterized by the subspace 
covered by a and b, defined as follows: 


Let a = aj...a, and b = by...b, be two n-bit binary strings. The set of n-bit binary strings in 
the subspace covered by a and b, is defined as 
{c = cy..c, |¢; = a; = b; for all i at which a; = b; } 
The subspace covered by 00100 and 01110 is, for example, | 
{ Oxy1y,0}x, € £0,1}.y, €£0,1}} 


To facilitate the design of input ports, we use an approach in which a stream of packets is 
transmitted on an n-wire packet bundle by encoding them altemately in two subsets, A and B, of the 
binary n-cube, and choose A and B so that transitions between them is easily recognizable. More 
specifically, A and B should be chosen so that an input port can recognize when a state transition on 
its input bundle, from any clement in one set to any clement in the other set, is completed. Our 


es en 


approach is to choose A and B so that when a packet bundle undergoes a state transition from any 
element in one set to any clement in the other set, ao element in either A or B can ever occur as an 
intermediate bundle state. Any two sets of binary strings with this property are said to be separable, 


as defined next. 


Consider an n-wire packet bundle. Let A and B be two subsets of the binary n-cube. A and B 
are inseparable if therc exist three distinct strings a € A,b € Bandc € AU B such thatc is in the 


subspace covered by a and b. A and B are separable if they are disjoint and not inseparable. 


-In other words, A and B are inseparable if there are elements a in A and b in B such that in a 
state transition on a packet bundle from a to b or from b to a, an element in A or an element in B may 
appear as an intermediate state. The two sets { 010, 111 } and { 100, 001 } are thus scparable while 
{ 000, 010, 111 } and { 100, 001 } are not. When two separable sets are used for packet transmission 
the receiving input port can detect the completion of the next packet transmission, after a packet 
encoded in either A or Bis acknowledged, by looking for a string in the other set on the packet 
bundle. 


For an asynchronous protocol based on two separable sets A and B, a packet bundle state is 
illegal if it is not-in the subspace covered by: A’ ane: It is unsiable if it is legat but is in neither A 
nor B. Elements.of A and B are called stable states. 7 


The ready/acknowledge handshake protocol is an example of an- asynchronous packet 
communication protocol. Thetwo, separable sets are the singletons {.0.} and {.1 }, used on the ready 


wire (Fig. 1.1a) to control packet transmission. Packet contents are delivered on the data wires. 


1. The subspace covered by two sets A and B is: 
U { subspace covered by a and bla €.A,b€B} 


-Another example of an asynchronous packet protocol is the dual-rail protocol. In a dual-rail 
protocol every information bat in. a packet is transmitted over a pair of wires. A packct bundie thus 
consists of m wire pairs. It is in-a spocer state when all wires carry the logic value 0. It is in a data state 
when exactly one wire in each pair carries the logic value 1. The singleton set, consisting of only the 
spaccr, and the set of all data states provide two scparable sets for asynchronous packet transmission. 
A packet is transmitted over the bundle in a spacer -> data transition. A data -» spacer transition 
resets the bundie state for the next transmission. Under the dual-rail protocol, a packct bundle state 
is legal if some ‘wire pait carries 1 on both wires. Data states and the spacer state are siable legal 
states. Other legal states, in which some wire pair carries "00", are unstable. Channet siate transitions 
‘for sending 1-bit packets in duat-rail is iflustrated in Fig, 4.1. ‘The two separable sets used in a 1-bit 
duab-rail protocol are { @0 }, and { @1, 10}. 


Other examples of asynchronous packet communication protocols can be found in [4]. 


An input port can detect the arrival of a new packet using a packet detector (Fig. 4.2a). A 
detector is constructed oii of acceptors for two separable sets A and B, and a Muller C-element. The 
output of the C-element kceps its present value as long as its two input values disagree, and changes 
to the common input value otherwise. Operation of the C-clement is described by a transition 
diagram in Fig. 4.2 (b). A total state of the C-element specifies the signal values carried on its input 
and output wires. The unstable states of a C-element are marked by an asterisk in the transition 
diagram. A C-element acts by making transitions from unstable to stable states. An acceptor for a set 
S is a hazard-free combinational circuit whose output is 1 if and only if its input is in S. The output 
of a packet detector undergoes 0 — 1 and 1 — 0 transitions as the monitored bundle makes 
transitions between the two separable sets. A packet detector for dual-rail protocols is shown in Fig. 
4.2 (c). Packet detectors in synchronizing decoders are called byte detectors because each packet 


received by these decoders contains exactly one byte of each input word. 


Further restrictions, based on the notion of Hamming distance [46], [65], for example, may be 
imposed on separable sets used in packet communication to support error checking and error 
correction. We next illustrate a technique that can be applied to translate familiar error detecting or 


error-correcting codes [46], [65] into a dual-rail code with the following example. 


An n-bit dual-rail parity code partitions the data states of a packet bundle according to their 
parity. Let the dual-rail encoding of the information bits 0 and 1 be "01" and "10", respectively. A 
data state in a dual-rail protocol has even parity if it contains an even number of "10"’s, and odd 
parity otherwise. An even-parity dual-rail asynchronous packet communication protocol is just a 
dual-rail protocol whose data states all have even parity. In using a dual-rail even parity code, even 


parity packets alternate with spacers on packet bundles. 


input 


Output state 


(c) A detector for dual-rail protocols. 


Fig. 4.2. Packet detectors. 


If a dual-rail parity code is used to detect failures ina redundant module, each dual-rail bit 
should be generated by an independent slice to assure that common failure modes, such as single slice 
failures, affect at most one dual-rail bit. Encoding and decoding packets for fault tolerance are 
further discussed in Section 5.2. | 


4.2 Fault Modeling 


We are interested in designing control modules .and.synchronizing. merge modules: that can 
tolerate hardware failures in their neighbors in maintaining synchronization and consistency among 
byte slices in a redundant module, and detect and mask data errems.? ‘To study these. designs 
vigorously, we need to explicitly specify the interaction between signals gencrated by failed modules 
and hardware elements such as combinational gates, C-elements and latches, used in constructing 
fault handlers. We call such a specification a fault model. In using a given fault model in fault 
handler design, we are assuming that under the most common hardware failure modes the underlying 
physical interaction between signals generated by failéd modules and hardware elements in fault 
handlers can indeed be characterized by the adopted fault model. 


In this section we introduce the stuck-at fault model, the random. pulse train fault model and 
the random wave train fault model. These latter two models are generalizations of the widely used 
stuck-at fault model. Several failure mechanisms in VLSI NMOS and CMOS technologies that 
cannot be modeled by classical stuck-at fault models are reported in [28], [63]. Some of these 
mechanisms are aging processes which modify the electrical characteristics of basic transistor circuits. 
It seems that as feature sizes, path widths and separation between active circuits reach submicron 
levels, the stuck-at fault model will not be adequate for modeling many on-chip failure mechanisms, 


or transient failures caused by external interference. 


We note that the stuck-at fault model, the random pulse train fault model and the random wave 
train fault model form a strict hierarchy in terms of generality and modeling power, the random wave 
train model being the most general, the stuck-at model the most restrictive. Ini the next chapter we 
study the design of control modules and synchronizing merge modules using these fault models. For 
a spccific implementation technology, a fault model can be validated either through experimental 
measurements or physics modeling. Validation of these fault models for available implementation 


technologies is beyond the scupe of this thesis. uo Ren 


The Stuck-At Fault Medel 


Under this fault madel a signal generated by a failed module appears to a hardware element in 
a fault-free module as if the signal is stuck at either the logic Jevel 0 or the logic level 1. The behavior 
of a hardware element receiving a faulty signal is identical to that of the element under fault-free 
operation, with its corresponding input tied to either 0 or 1. This is the most common fault. model 
assumed in studying fault-tolerant digital systems, and is often used to characterize logic gate failures 
caused by output lines shorting to ground or Vcc: This fault model is used in many production 


A byte slice in a redundant module communicates with its neighbors via an. asynchronous 
packet communication protocol. Our stuck-at fault model for byte slices states that a failed byte-slice 
behaves exactly like the fault-free slice except that some of its output lines are either ORed with Voy. 
or ANDed with ground (Fig. 4.3). Thus while some output lines of a failed byte slice are stuck, 
signals may still be generated on its other output, lines in. accordance with the adopted 
communication protocol. We will also explicitly assume that an output line. of a failed byte slice can 
become stuck at a logical value only when the output signal on that line is already residing at that 


value, and thus no spurious signal transition is ever generated. Under the stuck-at fault model in Fig. 
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Fig. 4.3. The stuck-at fault moricl for-byte slice failures. 


4.3, an output byte or acknowledgment generated by the failed slice can be delivered to some, but not 
ssecelaaty all, neighboring control modules. An acknowledgment wire stuck at cither 0 or 1 will stop 
returning acknowledgments. But if some wires in a packet bundle (Fig. 2.1) are stuck, some packets 
generated by the failed slice may still be delivered on that bundle. These situations will be discussed 
in more detail when we study-fault handler designs under the stuck-at fauit model in Section 5.1.2. 


The Random Pulse Train Fault Model 


Under this fault model signals generated by a failed module may oscillate randomly between 0 
and 1, but do not reside at intermediate levels for any significant period of time Coie ares to logic 
gate delays). We model such a faulty signal as a random pulse train (Fig. 4.4a). The interaction 
between a random pulse train and a fault-free hardware dlemént is aS follows: 


i) 


(a) A random pulse train. 


(b) Interaction between a random pulse train and an OR gate. 


Fig. 4.4. The random pulse train fault model. 
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(c) Interaction between a random pulse train and a C-element. 


Fig. 4.4. The random pulse train fault model (continued). 


Interaction between a combinational gate and a random pulse train 


A combinational gate, such as an AND gate or an OR gate, is modeled as a logic gate whose 
output at time t is obtained by applying the corresponding boolean function to its input value at ime 
t, followed by a delay clement whose input signal is delayed by some given 8. Interaction between a 


combinational gate and a random pulse train input is illustrated using an OR gate in Fig. 4.4b. 


Interaction between a C-clement and a random pulse train 


The input/output behavior or a Muller C-element is iflustrated tm Fig. 4.2. More precisely, we 
assume that the state table in Fig 4.2b specifics the oytput of the Crclement at time t given its input 
and output signal values at time (t-5) for some fixed 8. iictiction between a:C-clement and a 
random pulse train input is iHustrated in Fig. 4.4c. In modeling this interaction we have made the 
assumption that signal transitions in a random pulse train are sufficiently far apart that a C-element, 
when activated, will always settle down in its new state before the next transition occurs, and that a 
random pulse train does not drive a C-element into a metastable state. Again, we cation the reader 
that the validity of these assumptions should be carefully checked before adopting. this fault model 
for specific hardware implementation. Our key application for C-elements in control modules design 
under this fault model is for filtering out random pulses using a fault-free input signal, as illustrated 


in Fig. 4.4c. 


Interaction between a latch and a random pulse train 


For a latch receiving a random pulse train under the control of a fault-free latching pulse, we 
assume that the output of the latch will scttle down at cither 0 or 1 within a fixed time interval after 


the latching pulse. It is well known that if the input to a latch changes its valuc at about the same 


time the latching pulse arrives, the latch may be driven into a metastable state and remain in that state 
for an arbitrarily long time. For many technologies the probability that a latch, after entering its 
metastable state at time t. remains in that state at t+8 decreases rapidly with 6. It is thus possible to 
improve the accuracy of the random pulse train fault model by assuming a longer scttling time 
between delivering a latching pulse and reading the output of the latch, The probability that the 
latch will remain in its metastable aie after the assumed settling time is, however, nonzcro and must 


be taken into account in calculating reliability measures. 


The Random Wave Train Fault Model 


Under this fault model signals generated by a failed module can wander arbitrarily in the 
region bounded by the signal values 0 and 1. We model such a faulty signal asa random wave train 
(Fig. 4.5a). The interaction between a random wave train and a fault-free hardware clement is as 


follows: 


Interaction between a combinational gate and a'random wave train 

Same as that between a combinational gate and a random pulse train. Interaction between a 
combinational gate and a random-wave train input is illustrated using an OR gate in Fig. 4.5b. 
Interaction betweep a C-element and a random wave train 


We assume that a random wave train input can be propagated to the output of the C-element, 
as illustrated in Fig. 4.5c. Thus under the random wave train fault model, C-elcments are no longer 


useful for filtering faulty signals. 


(b) Interaction between a random wave train and an OR gate. 


Fig. 4.5. The random wave train fault model. 


(c) Interaction between a random wave train and a C-element. 


Fig. 4.5. The random wave train fault model (continued). 


Interaction between a latch and a random wave train 


Same as that between a latch and a random pulse train. 


43 Discussion 


A packet communication module interacts with its neighbors at scveral different Ievels. At the 
wire level it delivers signal transitions on wires to its ncighbors. At the packet communication level it 
delivers packets to its neighbors over a bundle ef wires and delivers acknowledgments over 
acknowledgment wires, in accordance with the adopted packet communication protocol. Higher 
levels of interaction, interpreting a packet as a request for service, for cxaample, need not concern us 
here. The three fault models we have given specify the behavior of a failed module at the wire level. 
In the next chapter we will relate these faults on wire bundles to packet communication errors and 

"discuss how these faults relate to the abstract fault models:assumed in the redundancy management 


algorithms presented in Chapter 3. 


The gencration and propagation of runt pulses under the random pulse train and random wave 
train fault models can be illustrated by a simple example. Consider the synchronous digital system 
shown in Fig. 4.6. The outputs of the onicesiag module are protected by an error-detecting code, 
and checked by an error detector. These modules are synchronized using a two-phase clock. At @) a 


input . _, .. Output 


latch latch 
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Fig. 4.6. An error detection scheme for synchronous systems. 


new input for the processing module is stored in its input latch. The corresponding output is stored 
in its output latch at p>. This output is checked for errors and the error indicator flag is set at the 
immediately following }- Suppose the processing module has failed and generates random wave 
trains or random pulse trains at its output port, violating the sctup and holding time requirements of 
its output latch for synchronization with 97. Under these conditions the output latch of the 
processing siiale may enter a metastable state, as explained in Section 1.2.3, remain in this state for 
an arbitrarily long time, and then exit into a stable state that violates the edna code and 
hence is erroncous. If this transition occurs late in the clock cycle following >, the output of the 
error detector may not indicate an error at the next p;. In particular, the output signal of the error 
dae may still be residing at an immediate value between 0 and 1 when the next » 1 occurs, and 
can be interpreted as indicating an absence of errors when latched into the indicator flag. In this way 
an crroneous output may be propagated from the faulty si eaina Todule to other hardware 
modules. This sort of pathological behavior cannot occur under the stuck-at fault model. 
Redundancy techniques for climinating such pathological behavior in redundant packet 


communication systems are discussed in the next chapter. 


Regarding packet communication protocols, we have presented a class of asynchronous 
protocols in Section 4.1 that is sufficiently general for implementing packet communication systems, 
and is yet still quite easy to characterize. It is possible to construct more general classes of protocols 
but their implementation may require more powerful and more complex encoding and decoding 
equipment. Separable sets can also be used to generalize the notion of an acknowledgment, to 
_ construct systems in which packets are transmitted in both directions over a single channel. The 
applicability of these geseralicatons remains to be investigated. It would also be of interest to 
compute the maximum number of distinct packets that can be represented using separable sets of 


binary strings of a given length. This problem has been studied in (5. 


5. Control Module and Synchronizing Merge Module Design 


In this chapter we study hardware ‘piencaumentt control modules and synchronizing merge 
modules. While p-modules other than synchronizing merge modules can be implemented under 
unbounded gate delay assumptions M41, 131}. B3} 139}, we have found it convenient to design 
synchronizers, decoders and synchronizing merge modules using more conventional asynchronous 
state machine design techniques. Delay ceinéeits are inserted on selected paths in each control 
module to ensure that inputs to these asynchronous state machines indeed conform to assumptions 
DAE 00 ATT APE Upper bounds on signal propagation delays among synchronizing 
"merge modules in a redundant module are also used to implement time-out mechanisms in the 
consistency maintenance algorithm. Note that al such timing considerations are confined to within 
the same redundant module, and hence each redundant module can sill be constructed without 
detailed knowledge of the internal operating speed of its neighbors, other than upper bounds on 
phase differences among packets and acknowledgments in the same batch received by the redundant 
module from these neighbors. | | 


Hardware implementation of control modules and synchronizing merge modules is studied in 
Sections 5.1, 5.2 and 53, using the faut models given in Sect 42. In Section 5.1 we sudy 
implementation of the timing synchronization algorithm in the synchronizer section of control 
modules. In Section 5.2 we examine techniques for decoding packet contents in the decoder section 
of synchronizing decoders. General implementation techniques, for these decoders are discussed, 
without going into detailed case studies based on specific encoding schemes or decoder designs. In 
Section 5.3 we study implementation of the consistency maintenance algorithm in synchrpnizing 
merge modules. Our approach to constructing redundant packet communication modules and the 
implementation techniques explained in this chapter are illustrated by two design examples in 
Section 5.4. 
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Throughout Section 5.1, 5.2 and 5.3, we assume that there are 3f+] byte slices in each 
redundant module, up to f of which may fail. There will chus be enough failure-independent byte 
slices to maintain synchronization and consistency using the algorithms presented in Chapter 3 under 
the abstract fault model presented therein. Hardware implementation of these sleonitens: and their 
use in maintaining timing synchronization and consistency in packet communication systems 
subjected to faitures modeled as in Section 4.2, are presented under this assumption. Application of: 
our redundancy techniques to hardware modules which are not byte-sliced internally is illustrated in 


the design examples given in Section 5.4. 
5.1 Syachronizer Implementation 


Let us briefly review the operational environment of a synchronizer. Referring to Fig. 2.3, a 
synchronizing decoder receives input bytes from a synchronization set of 3f+1 fanout modules. 
Each byte is delivered by a fault-free fanout module as a packet tp the synchronizing decoder using 
the adopted packet communication protocol. The arrival of a new byte at the synchronizing decoder 
is detected by a byte detector (Fig. 3.1a) and signaled. to ‘its synchronizer. In a fanout module, a 
synchronizer receives acknowledgment signals from its neighboring synchronizing decoders direetly. 
The algorithm to be implemented in the synchronizer is described in Section 3.1. For every batch of 
input signals received, a synchronizer exchanges synchronization signals with other synchronizers, 
and then generates an output signal. . | | 


In the contre! modules environment, due to: the use of handshake protocols, there is a feedback 
_ path from the output of the synchronizer to its signal sources, such that a fault-free input signal 
source § of the synchronizer will not-send another signal.to the synchronizer until the synchronizer 
has generated an output signal in .respense to the previous. signal generated by S. A delay element 
can be inserted in this feedback path, in the contral module-containing the synchronizer, to regulate 


the rate at which these input signal sources generate signals to the synchronizer. As we shall see in 
Section 5.1.1, this provides a convenient mechanism for ensuring the proper operation of 
asynchronous state machines used in the syachronizer. 


For the synchronizer implementations studied in this section, a signal is implemented as a 
signal transition, either 0 —> 1 or 1 — 0, on the corresponding wire. We furthermore adopt the 
convention that input signals in the same batch, and the output signal generated by the synchronizer 
in response to that batch, are all represented by signal transitions in the same direction. In the 
following discussion we need to distinguish between the logical signals received and sent by a module 
and the signal waveforms carried on its input and output wires. We call the former logical signals and 
use the term signa/ to denote the latter. 


For each batch of logical input signals received by a synchronizer, at least 2f+1 of them will be 
signal transitions generated by fault-free byte slices, and will be in-phase within some known 8. 
Failed slices can exhibit pathological behavior, and we will only consider the sort of pathological 
behavior allowed in our fault models. Under these imput conditions, a hardware implementation of a 
synchronizer must support (S1), (S2) given in Section 3.1, and (S3): 


(S1) For each new batch of input signals received, all fault-free synchronizers in the same 
synchronization set will generate output signals within a fixed time interval of each other. The 
duration of this interval is bounded by a constant which can be calculated from the time it takes 
a synchronizer to perform basic operations, and cach basic operation can be performed in a 
fixed time. 

(S2) If input signals in the same batch are generated by fault-free neighboring slices within a fixed 
known time interval of each other, then for cach new input batch, a synchronizer will generate 
its output signal only after it has received all signals in that batch generated by fault-free slices. 
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(S3) The output signal generated by a fault-free synchronizer must not contain hazards or runt 
pulses. 


The last property (S3) is especially important in self-timed hardware systems whose modules react to 
signal transitions on their input wires. AH these three: properties. must “be satisfied fogether in a 
synchronizer implementation to support our overall wporcch wo timing synchronization. We first 
present a synchronizer design which implements the syachrosization algorithm under fault-free 
operation, and then examine how this design can be enhanced to deal with hardware failures 
modeled by the three fault models explained in SectionA2. 


§.1.1 Synchronizer Implementation under Fault-Free Conditions 


The basic operations in a synchronizer are to generate: logical synchronization signals and 
logical output signals in response to the receipt of logical input signals or logical synchronization 
signals. These basic operations have the form: 

"Receive logical signals on n of the 3f+ 1 input lines, then generate a logical signal.” 

In an implementation, the logical signals received and generated by each such operation are all 
represented by signal transitions in the same direction. We first design a generator circuit (Fig. 5.la), 
denoted by gen(n, 3f+1), for performing this operation. During fault-free operation, the input and 
output signals of the generator circuit undergo the following cycle: : 


(g1) All fault-free inputs are at 0. 

(g2) n or more of the inputs become 1, output is then set to 1. .This corresponds to receiving a 
batch of logical input signals and generating a logical output signal in the synchronization 
algorithm. | 

(g3) All fault-free inputs are at 1. 

(g4) n or more of the inputs become 0, the oytput is then set to 0. This corresponds to 
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Fig. 5.1. Hardware implementation of a generator circuit. 
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receiving a second batch of logical input signals and generating a second logical output 
signal in the synchronization algorithm. 


In the context of control modules, due to the use of handshake protocols for packet 
communication, we can also control the duration at which the input signals to the synchronizer 
remain at input state g1 or g3. This can be achieved by delaying the acknowledgment returned by the 
control module containing the synchronizer to its predecessor. This kind. of control is important 
because several asynchronous state machines are used in the synchronizer implementation, and their 
outputs would be havard-free only if their internial state variables are given sufficient time to stabilize 
in between input changes. The rate of input change is controlled by holding the input states of a 


generator in gl and g3 for as long as is necessary. 


A generator circuit gen(n, 3f+ 1) (Fig, 5,la) is. constructed using two threshold circuits and an 
asynchronous state machine which we will call a sequencer module. 


A threshold circuit (Fig. 5.1b), desoted.by:thsh (an, 364-1), is used to: detect the arrival of m 
logical signals.. It is constructed from:C(m, 3f-+1)! trees of AND gates and a tree of OR gates. Its 
output is 1 if and oaly.if m or more of its 3f-+1: input fignals ere at 1,-and is free of harards under the 


As the input state to a threshold circuit cycles from g] through g4, a fault-free input 
signal will not make another transition until after the output signal transition generated in 
Tesponse fo the previous transition on that input signal has bees abeerved on the output 
line of he threshold circuit | 


1. C(m, 3f+1) is the number of combinations of choosing m objects out of 3f+1 distinct ones. 


Since these threshold circuits are used inside control modules, this condition is automatically 
satisfied by using asynchronous handshake protocols for packet communication in the hardware 
system. 


In the generator (Fig. 5.12), the thsh(n, 3f+ 1) circuit detects the input state transitions from gl 
to g2, the #sh(3f—n-+2, 3f+1) circuit detects the input state transitions from g3 to g4. The output 
signals of these two threshold elements cycic through the following states: 


(tl) shsh{n, 3f+1) = 0, thsh(3f—n+2, 3f+1) = 0, (generator inputs at gl) 

(02) thshhn, 3f+-1) = 1, ths3f—n+2, 3f+1) = —, (generator inputs changes from gl to g?) 

(t3) thsh{n, 3f+1) = 1, thsh(3f—n+2, 3f+1) = 1, (generator inputs at g3) 

(t4) thsh(n, 3f+ 1) = —, ths3f—n+2, 3f+1) = 0, cess i si sg to g4) 
and then back to tl when the msput signals to the generator change from 94 beck to g!. 


Under the signal representation conventions, the output signal of the generator should go from 
0 to ] when the imput signals of the generator go from g! t-g2 or, equivalently, when the output 
signal of the threshold clement thsi, 3f +1) goes ‘from Ow 1. ‘Siliarly the output signal of the 
generator undergoes a 1 to 0 transition upon 2 g3 to‘ g¢ transition on the input signals of the generator 
or, equivalently, a 1 to 0 transition on the output signal of the threshold element #sh(3f—n+2, 
3f+1). 


The output of the generator circuit is derived from the outputs of the two threshold circuits 
using the asynchronous state machine, which we will call a sequencer modiile, shown in Fig. 5.Ic. The 
sequencer module has a single binary state variable, implemented with a C-clement. When both 
inputs I] and 2 are 0, the output of the C-clement is 0 and the next 0 — ] transition on I is 
transmitted to the output line Owl. When both inputs are 1, the output of the C-element is 1, and the 
next ] — 0 transition on 12 is transmitted to Owt. Tike tuynd sigasl. deivered se Ousriy' a sequencer 


module is hazard-free under a delay 


] assumption and an input assumption: 


(1) If both input signals to the demultiplexor (Fig. 5.1c) have the same value as its output signal, then 


selecting one input signal instead of the other by changing the output of the C-element will not 
cause a spurious pulse at Out. This can be assured if in the demultiplexor (Fig. 5.1c), 


delay (Not) + delay (And1) > delay (And2) + delay (Or) 


(2) The input states remain at 00 and ll long enough to allow the internal state of the sequencer 


Gl: 
G2: 
G3: 


module to settle down before the next input change occurs. The previously discussed 
mechanism of delaying the return of acknowledgments from a control sda to its predecessor 
is useful for ensuring that this condition is satisfied. By holding the input signals of the 
generator circuit at g] and g3, the output signals of the two threshold elements, and hence the 


input signals to the sequencer module, can be held at t] (00) and t3 (11), respectively. 


Three generator circuits are used in a synchronizer (Fig. 5.2a): 

gen (f+ 1, 3f+1), generates a logical signal after receiving f+ 1 logical input signals, 

gen (f+ 1, 3f+1), generates a logical signal after receiving f+ 1 logical synchronization signals, 
gen (2f+1, 3f+1), generates the logical synchronizer output signal after receiving 2f+ 1 logical 


synchronization signals. 


Logically the synchronizer generates a synchronization signal as soon as either G1 or G2 


generates a logical signal. Under our signal representation, this is implemented by combining the 


output signals generated by G1 and G2 using another asynchronous machine called the detector 


1. For delay considerations, a logic gate or a C-clement is modeled as a hardware element, which 
reacts instantaneously to input changes according to the corresponding boolean function or transition 
diagram (Fig. 4.2b), followed by a delay element. 
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Fig. 5.2. Hardware implementation of a synchronizer. 


module (Fig. 5.2b). A detector module differs from: a sequencer module in that it does not pass a0 
—» 1 transition on one input signal and. then a1 -+ 0 transition on the other to its output line. The 
detector module also has a single binary state variable, imptemented with a C-element. When both 
inputs 1] and [2 are 0, the output of the C-clement is 0, até the next 0 -» 1] transition on either 11 or 
12 is transmitted to the output line Out. When both inputs are 1, the output of the C-element is 1, 
and the next 1 -» 0 transition on either 11 or 12.is transmitted to Out. The output signal delivered at 
Out by a detector module is hazard-free under a delay assumptions and an input assumption: 


(1) If both input signals to the demultiplexor have the same value as its output signal, then selecting 
one input signal instead of the other by changing the value of “select” from 0 to 1 or from 1t 0 
will not cause a spurious pulse at Out. This can-be assured if in the demultiplexor (Fig. 5.2b): 

delay{Not) + delay(And2) > delay(And3) + delay(Or2) 

(2) The input states remain at 00 and 11 long eaough to. allow the internal state of the detector 
module to settle down before the next input change occurs. This condition can be satisfied by 
preventing input signals.and synchronization signals from fault-free modules from changing too 
rapidly, which can again be achieved by delaying the lagical acknowledgment signals returned 
by the control module containing the synchronizer:to its predecessor by an appropriate amount 
of time. 

Oo 


Finally, to: satisfy (S2), the output of G3 is delayed 5 seconds (Fig. 5.2a), where 6 is the phase 
difference among logical input signals in the same batch delivered to the synchronizer. 


This completes the description of our synchronizer design. Let us examine the operational 
characteristics of this design during fault-free operation and the support it provides for our overall 


approach to constructing fault-tolerant packet systems in more detail. We have noted that a 
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synchronizer implementation must satisfy properties (S1), (S2) and (S3) together. (S1) is satisfied 

since the basic operations. in the synchronizer are implemented using hardware elements such as 

Crelements and logic gates, cach of which has a fixed, bounded, reaction time under all possible input 

conditions presented to them in. the synchronizer. during fault-free operation. (S2) is satisfied by 

delaying the output of G3 by &. (83) is achieved by designing the threshold circuits, the sequencer 

modules and the detector module to be hazard-free under these:input conditions. For system - 
integration, the phase difference among packets and acknowledgments in the same batch delivered to 

acontrol module is used to determine the proper delay element for delaying the logical output signals 

generated by G3. 


To analyze the fault tolerance capability of the synchronizer implementation, ict us define an 
operation cycle of a synchronizer as the petiod between the time ‘when all fault-free input signals to 
the synchronizer are at the same logic level to the next time when afl these fuult-free input signals 
have switched to the complementary logic level. Due to the use of asynchronous packet 
. Communication protocols, operation cycles can vary arbitrarily in Jength. Proper synchronization 
assures only that all fault-free input signals will change state together within the last 8 time units of 
each operation cycie, for some fixed 8. We can characterize the restriction on input signats delivered 
by failed modules imposed by the abstract fault model presented in Section 3.1 as: 


Suppose in an operation cycle every fault-free input signal from a group of 
neighboring control medules, or from a group of synchronizers im the same 
synchronization set, makes a transition from one logic value a to the other logic value ~a. 
Then an input signal, generated by a failed module in that group, either stays at a for the 
entire operation cycle, or makes the same transition exactly once and then stays at ~a in 


that cycle. 
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Under this restriction on input signals delivered by failed modules, (S1), (S2) and (S3) can be 
maintained using the synchronizer implementation presented above. We will show that under the 
stuck-at fault model, the output signals generated by failed modules indeed obey this restriction, and 
hence the above synchronizer can be used directly to maintain timing synchronization under this 
fault model. Under the random pulse train fault modcl, we show that we can filter the output signals 
generated by failed modules to derive signals which obcy this restriction, and then feed these signals 
to the synchronizer implementation presented above to maintain timing synchronization. An 


approach to tolerating failures under the random wave train fault model is discussed in Section 5.1.4. 
5.1.2 Synchronizer Implementation under the Stuck-At Fault Model 


A synchronizer in a fanout module receives acknowledgments directly from its neighboring 
slices and will stop receiving acknowledgments on any input.line which is stuck at either 0 or 1. Thus 
a neighboring slice which has failed will appear to a synchronizer in a fanout module as if it has 


stopped sending acknowledgments. 


A synchronizer in a synchronizing decoder receives signal transitions from its neighboring slices 
indirectly through byte detectors monitoring the output packet bundles of these slices. Suppose a 
failed byte slice attempts to set its output packet bundle to a certain state to transmit a new byte. If 
some wires in its output packet bundle are stuck at either 0 or 1, then states which may appear on the 
bundle are restricted to those with the corresponding bits fixed at the corresponding values. If the 
failed byte slice attempts to set its output packet bundle to a state which is not in this restricted 
subset, the desired transition will not be observed by the byte detector monitoring the packet bundle: 
and will not cause a signal transition on the output of the byte detector. Later on, the failed byte slice - 
may be successful in delivering another packet encoded by a packet bundle state in the restricted 


subset. The arrival of this new packet is then detected by the byte detector and signaled to the 


- 102- 


synchronizer. The stuck-at fault model for packet communication modules (Fig. 43) also assumes 
that a failed slice behaves just like the fault-free slice, cacept that some of its output lines are stuck at 
either 0 or I. Thus a failed slice will attempt to deliver a new byte, using the adopted protocol, only 
when all fault-free slices in the same redundant module are prepared. to do so withia a fixed imterval 
é. 


These fauit phenomena can be iiustrated using the byte detector designed to receive packets in 

ual-rail (Fig. 4.2). if both lines im an input wire pair to the byte detector are stuck, at either 0 or 1, of 
one of the wires in a wire pair is stuck at 1, the output of the byte detector will also become stuck at 
"some logical value, either Gor 1. if one of the wires becomes stack at 0, packet comerunication can 
continue Sia aint Tall Oi encoded 0) #)) on Oe we eaitome ee ok ot fee aad 2 De 
other wire in the wire pair is transmitted. The wire pair will then stay in the spacer state, andthe byte 
detector will not signal the arrival of the new byte. The corresponding bit of a subsequent packet 
may, however, be encoded by a 0 on the wire stuck at 0, and a 1 on the other wire in the wire par. 
The arrival of this new packet is then be detected by the byte detector and signaled to the 
synchronizer. 


Thus under the stuck-at fault model, the input signals defivered to a synchronizer satisfy the 
seairiction ‘ipleince si the cad tt Section $11. The synchronizes design presented in Section 51.1 
cam thus be used to construct comtrol modules which can miaintsia properties (SI), (S2) and (83) ia 2 

i ization set. —o % 
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5.1.3 Synchronizer Implementation under the Random Pulse Train Fault Model 


Under the random pulse train fault model (Fig. 4.5), a random pulse train signal generated by a 
failed byte slice neighbor can propagate through a byte detector aid appear on the corresponding 
input line of the synchronizer. If this signal is processed by the synchronizer presented in Section 
5.1.1 directly, property $3 can be violated and the synchronizer can deliver random pulse train 
outputs, according to the assumed fault model for interaction between random pulse trains and 
hardware elements in the synchronizer. Under this fault model, however, a random pulse train can 
be “filtered” by passing it through a C-element whose output is regulated by a fault-free reference 
signal (Fig. 4.5c). 


In a control module, we can derive a reference signal for this purpose from either an 
acknowledgment bundle (in synchronizing decoders) or a packet'bundle (in fanout modules) in the 
control module containing the synchronizer. For synchronizer design we can assume that these 
signals are free of errors and obey the adopted asynchronous handshake protocol. This is because a 
byte slice is taken as a unit for fault tolerance considerations and in a fault-free slice synchronizing 
decoders and fanout modules receive acknowledgments and packets, Tespectively, from the p-module 
in the same slice. These signals can be used as reference signals because for the class of packet 
protocols presented in Section 4.1, acknowledgments and packets always alternate in a channel 
operated under fault-free conditions. We next illustrate the application of these ideas in a 
synchronizing decoder. | 


For a synchronizing decoder, our strategy is to filter the signals generated by the byte detectors 
and by other synchronizers in the same synchronization set with a column of C-clements (Fig. 5.3a) 
regulated by the acknowledgment signal received from the: p-module inthe same slice, before feeding 
these signals to the synchronizer. Conceptually we are reinforcing the packet protocol at the 
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acknowledgment 


from other synchronizing decoders 
(a) C-element filters in synchronizing decoders. 


packet bundle 


(b) C-clement filters in fanout modules, 


Fig. 5.3. Filtering random pulse train inputs in control modules. 
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C-element filters such that the arrival of new bytes and logical synchronization signals at the 
synchronizer alternate with the receipt of logical acknowledgment signals from the p-module. In 
terms of processing binary signals, we aré imposing the following restriction on thé input signals 
received by a synchronizer: | | 


Suppose in an operation cycle every fault-free input. signal in a group of 
neighboring control modules, or in a group of synchronizers in the same synchronization 
set, makes a transition from one logic value a to the other logic value ~a. Then an input 
signal belonging to that. group, generated by a failed module, either stays at a for the 
entire operation cycle, or makes the same transition exactly.once and then stays at ~a in 
that cycle. All such transitions can occur only after the logical acknowledgment signal for 
the previous batch of transitions has been received by the synchronizing decoder 


Similarly, a reference signal can be derived: from the packet bundle in a fanout module 
(Fig. 5.3b) and used to filter random pulse trains on acknowledgment lines before feeding them to 
the synchronizer in the fanout module. 


Any input signal obeying this restriction also obeys the restriction given at the end of Section 
5.1.1. A synchronization set of control modules ¢an be constructed.using syachronizers enhanced by 
these C-element filters, and properties (S]), (S2)and.(S3).can. be maintained in this synchronization 
set under the random pulse train fault model. 
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5.1.4 Synchronizer Implementation under the Random Wave Train Fault Model 


As illustrated in Fig. 4.6, random wave trains can propagate through hardware elements in the 
synchronizer and cause runt pulses on the output signals of threshold circuits, sequencers and 
detectors, as well as on the output signal of the synchronizer itself. Random wave trains are basically 
analog signals and can be filtered with analog- filters. Since Sequencers and detectors are 
asynchronous state machines, it is attractive to: filter the output sigtiats of threshold circuils before 
feeding them to these twe types of modules. - We fhext-outfine aii approach to enhance the 
synchronizer design presented in Section 5.1.1 to deat With random “Wave trains. {its detailed 

_verification requires analog citcuit' nd'signal analysis and is beyond the sope of ffiis thesis. 


When all fault-free input signals to a threshold circuit are at the same signal level a, the output 
of the threshold ‘seit will also be set at a. As soon as one fault-free input signal changes its state to 
~a, it becomes possible for the faulty signals to conspire together and cause the output of the 
threshold circuit to oscillate between 0 and 1 and’ generate ‘hunt pulses. If input signal transitions 
from fault-free sources are in-phase within a, the time period during whtich oscillation may occur and 
the width of runt pulses will both be bounded by «. When a is known, we can build a lowpass filter 
to filter out these oscillations and runt pulses. 


Let.us first consider adding lowpass filters to each of the generator circuits in the synchronizer. 
For the threshold clements’in the generater civcitit“Gi (Pig: 52a) their higical input signals are 
in-phase within 8, where & is known when specifications Oftiighiboring redundaitt modules are 
given. The lowpass filters on their output signals should thus be designed to filter out all oscillations 


with period shorter than 8. For generator circuit G2, a little thought reveals that all fault-free 
synchronizers are guaranteed to generate logical synchronizer signals in the same batch within 6, 
since they will all receive at least f+1 logical input signals from fault-free input sources within 8. 
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The output signals of the threshold circuits in G2 should thus also be filtered to eliminate oscillations 
with period less than 6 using lowpass filters. For generator circuit G3, we showed in Lemma 3.1 that 
fault-free synchronizers will generate logical synchronizer signals in the same batch within 2p, where 
p is conceptually an upper bound on the time it takes for a sienna to generate a iaical 
synchronizer signal after receiving at least f+ 1 logical synchronizer sonal plus the time it takes for 
this newly acnetned signal to reach the other synchronizers. In a synchronizer implementation, p is 
an upper bound on the delay through the generator circuit G2 and the detector aiinle (Fig. 5.2), 


plus an upper bound on the propagation delay between synchronizers. 


To support our timing synchronization methodology, a synchronizer implementation must 
satisfy properties (S1), (S2) and (S3) given at the beginning of this section. (S2) does not concern the 
design of lowpass filters. To satisfy (S1), a signal transition, from either 0 —» 1 or from I —> 0, must 
be propagated through the lowpass filter in a fixed time interval. Consider when the output signal of 
a threshold circuit used in the above contents is at 0. tmmediately before changing to 1, this signal 
may oscillate between 0 and 1, for up to a seconds, for some fixed ew. We require that as soon as this 
signal “stabilizes” at 1, a0 —> 1 transition will be observed on the output signal of the lowpass filter 
within B seconds, where f is another fixed constant independent of a. This requirement also holds 
for 1 —> 0 transitions. To satisfy (S3), the output signal of the lowpass filter should not contain runt 
pulses. 


Implementation of lowpass filters in available hardware technology, deviations exhibited by 
these implementations from the desired characteristics, and comsequences of such deviations in 
maintaining timing synchronization must be investigated before the effectiveness of this approach 
can be evaluated. 
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In our approach to constructing redundant packet communication systems, hardware functions 
are implemented with byte-sliced modules whose output words and acknowledgments are encoded. 
A word is encoded in that it consists of a batch of packets, each generated by a separate byte slice and 
containing one byte of the word, and the separable sets snc isthe packet protocol to deliver each 
batch jointly support some crror-detecting or error-correcting capability. The example of even-parity 
dual-rail protocol has been given at the end of Section 4. to ‘usta such protocols. An 
acknowledgment generated by a byte-sliced module is encoded in that it is is represented by a batch of 
‘acknowledgment signals, one generated by each. byte slice. Hardware failures, limited to some 
maximum number of byte slices prescribed by the error-detecting or error-correcting capabilities of 
the protocol, are detected and/or masked by decoding output words and acknowledgments generated 
by a byte-sliced module. The goal of maintaining timing synchronization and consistency in a 
redundant system is to provide an accommodating environment for applying encoding techniques. 
As we have explained in previous discussions, the fault tolerance capabilities of an encoding scheme 
can be compromised if cither timing synchronizatipn or consistency is not maintained. Only those 
failures whose occurrences do not lead to. loss of synchronization or consistency can be detected 
and/or masked reliably in our approach. | 


In the last section we have discussed the hardware implementation of fault-tolerant 
synchronizers which can be used to maintain timing synchronization under the stuck-at fault model, 
the random pulse train fault model and the random wave tain. faut model. Organization of 
decoding scctions are studied in this section. We note that the problem of “decoding” an 
acknowledgment in a fanout module (Fig. 3.1b) is taken care of using fault-tolerant syachronizers. 
We thus only need to deal with the problem of decoding input words in synchronizing decoders. We 
will explain several general techniques to deal with random pulse train and random wave train input 
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signals in decoding sections, but will not present decoder designs for specific error-detecting or 
error-correcting protocols. _ 


A iachonining decoder is organized internally into byte sdeeactind: a synchronizer and a 
decoding section (Fig. 3.1a). Input words are delivered to a decoding section on several subbundles, 
some of which may be connected to failed byte slices. A word is encoded to support either error 
detection or crror correction. For error detection, input signals to the decoding section are monitored 
to determine whether the input word received contains any errors. .To limit crror propagation, 
erroneous input words are “held up” in the decoding section instead of being forwarded to 
p-modules. For error correction, input signals to.a:decodiag section are used to regenerate the 
error-free word, which is subsequently forwarded to the p-module in that slice. 


In a decoding section input signals are decoded by signal decoders We restrict our attention to 
signal decoder designs which can generate ¢ error signals or regenerate the error-free input word within 
some fixed time interval after all of its fault-free input ance have stabilized. Using signal decoders 
with this property, our implementation strategy for a decoding section is to receive a timing signal 
from. the synchronizer, which indicates that. all fault-free input signals to the decoding section have 
stabilized, wait a fixed time interval for the output signals of the signal decoder to stabilize, and then. 
use these output signals in error. detection and/or correction: : - 


Let us examine the requirements impened on signal coe designs, more carefull before. 
studying implementation i issues. When all fault-fee neat signals to a signal decoder have stabilized, 
input signals from failed noobs * — can exhibit pathological eaeuaud according to the 
stuck-at fault model, the random pulse train fault model. or te random wave train fault model. We 
require that within a fixed time interval after all fault free input Signal alles are available, the output 


signals of the signal decoder must have stabilized at their appropriate allies Oscillation and runt 
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pulses are permitted, however, in the interim. Under these requirements, signal decoders must be 
designed so that runt pulses and oscillations cannot propagate through them if fault-free input signals 
have already stabilized for some time. 


_ An-encoding scheme for which we can design such a signal decoder is the familiar byte 
replication scheme. In this scheme each word contists of several identical bytes and the error-free 
word is derived using majority voting. A decoding section for a byte replication scheme (Fig. 5.4) 
designed according to our strategy consists of'a signal decoder which contains a group of majority 
voters, a delay clement @ to time the propagation delay through the signal decoder, and a column of - 
‘output latches. to store the output. values. of the majority voters after their output signals have 
stabilized. A majority voter is. constructed out of AND and OR gates (Fig: 5.46). Under our fault 
models, a majority voter has the characteristic that if two of its input signals are at the same value, its 
output signal wil stabilize at that value after a fnite time period, independent of whether the third 
input signal is suck at some logical vale, delivering a random pulse isin, oF delivering a random 


wave train. 


Another approach to implement ‘signal decoders with the desired property is to store imput 
signals in a column of latches (Fig: 5.5) and decode the outputs of ‘these itches after they have 
stabilized. In this arrangement the latches ave activated by the ‘output signal of the synchronizer: 
Non- rfaulky imput signals snd those stuck-at either 0 or 1 wilt always have stabilized when the latches 
are activated by the synchranizer output signi A random pulse train or random wave train may 
cause its receiving latch to enter a metastable tate, according tothe faut modes in Section 42. A 
latch i allowed fi seconds (Fig. 5.5) to setle down, where i is a circuit technology parameter. The 
outputs of the input laiches are then decoded sad stored ia a column of output latches, as in a 
replication scheme. In Fig, 55, «an uper bound onthe ropagaton delay tough the sgl 
decoder. 
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Fig. 5.4. Synchronizing decoder design for replication schemes. 
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F ig. 5.5. A synchronizing decoder design for error correction. 


This strategy of reducing the problem of receiving random pulse trains and random wave trains 
to that of waiting for latches to exit from their metastable states can also be used to design decoding 
sections for fault detection, as illustrated in Fig. 5.6. An input word to the decoding section is first 
latched into input latches. After 8 seconds, the outputs of the input Jatches are strobed into a column 
of internal latches. The contents of these internal latches are forwarded to the output latches of the 
decoding section only if they contain no errors. Suppose the adopted protocol is based on separable 
sets A and B. The key input property used for fault detection in the configuration shown in Fig. 5.6 is 


that if the next input word delivered to the detector should be encoded in one of the separable sets, 
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say by aj in A, then no hardware failures to be detected can cause a packet encoded in some other a> 
in A to be delivered to the detector. Otherwise a, will be accepted instead of a, and forwarded to the 
p-modules, defeating. the fault detection scheme. As long as this property holds, errors can be 
confined and detected by monitoring the contents of the internal latches with a packet detector (Fig. 
4.2a) designed to recognize the separable sets A and B. After the input word is stored in the internal 
latches, the packet detector ionkoting the outputs of these internal latches will generate a signal 
transition on its output fine only if the input word nares the internal latches is encoded in the 
proper separable set, and hence free of errors. If the input word stored in. the internal latches is 
erroneous, i.e., not encoded-in the proper separable set, no transition will be delivered by the packet 
detector, and the erroneous word ee ee 


An alarm pulse is generated from the output of the synchronizer and the output of the packet 
detector (Fig. 5.6). The pulses generated from these two signals are of bounded width during 
fauit-free operation. If an erroneous or unstable apt state is stored in the internal latches, the 
output of the packet detector will not change state and the width of the alarm pulse: becomes 
unbounded. This property is useful in designing alarm detectors. 


This fault detector design in Fig. 5.6 is also applicable to detecting acknowledgment signal 
failures. The two separable states used on acknowledgment bundles are.:the .two singletons 
{ 111...11] }, and { 000.000 }. An AND gate is a receptor for the first set, an OR gate a receptor for 


Note that under the random pulse train and random ' wave train fault models pathological input 
conditions need not persist until detected. Such conditions may exist for a short time and then 
disappear before any fault detection mechanism has reaced to them. The fault detection scheme 


nonetheless assures, if only j in a probabilistic sense due | to metastable state phenomena, that no 
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Fig. 5.6. A detector design for coding schemes. 


erroneous packet will be delivered to the p-moduies. 
5.3 Implementation of the Synchronizing Merge Module 


With ibe symchrosizes desien ang decoding section devign presented ms Section 9. and 5.2, we 
have a complete methodology for incorporating redundant hardware in determinate packet 
communication systems to combat hardware failures. The synchronizing merge module is introduced 
to illustrate an extension of this methodology, to a class of non-determinate systems. The basic 


non-determinate operation we consider is that of merging two input streams into a single output 
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stream (Fig. 2.4). In a redundant system, this operation is performed. in a redundant merge module 


using synchronizing merge modules as p-modules in its slices. 


In a redundant merge module, every input word is decoded by a synchronizing decoder before 
being forwarded to a synchronizing merge module. A slice, however, forwards only one byte of each 
received word, so that a single byte slice failure affects at most one byte of any word delivered by the 
redundant merge module. To apply encoding techniques effectively, it is necessary to ensure that 

bytes from input words received at different input gles will not be “mixed up” together in a 

redundant merge module. In the terminology introduced i in Section 21 it is necessary to ensure that 
bytes i in the same batch generated by faultfree synchronizing merge modules in the si same redundant 
merge ‘anodic all belong to the same input word. ~The consistency problem is solved by allowing 
synchronizing merge snails: in a redundant merge module to communicate with each other after 
receiving an input .word, to. joinly determine the input port. from which every -fault-ree 
synchronizing merge module. will farward the next qutpyt-byte. to. the successor fedundant module. 


In Section 32, we have presented an ‘eocitien for Lcheebies messages among synchronizing 
merge modules, so that even if failed, modules can send.different. messages to different modules, 
fault-free synchronizing merge modules can. still agree og. which iaput port to service next. A 
hardware structure for synchronizing merge; modules aad implementation of the consistency 
maintenance algorithm are described in this section. We. first present a hardware structure for 
implementing synchronizing merge modules and review the operation. of a synchronizing merge 
module using this structure. Implementation of; the consistency. maintenance algorithm is then 
discussed in further detail and its fault tolerance :capability explained. For maintaining timing 
synchronization, p-modules.in a redundant module must be performance compatible. Performance 
compatibility among synchronization merge modules. implemented using these techniques is also - 
analyzed. As noted in Section 3.2, only the single failure case, in which four synchronizing merge 
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modules are used in a redundant merge module to tolerate hardware failures in any one of them, is 
considered. | 
5.3.1 Hardware Structure of a Synchronizing Merge Module 


Packet flow at an input port of a synchronizing merge module is regulated using a forward and 
wait (FW) module (Fig. 5.7a). A FW module forwards the input packets it has received directly to an 
output cntl module. For cach packet received, the FW module also gencrates an output request 
tagged with the corresponding input port identifier (Q or ]). These output requests are merged 
together and then processed by outa cntl. AFW module will accept a new packet only after it has 
received acknowledgments for both the preceding packet, fons output cnil, and for the output 
ne eee for the preceding packet, from the merge module 


J screech ceva lnpuok piacbicks aks So lnptst porta end forwiedds thie ak One 
port as they arrive. When a conflict arises ‘due to two input packets arriving within a short time 
interval, arbitration is performed and the two packets may be forwarded in either order. 


When a new request arrives at ouipul call, its tag (which will be referred to as the request 
Source) #s used to invoke the decision algorithm. The input source for the next output packet is 
selected jointly with other synchronizing menge modules under this decision algorithm. If the input 
source is different from the request source proposed by owfput cnil, the corresponding output request 
for the input source will be pending at the output of the merge module. This is because the input 
packet from the rejected request source has not yet been accepted and the corresponding FW module 
is designed not to process a new input packet from the input port it is guarding under the 
circumstances. Thus the output request from the input source will be the only onc pending at the 
merge module, and will be forwarded to the output ent! module next. Output cnil absorbs this output _ 
request for the input source from the merge medule, accepts an input word from the FW module 
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control 


tink 


(b) Communication protocol between owtput cnii and decision box. 


Fig. 5.7. The Synchronizing Merge Module. 


guarding the input source, extracts one byte from it, and forwards this byte to the successor 
redundant module via a fanout module. When output cntl receives the acknowledgment for this byte, 
it returns an acknowledgment to the FW module, and if it already has a request source that was 
rejected in the previous round of decision, it will immediately resubmit this request source. 
Otherwise it waits for a new request to arrive from the merge module before activating the decision 


algorithm again. 
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We will omit the implementation details for the FW module and the output cnil module since 


they do not illustrate new fault tolerance techniques. 


For implementation of the consistency maintenance algorithm, request sources and input 
sources are exchanged between output cnil and decision box inser a generalized data link/control link 
protocol (Fig. 5.7b). The data link/controt link protocol is explained in Chapter 1 (Fig. 1.1). Under 
the generalized data link/contro! fink protocol, the data link consists of qwo data wires for sending 
input sites and: request sources in opposite directions (Fig. 5.7b). A new request source is available 
to decision box when a ready signal is sent on the control link. The corresponding input source is 

“available on the other data wire when se ccientideeg oc baceiaipmend geld is returned. 


5.3.2 Implementation of the Decision Algorithm 


The decision algorithm in a synchronizing merge module is invoked with either 0 or ] as its 
request source. For every request source received from output cnil the following hardware operations 
are carried out, corresponding to Seeps (i) through (v) of the decision algorithh presented in Section 
3.2. The data path in synchronizing merge module A for carrying out these operations is shown in 
Fig. 5.8b. In this figure the symbol "Xx7" denotes the request source of X as told to Z by Y. 


(i) The request source received from output cnil is broadcast to all decision boxes. This step is 
implemented by broadcasting the signal received on A to all decision boxes, as shown in the 
upper left hand corner of Fig. 5.8b. | 


(ii) Request sources from other decision boxes are stored in latches. 


(iii) Request sources stored in latches are broadcast to all decision boxes. 
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(b) Decision box data path for synchronizing merge module A. 


Fig. 5.8. An implementation of the decision algorithm. 
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(iv) The request source for each synchronizing merge module is determined using. a majority voter. 


(v) Request sources determined in Step (iv) are fed to a threshold circuit thsh (3, 4) (Sce Section 5.1) 


to derive a new input source. 


In each round of joint decision, latches in a decision box should only be activated after new 
request sources are available from all fault-frece synchronizing. merge modulcs in the same redundant 
module. And then only aftcr the outputs from all these latches’have scttled down, and a new input 
source derived from them using majority voters and: the threshold circuit, should a decision box 
return an acknowledgment to its output cnt! module. Our approach to synchronize the operations in 
a decision box with those in other decision boxes is to make use of two derived upper bounds 8, and 
65, such that 


(1) Ifa decision box receives a new request source from its ow{put cnt! module at t, then it will receive 
a new request source from every fault-free synchronizing mierge module in the same redundant 


merge module at t + 6}. 


(2) If new request sources are available for storing in latches in a decision box at t + 5), then anew 
input source will be available at the output of the threshold circuit thsh (3, 4) in that decision box 


att + 3) +68). 


Based on these two upper bounds, our synchronization strategy is to generatc a pulse in a 
decision box 3) seconds after it has received a new request source from its decision box, to store new 
request sources into latches, and then return-an acknowledgment to output cnil 5 seconds later (Fig. 
5.8a). We next consider factors that determine 8, and 65. 8, and 6. can be computed for an actual 
implementation based on these considerations. | 
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In the decision box of synchronizing merge module A (Fig. 5.8b), for example, 5) must be 
sufficiently long such that request sources are delivered at signal lines labeled "A", “Baa”, "Co AS 
and "Dra" within 5, of cach other. We can identify two components for 5). One is an upper 
bound on the variations in propagation delay along paths leading from interfaces between decision 
boxes and output cnt! modules i latches in decision boxes. This bound can be derived by taking 
delay measurements in an implementation. The second component is an upper bound on the 
difference in arrival time among request sources to be submitted for the same decision, as they are 
delivered to decision boxes in the same redundant merge module. To calculate this component we 


must consider the various situations that may occur in other decision boxes as a decision box receives 


a new request source. 


If the new request source received by a decision box is one that has been rejected in a previous 
decision, a request from the same input port must be pending at the merge module of every 
synchronizing merge module which has not yet received this request. If the new request source is 
derived from a packet which has just arrived at the synchronizing merge module containing the 
decision box, the same packet will arrive at other synchronizing merge modules within a fixed time 
interval, due to in-phase opcration. Thus under either of these two situations, a new request source 
will arrive at all other decision boxes within a fixed interval, unless conflict arises at a merge module 
due to the simultaneous arrival of two output requests. When a conflict arises, the merge module may 
be driven into its metastable state and may stay in that state for an arbitrarily long time. The 
probability that a conflict arises at time t and remains unresolved at time t + o decreases rapidly with 
o, for many implementation technologies. We can in practice pick a value a) and assume that any 
conflict that arises at time t is resolved by time t + a}. Under this assumption, then, we can also 
calculate an upper bound on the difference in arrival time among request sources for the same 


decision as they are delivered to decision boxes in the same redundant merge module. 


To compute 65, Ict us consider the various situations the other decision boxes may be in when a 
decision box gencrates a pulse to store new request sources into its-latches. Since not all new request 
ssa atiieel ta Micon cctaboe BSuGa oh: Gas ene ane bal aah caus on gocebiace W uaching 
pulse 5, scconds after it has reccived a new request source, latches in different decision boxcs may 
not be activated together. After a decision box has generated its latching pulse, it must wait long 
cnough until outputs from all tntches in fault-free docision boxes have scttied down. Thus if new 
request sources can arrive at decision boxes as far apart as B then &, must exceed 8. Furthermore 85 
must be long enough to take into account the propagation delay along paths between decision boxes, 
and the time it takes for the majority voters and threshold circuits.to: generate a new input source 
after the latches have stabilized. There is yet another component which must be added.to 65, to take 
into account signals generated by failed synchronizing merge modules driving recciving latches into 
their metastable states. We assume that a latch will always have come out of its metastable state a, 
seconds after it has entered this state, and use a> in computing 8. | 


As in the decoding section designs presented in Section. 5.2, we deal with stuck-at faults, 
random pulse trains and random wave trains ali.at- once by storing intcrmodule messages: in latches 
and assuming that if any of these latches is driven into.« metastable site by a faulty signal, it will 
always come out of that state after a, seconds. 


There are two metastable state picnoaicn we have faced in the synchronizing merge module 
design: two output requests arriving simuianecusly at a merge module, and a random pulse train or a 
random wave train being delivered toa latch. ‘The former occurs during fault-free operation while 
the latter is strictly a hardware failure sistant In both cases we have assumed that if a hardware 
clement enters its metastable state at t, then it would have come out of that state by t + a, for same 
fixed a. By using larger and larger a’s, this assumption can be made more and more accurate, at the 


expense of performance. This tradeoff betwecn performance and reliability seems unavoidable in 
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non-determinate systems. 


We next analyze performance compatibility among copies of synchronizing merge modules 
implemented using the above techniques. There are three factors contributing to phase difference 
among packets or acknowledgments in the same batch generated by synchronizing merge modules in 


the same redundant merge module: 


(i) the phase difference among packets and acknowledgments in the same batch delivered to the 
synchronizing merge modules, 
(ii) the time it takes a merge module to resolve confficts. This is necessary because conflicts may 
arise at some, but not necessarily all, synchronizing merge modufes. 
(iii) the two different courses of action that can be taken by output cnil after the input source is 


determined. 


We have assumed that acceptable reliability and fault coverage can be achieved by upper bounding 
(ii) with a). Under this assumption the performance incompatibility between two synchronizing 
merge modules is bounded by some parameter which depends only on propagation and gate delays 
through various paths in and between these modules and in-phase operation can be maintained. 


5.4 Design Examples 
In this section our techniques for maintaining: timing synchronization and consistency in 
redundant. packet communication systems are illustrated by applying them to the design of 


fault-tolerant routers. 


A router is a 2 input/2 output building block module used in constructing packet networks for 
the packet communication computer. architecture presented: in the next chapter. This module 


Teceives packets at its two input ports and delivers each received packet at one of two output ports 
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according to a destination address carried by the packet, and is designed so that packets to be 
forwarded at different ports can be processed concurrently: Such concurrency is naturally supported 
by decomposing the router into two input modules (IM) and two output modules (OM) (Fig. 5.9a). 
An input module is a sequential machine which examines the destination address | in each packet and 
forwards that packet to the output module specified. An output module is siaph) a synchronizing 
merge module. Straightforward application of the redundancy techniques presented in this and- 
previous chapters leads to the redundant router desiga shown. in Fig. 5.9). Control modules 
belonging to the same synchronization set and OM modules which: aust be kept consistent are 
- enclosed by dotted lines.. This redundancy scheme.can tolerate hardware failures confined:to a single 
unit consisting of two synchronizing decodess,.a router module and two fanout modules. 


In an implementation of a non-redundant router using off-the-shelf components, it 6 more 
practical to implement packct communication using a sequence of 8-bit nibbles! delivered under a 
data link/control link protocol (Fig. 1.1). Under this protecol redundancy can be applied to the data 
nibble and control link independently. Far fault masking’ the data Aibble can cither be replicated or 
encoded. The control link can be protected by replication using techniques preserited in previous 
chapters. A redundancy scheme based on a single-error-correcting Hamming code [29] code is shown 
in Fig. 5.10. Ales comtesuars 3 torahor 12 Dinary signses Gane: 6 alomanin by: Each input 
nibble is decoded by four router units. The data outputs of these router units are vied upon to 
derive the 12 output bits at an putput port. Control signels:are quadruplicated.and undergo in-phase 
synchronization as they arrive at the router units., These unite alee exchange. messages to select input 
sources. For clarity the interunit synchronization paths are omitted in Fig. 5.10. In-wsing a separate 


control link to synchronize packct communication the delays incurred in different portions of the 


1. The term Ayte is commonly used instcad of nibbles in this: context.’ We prefer the term nibbles 
since we have uscd the term byte to denote bit ficids in a word gencrated by a redundant module. 
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(a) A 2 X 2 Router. 
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(b) Fault-telerant Configuration 


Fig. 5.9. A fault-tolerant router design based on replicated redundancy. 
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(b) The Redundant Router 


Fig. 5.10. Hardware structure of a 2 X 2 router using an error-correcting code. 
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data path must be known. Voter delays, for example, must be taken into account in asserting ready 
signals. In addition to hardware failures confined to a single router unit, single voter failures in this 


redundant router can also be tolerated. 


Compared with a replication scheme, a coding scheme requires less input and output 
connections among routers at the expense of more hardware packages and connections within a 
router. This is advantageous if a more expensive and/or less reliable technology is used for 
interrouter connection. In the fault-tolerant architecture described in Chapter 6, a redundant router 
designed to detect hardware failures is used to construct packet networks. This router uses a parity 
check to protect the data link and has the same hardware structure as that shown in Fig. 5.10. Its 


design is discussed in more detail in Section 6.3. 
5.5 Discussion 


In this chapter we have studied hardware implementation of the redundancy management 
algorithms presented in Chapter 3, and analyzed the fault tolerance capabilities of these 
implementations under the stuck-at fault model, the random pulse train fault model and the random 


wave train fault model. 


For the synchronizer implementation, different techniques are given for tolerating hardware 
failures under the three different fault models explained in Section 4.2. Since these three fault 
models form a strict hierarchy in terms of modeling power, any technique for tolerating hardware 
failures modeled by one of them is also adequate for tolerating hardware failures modeled by the less 


general ones. 


In the implementation of decoding sections, our approach is to first generate a synchronizer 


signal that is free of output hazards and runt pulses. Using this signal as a timing signal to store input 


signal values into latches, we have shown how to reduce-the fault tolerance problem of handling 
random pulse trains aad random wave trains to a timing problem caused by metastable state 
phenomena in bistable devices. This same technique is also used ia synchronizing merge modules to 
deal with random pulse train and random wave train inputs. The timing problem can be dealt with, if 
only probabilistically, since in most implementation technologies the probability that a latch remains 
in its metastable state at time t + p after entering that state at t decreases with p. It is thus possible to 
tradeoff reliabitity with performance in these situations. 


We have developed an approach to mask and detect. hardware failures in a packet 
_ communication system based on mainiainieg timing syachsomization. and consistency throughout the. 
entire system. A methodological issue that arises is whether iese twe:propestics: are necessary. for 
tolerating hardware failures in packet communication systems. It seems that consistency must always 
tie: unaiatvavied die byte sliced seuule. caherwine:a (packer hakch peacested ty Geuk Wee dice can 
have arbitrary contents, and byte slice failures can lead to. undeiected. and uncorrected error. We 
neat describe a technique for detecting hardware failures under the random pulse. train fault model 
without maintaining timing synchronization. 


A popular scheme for fault detection in synchronous hardware systems is to operate two 
identical hardware units concurrently asd detect failures in either.ong.of them by comparing their 
outputs. Note that there is not enough redundancy. in.a duplex. sysiem for maintaining timing 
synchronization or consistency using our techniques, Duplication can nonetheless be exploited to 
detect failures in determinate systems, if hardware: failures can be modeled as random pulse trains 
and, as stated in Section 4.2, C-elements can be used to filter out random pulse trains. A decoder for 
duplex systems can be constructed using the technique illustrated in Fig. 5.6, except that a C-clement 
instead of a synchronizer is used to activate input tatches (Fig. 5.11). A‘ fanout module consists of 
simply a C-clement and a byte detector for deriving the filtering signal from the packct bundie. 
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Fig. 5.11. A synchronizing decoder for duplex systems. 


This technique can be generalized to detect hardware failures under the random pulse train 
fault model using other encoding schemes. In such a scheme, a decoder will always wait for one 
packet from each neighboring fanout module before decoding, while a fanout module will always 
wait for one acknowledgment from each neighboring decoder before returning an acknowledgment 


to its p-module. 


A similar strategy for masking hardware failures is for a decoder to wait until it has received 
packets from sufficiently many neighboring fanout modules to derive a new error-free input word, 
and then forward this input word to its p-module. A fanout module is designed to forward a new 


byte it has received from its p-module to each decoder which has acknowledged the previous byte. 


In a redundant configuration based on byte slicing, it can be shown (See Davies and Wakerly 


[17] for an illustration of this phenomenon) that byte slice failures in redundant modules can cause 
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fault-free slices in their neighbors to go out of phase by an arbitrary amount. Thus a byte slice that 
has fallen behind others in its module may not have failed. To maintain communication under the 
adopted handshake protocol, a decoder should not return acknowledgments toa neighboring slice 
that has fallen behind before receiving new input bytes from this slice. The decoder should 
furthermore retain enough information, such as a byte count,to be able to deduce when this 
neighboring slice has caught up with other slices in its module. Since a neighboring slice can fall: 
arbitrarily far behind, there is no upper bound-on the amount of information, and hence the storage 
for it, that must be kept in a decoder. This. décoding strategy is thus theoretically not realizable, 


although a practical decoder implementation can be constructed using sufficiently large counters. 


There is a similar theoretical problem in implementing this strategy in a fanout module. A 
packet must be retained in a fanout module until it has been delivered to every neighboring decoder, 
since the contents of an output packet gencrated by a p-module may depend on the entire stream of 
input packets it has previously received and precessed. A neighboring decoder can again fall 
arbitrarily far behind and there is no upper bound on the amount of buffering required to store 
undelivered packets in a fanout module. The question of how much buffering to include in each 
fanout module, and buffer management techniques, present more of a practical problem. 
Techniques for estimating the buffering requirements accurately must also be developed since the 
effectiveness of this strategy in combating hardware’ failures depends on the accuracy of such an 


By maintaining timing synchronization in a redundant packet communication system, all . 
fault-free byte slices in a redundant module are always in-phase, and the buffering problems that 
arise in the above scheme is avoided. Instead of buffering facilitiés, additional: hardware and 
interconnection paths are invested to ‘implement the synchronization algorithm for maintaining 


timing synchronization. 
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6. Design of a Fault-Tolerant Packet Communication Computer Architecture 


In this chapter we describe a conceptual design for.a fault-tolerant data flow processor intended 
for physics simulation applications. The salient features of this design have been introduced in. 
Chapter 1: 


-- High performance and fault tolerance are achieved by using pools of identical hardware units. 
-- Communication between processing ciements and functional units is supported by packet 
~- Hardware in the data flow processar is organized. by a packet communication architecture. 


As observed in Chapter 1, there are no stringent reliability requirements inherent: in physi¢s . 
simulation applications. es are interested in adding fault tolerance capabilities to the non-redundant 
system primarily to improve maintainability and availability. System throughput is improved if 
hardware failures can be matted, expec since ts not uausal fora numeral computation in 


ar a aa aS 


physics simlation to execute for many hour 


Fault-tolerant mechaniems employed-in the redundant data flow. processor are organized 
according to a dynamic redundancy scheme. \n: this scheme: hardware failures are detected and 
diagnosed, the data flow processor is repaired, and tlien afflicted subcomputations are reexccuted on 
the repaired, possibly degraded, system. We assume that. programs for the data flow processor are 
prepared on a host machine, loaded into the data: flew processor, and then executed. This host 
machine is also assigned the tasks of configuration control, and of coordinating diagnosis, repair and 
recovery activities with program execution. We will explain the strategy to be implemented on this 
host machine, and the application of hardware redundancy techniques developed in previous 
chapters and some packet encoding techniques to implementing hardware modules in support of this 
strategy. A fault-tolerant implementation of this strategy on the host machine can be constructed 
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using conventional techniques, and will not be considered. © 


The hardware organization of the data flow processor and its operation are explained in Section 
6.1, where we will focus on those aspects of its operation relevant to fault tolerance considerations. 
The dynamic redundancy scheme is explained in Section 6.2. Hardware module designs to satisfy 
fault tolerance requirements imposed on them by the dynamic redundancy scheme are presented in 
Section 6.3. Strategies for incorporating additional hardware into a packet network to support rapid 


Tepair are discussed in Section 6.4. 
6.1 A Packet Communication Computer: eee ee 
6.1.1 Hardware Organization 

Haidware in : packet communication computer archlsture ‘ onpized an iterconnection 


of self-timed modules which communicate by sending packets to cach other. Each packet is 
transmitted as a sequence of nibbles between modules. Packet nibbles are delivered and received by 
hardware modules using the ready/acknowledge seakacal depicted in Fig. 1.1. Each module port 
consists of a bundie.of data wires and a pair of control wires (Fig. 1.la). Packet communication is 
synchronized by sending control signals aver. the control wires. Availability of a new nibble at a. 
connection is signaled by sending a ready signal over the ready wire, ts receipt by returning an 
acknowledge signal over the acknowledge wire. Ready and acknowledge signals are represented: by 
signal transitions (Fig. 1.1b) on the respective wires. 


The major modules in the data flow processor (Fig. 6.1) are processing elements (PEs), 
specialized functional units (SFUs), a routing network and an allocation network. Scalar operations. 
are processed in the PEs and SFUs. The networks support packet traffic among the PEs and SFUs. 


Specialized 
Functional Unit 


————> _;: result packet ——— —-s | operation packet 


Fig. 6.1. Hardware architecture of the data flow: processor. 


Operating Principles 


A machine level program for the data flow processor is stored in the. PEs as a set of activity 
templaies [20]. An activity template A contains an operation code and the addresses of one or more 
activity templates, called A’s target templates, which should reopive the result generated by processing 
A. An activity template is uniquely identified by its address, which has two components: a 
destination tag which specifies the PE in which the template-resides, and the location of the template. 
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Operations are divided into two classes, according to whether they are executed by a PE or by a 
SFU. When activity template A is enabled (See below for a discussion of the enabling conditions) 
and the operation it specifies is executable on a PE, the operation is applied to the operands A has 
received and the result of the application is dispatched to.A’s target-templates. If a target template B 
resides on another PE, a copy of the resutt is tagged with B's address and a nibble count to form a 
result packet, and delivered to B via the routing network, For an operation executed on a SFU, an 
operation packet consisting of the operation code, operands and the target template addresses is 
formed and delivered to.a SFU via the routing network and the allocation network. At a SFU the 
operation specified in an operation packet is applied to the operands and result packets are generated 
and dispatched to the target templates via the routing network. 


An activity template A is enabled when two conditions are met. First of all the operands 
required for the operation must have arrived. The second condition is a consequence of organizing 
riachinie evel priogaree in the. ats fon: priceade « sapport pipellaing ead kesution. Suppose that 
in such a program activity template A sends-results to activity template-B residing in another PE. To 
avoid deadlock [38], an operand sent from A to B must be processed before A can send B a second 
operand. The execution of A and B are synchronized by conditioning each activation of A on. 
receiving an acknowledge packet from B. This acknowledge packet is transmitted when B is 
processed with the previous operand received from A. Thus before an sétivity template can be 
executed, it must have received the necessary acknowledgments frost ‘fis target templates. A detailed 
explanation of this synchronization scheme‘ is given in [26}. ‘Under this scheme ‘every result packet 
transmitted through the networks is acknowledged by an acknowledge packet retirned by the target 
template. We will also make the assumption that: each operation packet contains exactly one target 
template address. This assumption results in no loss of generality since the result obtained by 
processing an operation packet can be further distributed through its target template. In fault-free 
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operation under the above synchronization scheme and this assemption on operation packets, a PE 
will receive exactly one acknowledge packet fer every result packet or operation packet it delivers to 
the routing network. _ This property will be used to coardinate recovery activities with normal 


program execution in the dynamic redundancy scheme. 


A PE provides storage for activity templates, executes simple operations, sends packets to and 
receives packets from the routing network. A SFU is designed to execute complex operations, such 
as floating point arithmetic, efficiently, with additional capabilities to receive operation packets from 
the allocation network and send result packets to the routing network. Implementation techniques 
for these hardware modules as discussed after their fault tolerance requirements have been 
determined. In the remainder of this section we take a closer look at the structure of the routing 


network and the allocation network. 
6.1.2 Packet Networks 


An N X N routing network, with N input ports and N output ports, supports packet 
communication among N PEs. It accepts packets at its input ports and-transmits each packet at the 
output port specified by a bit field comprising a header or destination tag of the packet. The 
destination tag and a nibble count spesifying the leagth of the packet: are contained in the first few 
nibbles of a packet. Routing networks can be construdted using 2 X 2 routers. A 2 X 2 router 
receives packets at its two input ports and delivers each ‘ceived packet at one of two output ports 
according to the destination tag carried by the packet. The 2 %.Z router is designed so that packets to 
be forwarded at different output Ports can be processed ieestay: We have described a hardware 
organtistion for the cowier midule (Fix. 5:10a) and several detigoe for faak-toleiwar routers (Fig. 5.10. 
and Fig. 5.11) in Section 5.4 to illustrate our hardware redundancy techniques. 
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Methods and techniques for tolerating hardware failures in routing networks will be illustrated 


using rectangular routing networks. An N X N rectangular. neework is built from 2 X 2 routers by. 
the recursive construction illustrated in Fig. 6.2..An N X:N network so-constructed has log, N stages 


eee en 
a” : _| Rectangular Network} - 
O , 6 


—-O 


(b) An 8 X 8 rectangular network. 


Fig. 6.2. Rectangular routing networks. 
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each of which contains N/2 routers. All packets sent to an output port of the routing network, 
regardless of their sources, have identical destination tags. Routers in succeeding stages in the 
network examine successive bits in a destination tag to forward the packet along the proper path. 
Path control in a routing network is distributed among the routers. There is no centralized control 
mechanism whose complexity ae grow with network size and which may become a performance 
bottleneck. Many packets can be forwarded concurrently to provide a high throughput rate. One of - 
the design objectives for a fault-tolerant routing network is to retain all these characteristics during 
fault-free operation: decentralized path control, parallel processing, and asynchronous nibble-serial 


communication. 


In the data flow processor the allocation network receives operation packets from the routing 
network and distributes them among the SFUs. Each of its input ports has its own routing network 
address. In the data flow processor we use a rectangular allocation network which also has the 
topology shown in Fig. 6.2, constructed out of 2 x 2 allocators. An allocator receives operation 
packets from its two input ports and forwards them at its output ports as these output ports become 
free. It is possible for operation packets to be temporarily “trapped” in a section of the Allocation 
Network waiting for service even though SFUs not reachable from this subnetwork are free. Such 
trapping has the pleasing property of automatically diverting other operation packets from the 
congested subnetwork. We next present an allocator implementation constructed from determinate 
modules and merge modules. This implementation can be rendered fault-tolerant using exactly the 


same techniques illustrated in Section 5.4 for router modules. 


The implementation strategy we have adopted for the allocator is to generate service requests, 
for new input packets, and availability tokens, when output ports become free. Service requests from 
the two input ports are then merged together, as are availability tokens from the two output ports. 


Each service request is matched with an availability token, and a packet is transferred from the 
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requesting input port to the available output port. In the hardware implementation (Fig. 6.3), service 
requests are generated by input port controllers, availability tokens by output port controllers, and they 
are matched at a matcher module which also handles packet transfer from input port controllers to 
output port controiiers. | 


6.2 A Fault Tolerance Strategy Based on Dynamic Redundancy _ 


It is possible to apply static redundancy techniques uniformly in the data flow processor to 
implement a fault masking capability in hardware. We have presented two router designs in Section 
5.4 appropriate for constructing fault masking routing networks, and pointed out that similar 
techniques are applicable to allocation networks. We have also designed : a router module, based on 

parity checks, to support fault detection and, again, cared techniques a are applicable to the design of 
fault-detecting allocator modules. This router design is described in the next section. A packet 
network constructed with these fault-detecting modules has considerably fewer intermodule 
connections than one based on replication (using the type of router modules illustrated in Fig. 5.10), 


Fig. 6.3. A hardware implementation of an allocator module, 
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and fewer hardware packages and intermodule connections than one. based on error-correcting codes 
(using the type of router modules illustrated in Fig. 5.11). It is thus attractive to develop a fault 
masking strategy which can exploit the advantages of network designs based on fault-detecting 
modules. Such a strategy leads to a dynamic redundancy scheme. 


In a dynamic redundancy scheme, failures are masked through hardware-implemented fault 
detection, diagnosis, repair, followed by reexecution of the afflicted echoumpuialions To support 
the dynamic redundancy scheme, each PE must store additional information that is not used in a 
non-redundant data flow processor. A copy of every result and operation packet delivered to the 
packet transport and processing (PTP) subsystem consisting of the packet networks and the SFUs 
must be kept until the packet is acknowledged. At each PE the sender of every received packet must 
be known. This information can be maintained by associating each operand position in an activity 
template with a template address for returning. scknowledgments. The sender of each 
acknowledgment packet and retransmission request (See below) must algo be identifiable. 


The dynamic redundancy scheme : assumes that the hardware implementation of the data flow 


processor ha the folowing properties, even inthe presence of hardware fires. 


(1) Each packet received by the routing network is delivered at the output port specified by its 
destination tag, either to a PE or the ‘allocation: wetwork.: Each: packet received by the 
allocation network is delivered to a SFU. Specifically, neither packets nor packet nibbles 
will be lost in the networks. veces - 


(2) Each packet delivered to a network output port is. either ersor-free or flagged as erroneous. 
(3) Target template addresses carried in an operation packet are always delivered free of error. 


. -(4). For every operation packet received, a SFU will deliver either an error-free result packet or 
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one tagged as erroneous to the target template specified. 


(5) Every acknowledge packet and retransmission request (See below) is delivered free of error 
to its destination. 


"Techniques to design redundant routers, allocators, PEs and SFUs that can be used to implement a 
sate icy: plorceseor, wich these: Properties, even when apa one Berdware package ica) AME 
failed, wil be presented in Section 63. The fault tolerance strategy isa follows 


Any packet which has encountered a faulty router or allocator in its journey through the 
“networks will be marked as such upon detivery to the destination PE or SFU. When a SFU receives 
an operation packet tagged as erroneous, it will penerste a result packet, tag it as erroneous, and 
forward it to the target template specified in the operation packet. If 'a PE receives a result packet 
tagged as erroneous, it signals the’ Het imichine, WHI In carn signs the’ Uther PEs to stop sending 
packets to the routing network. ATl packets in transit: will sitive at titir destinations after a finite 
Kini pensod, ‘wtacty canbe deaseeined tomy hardvare parameters apesitied foe ie BYE aera 
After this time period the PTP subsystem can be repaired under the direction of error signals 
generated by fault detectors in this subsystem. After repair the PEs are restarted. A PE which has 
received a contaminated packet. will issue a retranwnission: request instead of an acknowledgment to 
the sender. Program execution can otherwise proceed normally. . 


Activity templates representing a machine evel program, and a complete intmediae sate of 
the computation in progress, are stored in the PEs. If only routers, allocators or SFUs have failed, the 
computation can always‘ be restarted from the intetinediatt state ‘stored in the PEs and run to 
completion after the networks have been repaired. if faihores occur in the storage componeess of a 
PE, may be necessary to abort the computation in progres, since the intermediate sate may 
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Failure in other components of a PE need not be masked in hardware, but the activity templates and 
partial intermediate state stored in it must be relocated before processing can resume. If an activity 
template A is relocated, the entire activity template set must be relinked so that other templates 
having A as a target will contain the new address of A. It thus seems desirable to mask all failures in 
PEs locally in hardware. Communication between PEs and the host machine to coordinate epee can 
be implemented with an intel nerseor bus. Fautt-tolerant busing structures have been presented t in 


[30] and (67). 


The PTP subsystem must be repaired after failures are detected. A failed module can be 
replaced or repaired in place manually. Availability = improved by reconfiguring around the failed 
module automatically aad then repairing the failed module off-line. For a. computation in progress 
to proceed successfully, the full functionality of the reutiag network must be retained, ie., packet 
communication between any input port and any output port must be maintained. Two strategies for 
incorporating spare routers and data paths into a routing network are discussed in Section 6.4. Under 
these strategies the full capability ofa TOUHG DOE is retained so long as spares are not exhausted. 
These strategies are also applicable to allocation networks. A SFU faiure can be repaired by simply 
taking it off-line. An allocator will not forward operation packets to any SFU whigh has stopped 
acknowledging inputs. The machine architecture is gracefully degradable with respect to SFU failures 
in this sense. SFU failures have sig sibct aber Weer dagieded performance across. the PTP 
subsystem boundary. 


The dynamic redundancy scheme we have described is built directly on the execution control 
mechanism in a data flow processor. It has the merit: that extensions to the execution control 
mechanism are incorporated in low level hardware functions and require no extra programming 


effort to achieve fault tolerance. 
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6.3. Medute Design 


Our basic unit for fault tolerance considerations is a package, which receives input signals and 
delivers output signals through its terminals. Giavtivind sides as Godeenicacd eaiae vackaaee We 
also assume thatthe mean time to repair is much shorter than the meantime to failure Modules 
Geecrbed se ilies section are hence designed 00 tolerate up # one pattage telhure per eodure: In this 
Section we present hardware redundancy and packet encoding techniques to support the five fault 
tolerance properties stated in Section 6.2. We first describe the encoding techniques: 


-- Control signals are generated in quadruplicate, from four failure-independent packages. 

-- Each data nibble is protected by a parity ba. The nine bis of a parity-encoded nibble are 

- Pen Dachet Sobre WOR, Coton tree Panmeranion exam be gearemced expensed Gio Oiree 
mipoes: The second and third nibbles in each triplet are obtained by rotating bits inthe given 
nibble one and two positions tothe right, respectively 


given nibble: bybybybsbgdsbgbrbs, 
200 nibble: bybgd bybsbgbsbgbr, 
3° nibble: bydggh Bb sdgbsb 


This encoding scheme can be regarded as an implementation of triple modular redundancy in 
time instead of in space. Nibbles in nidble count Gelds acid emplate address fields, and 
this technique. 


- An all 0's data nibble is appended to the tail of each packet. This nibble is used to flag packets 
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which contain erroncous nibbles. It is set to all 1’s by the first module which detects the parity 
violation, and is otherwise retransmitted as received. The packet is.accepted as error-free only if 


its flag consists of all 0's. 


Using the hardware redundancy techniques developed in. previous chapters and the above 


encoding techniques routers, allocators and SFUs can be implemented with the following fault 


tolerance properties: 


If at most one of the four control signals delivered'on each quadruple is faulty, its pathological 
effects can be masked. 


If at most one data wire in each parity-checked data link carries faulty signals, the nibble counts 
and addressing information in each packet can be retrieved. The last nibble in the 
corresponding output packet will be flagged, i.e. will.not be all 0's, if any packet nibble has 
violated the parity check. 


If at most one package in the module has failed, the above capabilities are not impaired and 
faulty signals are delivered on at most one output control wire and one output data wire at any 
module port. 


We note that it is in fact possible to mask ail single package failures in routers, allocators and 


SFUs with these fault tolerance capabilities if every packet nibble is triplicated using the 


rotate-and-repeat encoding scheme given above. This approach to fault masking leads to lower 
performance during. fault-free operation, as compared with the. dynamic redundancy scheme 
explained in the last section. 
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We next ilfustrate module design techniques with a router module design and a processing 
element design. Theee tocheicues ars shso applicable wr tnighemicoling St’ taired Sask tolernace 
capabilities in allocators and specialized functional units. 


Router Module Design 


A redundant router module (Fig. 6.4), just as its nonredundant counterpart, receives packets at 
its two input ports, and delivers each received packet at the output port specified by a destination tag 
carried in the packet. Packet receipt and forwarding are synchronized by costrol signals delivered in 
‘quadruplicate. Packet nibbles are parity encoded. The redundant router is implemented using four 
checker packages and nine voter packages (Fig. 6.4). Each checker (Fig. 6.4a) has two input ports and 
two output ports. Control signals: generated at the corresponding ports of the four checkers are 
siiaped wonder coe port of the redundant ro S Thus. for example, the acknowledge 
signals generated by the four checkers at their I, input ports (Fig. 6.4b) are ‘grouped together at input 
perth ee ee Dete nibble outputs Gam the corresponding amput ports of Ge fhur 


checkers are collected together and voted upon at the votes to derive outputs for an output port of 
the redundant router. In Fig. 6.4, the number of wires represented by each arrow is given in its label 
in parentheses. This number is omitted if the arrow represents a single wire. 


A checker receives al input control and data signals delivered tothe router and implements | 
several fault tolerance capabilities in addition to packet routing 
-- mask control signal failures when at most one control signal in each quadruple is faulty. 


-- deduce the error-free nibble for every data nibble encoded in triplicate using the 


rotate-and-repeat scheme given above. 


- 145- 


ready (4) ——~» ——e ready (1) 
input ack —— w——— ack (4) output 
port 1) . data (9) ———» —~e data (9) port 0; 
ready (4) ——> sees ae 
input ack ———— <-—- ack (4) output 
- port l, data) ——se» data(9) port O, 
(a) A Checker Unit 


(b) The Redundant Router 


Fig. 6.4. Hardware structure of a redundant 2 X 2:router baved:on parity codes. 
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~- set the last packet nibble to all I's if the last packet nibble it has received is not all 0's or if parity 
violation has been detected. ; 


- maintain timing synchronization and consistency using the techniques developed in previous 
chaptets. For clarity,” combunications paths Sor exchenging“tytilironization sighsls and 
messages among checker packages to implement these redundancy management functions are 
omitted in Fig. 6.4. — 


In the redundant router shown in Fig 6.4. data faults due to single checker failures will be masked at 
the voter packages. Control faults due to single checker failures and data faults due to single voter 
failures are detected and dealt with in hardware modules receiving pactets from this redundant 
router module. | 


Processing Element Design 


A PE provides storage for activity templates and their operands, as well as functional 
capabilicies for activity template processing, and input/output capabilites for packet cominunication 
and error report. A detailed log detign Fors non-redundant PE using commercisly available 
components is given. in, (62). [24} To support the dynamic redundancy: scheme, a PE.in a 
fault-tolerant data flow processor cin be constructed vsieg'a fhukt macking tit-ficed memory {13} 
redundant contro unit, and arena funcional wit (Fig 65) 


OT ee a Tee For the 
computation to be recoverable after single package failures, all such failures must be masked along 
die\clata pati vmeil 00 rebchove ‘ils infeiadics ticch Gis eaemincy 40: Wie heal auchine This is 
achieved by using a bit-sliced memory protected by an error-correcting code to. store this information, 
and a control unit with the same structure and operating principle, and hence the same fault tolerance 


Redundant Routing 


Redundant |, | Control cape 
| Memory Unit Network 
Redundant Functional Unit 


Fig. 6.5. Design of a fault-tolerant processing element. 


capabilities, as the redundant router module shown in Fig. 6.4. The control unit consists of four 
failure-independent packages each of which receives all input signals delivered to the control unit. 
The outputs of these four packages are grouped together or voted upon to form outputs of the 
redundant control unit. 


Addresses and data transmitted between the redundant control unit and the bit-sliced memory 
system, and those transmitted between the control unit and the host machine, are encoded using an 
error-correcting code. Each bit-slice in the memory system stores one bit of a data word and has its 
own address decoder. Any hardware failure confined to within one bit-slice thus affects at most one 
bit of a data word and consequent errors can be corrected. Packet nibbles transmitted between the 
redundant control unit and the routing network are parity-encoded. Since the redundant control unit 
has the same fault-tolerance capabilities as the redundant router, single package failures in the control 


unit cannot cause undetected erroneous packets to be delivered to another PE. 


- 148 - 


The functional unit is the only subunit in'a PE that need not be completely fault-tolerant. 
Package failures in it must nonetheless be detectable. Many redundancy techniques are available for 
detecting failures in functional units. For a commescially available LSI functional unit chip, it is cost 
effective to detect single chip failures through duplication and_mask these failures through triple 
modular redundancy, ‘ai: desired. Commanication ‘bédween the redundant co 


redundant functional unit can also be protected using either an error-correcting code or. an 
error-detecting code, depending on whether failures in the functional unit are to be masked or 


6.4 Network Repair Strategies 


_ When a network hardware failure is detected in the dynamic redundancy. scheme, all PEs will . 


stop sending packets to each other and after a predetermine 
dormant. Before normal processing can resume the failed unit must be located and the networks 


must be repaired. In this section we will illustrate two repair strategies using routing networks. 


The first step in any repair procedure is to locate the failed router, Each checker package can 
generate an error signal upon detecting a parity violation. Failures in the last network stage are 
detected directly by parity checkers in the PEs and SFUs. Since checkess.are-quadruplicated im each 
router, PE and SFU, two or more error signals will be generated for each legitimate complaint under 
the single package failure assumption. These error signals.can be. used to locate the failed router. 
Further diagnosis will be necessary to locate the failed package(s). — | 


The most straightforward repair procedure is to make use of error signals generated by checker 
packages to locate the failed unit and then replace it manually with a spare. This procedure requires 
no additional hardware, but system availability is directly related to the availability of maintenance 


- 149 - 


personnel. The personnel requirement can be reduced by incorporating self-repair features into a 
network. The error signals will be monitored by the host machine which will direct repair activities. 


Additional modules or data paths must be incorporated directly into the routing network to support 


self-repair. 


In the self-repair scheme illustrated in Fig. 6.6, a number of spare modules are appended to 
each routing network stage, switched in electrically to replace failed modules. Switching 
arrangements are incorporated systematically using switch packages, which have been introduced in 
[36], to support system reconfiguration. A switch can be set in one of two modes either "crossing" or 
“pending” (Fig. 6.6a) the pair of input leads to the pair of output leads. Spare routers are 
interspersed with active routers. The reconfiguration capability of this switching arrangement is 
illustrated in Fig. 6.6b where the ith router is assumed faulty. Note that in this scheme a spare router 
cannot replace any faulty router below it in the column. Control signals for setting the switches can 
also be carried in the interswitch connections. This repair scheme requires many additional data 
paths and packages, and must be further enhanced to tolerate switch failures. It is thus practical only 
when the additional hardware costs are acceptable and the switches are much more reliable than the 
router modules. One technique to tolerate switch failures is to connect each switch to more than sis 
neighboring switch so that an immediate neighbor which has failed can be bypassed. These switches 


are called ripplers in [58]. 


The additional data paths introduced can also be used for off-line diagnosis, testing out the 
routers systematically with pregenerated test patterns. In the configuration shown in Fig. 6.6, the ith 
router can be tested by the host machine while the remaining routers carry the packet traffic. The 
fault detection mechanism in the dynamic redundancy scheme assumed single package failures in 


each router. Multiple package failures or lurking failures which have not yet manifested themselves 


are not detected. Network reliability can be further improved by testing the routers for these failures 


Bd Re 


cross mode bent mode 


(a) The switch module 


(b) Reconfigurable network stage 


Fig. 6.6. A reconfiguration scheme for self-repair. 
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periodically or after detecting a fault in software. 


In the above strategy the topological and operation harentevieticn of a rectangular routing 
network are retained after reconfiguration. In a rectangular network any router, except for those in 
the last stage, can be paired together with a neighbor in the same stage such that the two can be used 
interchangeably in packet routing. If one router in a. pair fails, its duty can be taken over by its 
partner and the network can continue to operate, possibly with degraded performance. This scheme 
can be implemented by adding two input ports and two. output,.ports to each redundant router. If 
there is a path in the nonredundant network from router A to router B, a new path between A and B’s 
partner is added. The redundant paths incorporated into an 8 X 8 network (Fig. 6.2b) are shown in 
Fig. 6.7. The last stage can be repaired by using the previous scheme. A packet can be forwarded to 
its destination along two different paths at each enhanced router. Both of these paths can be used 
during normal operation when all routers are fault-free, or one of them, may be designated a spare to 


@  @ 
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Fig. 6.7. A reconfigurable 8 X 8 network with redundant paths. 
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be used only when the other path is blocked by a failed router. Information on the location of failed 
routers can be distributed by the host machine during repair, to disable connections to failed routers. 


The host machine can keep a count of the number of failures reported for each router and take 
it off-line only when a predetermined maximum failure rate is exceeded. Spare modules can then be 
better utilized when transient failures dominate. We also note that neither of these repair schemes _ 
require recomputing destination addresses in 2 partially executed data flow program to complete its 
execution after being interrupted by a network failure. 


The STAR computer [8] and the FTSC computer [52] are two examples of fault-tolerant 
computing systems based on dynamic redundancy. Both of them have a bus-oriented architecture 
designed for executing sequetitiel jprogiresna"in ite’ chipter ‘we teiné pudedibid ‘a dyniinic 
redundancy scheme for masking hardware failures in a multiprocessor system designed to execute. 
parallel programs organized by data flow concepts. These programming concepts and the quest for 
high performance also distinguish our work from other fault-tolerant multiprocessor projects such 25 
the FTMP system (30} and the SIFT system [67]. “ | 


The dynamic redundancy scheme is developed by first specifying a set of fault tolerance 
capabilities for the packet transport and processing subsystem, consisting of the packet networks and 
the specialized functional units, in thedata flow prosessor. ‘Strategie# fog program execution, and for 
coordinating fault-related activities such as fault detection, dingnodis. aid repair with normal 
execution are then formulated based on these fault tolerance capabilities. ‘We have also explained 
hardware redundancy and packet encoding techniques for implementing hardware modules and 
subsystems to support these strategies. Redundant hardware is incorporated and operated according 
is che jonindaincy aiantaeasek ehuabiiay devcianed la prevuachaglak. 
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The packet transport and processing subsystem is designed to be constructed out of hardware 
modules, instead of with busing structures or communications technology. The fault tolerance 
capabilities specified for this subsystem have been chosen primarily because it is quite 
straightforward to both develop a system strategy based on these capabilities, and to implement them 
using familiar hardware redundancy concepts at the module level. The fault tolerance and 
maintainability features of the resulting system design can. be precisely characterized and, if only 
-informally, verified. A different set of fault tolerance capabilities for the packet transport and 
processing subsystem can be adopted for system design, leading to alternative system and 
implementation strategies. When detailed logic designs and hardware failure rates are available for a 
hacdware implementation, alternative schemes should be carefully evaluated with reliability models 


[41] to determine their cost-effectiveness. 


We have assumed that hardware packages fail under normal use, and that failures are readily 
repaired. The redundancy schemes have thus been presented assuming at most one package failure 
in each hardware module. As long as there is at most one failed package in any module, the 
computation in progress can always be completed. If the processing elements are not designed to 
mask single package failures in their functional units, it may be necessary to relocate the activity 
templates and the partial state of the computation stored in a failed processing element, and relink 
the activity templates, before program execution can be resumed. The redundancy techniques can be 
extended to accommodate multiple package failures by using more packages in each router and more 
elaborate coding techniques. In a physical realization several packages can share a physical unit as 
long as the physical system is partitioned so that under the most common failure modes at most one 
package in each module can fail. 


‘ 


We have demonstrated how to methodically deal with hardware failures in a practical . 


implementation of a highly parallel data flow processor, with no impact on its programmability. We 


have explained how hardware failures. can be masked when. the architecture is programmed in a 
restricted data flaw language. Another operational restriction is that every packet transmitied over 
the packet transport and processing subsystem is acknowledged by another packet. The fault 
tolerance techniques explained in this chapter are directly applicable whenever the hardware 
architecture is programmed under these restrictions. It is expected that more sophisticated system 
strategies must be developed to incorporate fault tolerance cost-effectively into more advanced data 
flow architectures [1], [66]. 
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7. Conclusion 

In this chapter we present a a of results and suggestions for further research. 
7.1 Summary of Results 

We set out to answer the question: 


“How can hardware failures be tolerated in a self-timed hardware system organized by a 


packet communication architecture and designed to execute data flow programs va 


Our answer is provided in two parts. In the first part we study the general question of designing 
redundant packet systems for fault tolerance, and examine the issues of redundancy organization, 
redundancy management and fault modeling. In the second part we study architectural issues in the 
design of fault-tolerant data flow processors. Our results in these two areas are presented next, 
followed by an evaluation of whether these results have provided a satisfactory answer to the above 


question. 
7.1.1 Fault Tolerance in Seif-Timed Hardware Systems 


Research reported in this thesis has been conducted ss part of an effort to develop a design 
methodology for constructing computer systems with suitable performance, programmability, fault 
tolerance aia modularity characteristics. iS particular, we have studied the ‘Problem of achieving 
fault tolerance in self- “timed systems organized by a packet communication architecture. In the past 
there are desificant speed and economic pe for constructing self-timed systems using 
off-the-shelf components. These deadvanages are greatly alleviated i in custom n LSI chip design, an 
implementation approach appropriate for constructing large parallel processing systems for high 


speed numerical computation. 
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Many stuck-at faults cause hangups in self-timed hardware systems whose modules interact via 
asynchronous handshake protocols. This property is often cited as evidence that self-timed systems 
provide natural support for fault isolation di fault diagnosis. There iis no methodology, 
however, for incorporating redundant hardware into self-timed systems fér faut tolerance, prior to 


our work. 


Our major result in this arca is a complete methodology for incorporating redundant hardware 
into a class of packet systems for fault tolerance. This class includes all determinate systems and 
non-determinate systems constructed with merge modules. In the course of this investigation, we 


‘have addressed the following iesues: 
Structure of Redundant Modules 


We have presented a byte-sliced hardware organization sei eacsdeas haliel aeesta alin 
| modules. Byte slices in a redundant module can be designed and constructed from functional 
specifications for the nonredundant module and the chosen cacuding scheme. We have alo 
described a class of asynchronous packet communication protocols far use in these modules. 


Fault Modeling 


Hardware failures in redundant modules are characterized by a stuck-at fault model, a random 
pulse train fault model and a random wave train fault model, In each fault model, oe tne pacified 
the kind of signals that can be generated by failed chcdules ws well aa de inaeractiba Detweed inch 
signals and fault-free hardware elements i in fault handlers. These fault models provide a vigorous 
basis for studying fault-tolerant hardware implementations. . 
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Redundancy Management 


We have developed an approach to coordinate byte slices in-each redundant module so that 
failures among these slices can be detected and/or masked by decoding the outputs they generate. 
This approach is based on maintaining timing synchronization and ¢ogsistency among byte slices in 
the same module: This approach to redundancy management is supported by two.robust algorithms 
under which timing synchronization and consistency can be maintained even after certain hardware 
failures have occurred. The effectiveness of this approach in dealing with hardware failures 
characterized by the stuck-at fault model, the random pulse train fault model and the random wave 
train fault model is also investigated. We have also briefly discussed an alternative approach to 
redundancy ‘management for fault tolerance, based on buffering schemes, and its relative merits and 


We have presented control module designs which can detect and/or mask hardware failures 
fault model, these control modules.can generate runt pulses due to metastable state phenomena, but 
the probability of such occurrences can be reduced to acocptable: levels. .We have also outlined an | 
approach to deal with random wave train faults, but:haye.fot analyzed: this’ approach in sufficient: 


detail to evaluate its effectiveness. 


Our timing synchronization technique is closely related te the syrichronization voting technique 
studied by Davies: and: Wakerly [17}, and has apptications in fault-tolerant’ clock design. We have 
clarified the problems ia this area and their solution technics through investigating the hardware 
implementation of our timing synchronization technique under the different fialt models. . 
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7.1.2 Fault-Tolerant Data Flew Processor Design 


A data flow processor can be rendered fault-tolerant by implementing a fault masking 
capability in each of its hardware modules. As an alternative approach we have developed a fault 
tolerance strategy for masking hardware failures in the data flow processor based on dynamic 
redundancy. This alternative approach offers the .petential of considerable hardware savings, 
especially in the packet networks. 


The data flow processor is a parallel processing system in which several machine instructions 
"may be executed in parallel, and intermodule communication is supported by packet networks. The 
STAR computer [8] is probably the first fault-tolerant computer organized by a dynamic redundancy 
scheme. In this computer fault detection is supported by using arithmetic codes in arithmetic units 
and system buses, and duplication in units that perform logic operations. Spare hardware modules 
and spare bus lines are incorperated and switched in to.replace failed modutes after hardware failures 
are detected and diagnosed: The STAR computer executes machine instructions serially, and state 
information is saved at program. checkpoints for subsequent rollbacks to recover from: detected 
failures after repair. Our dynamic redundancy scheme can be considered a variant of the strategy 
implemented on the STAR computer, refined in accordance with the: architectural characteristics of 
the data flow computer: 


-- Failures in processing elements, specialized fuactional units; routers and allocators are detected 
by designing these modules, and eacoding packet nibbles, to sspport parity checks. 

= Space routers and: allocators ave. eusbedded. in. packet networks 40. sapport: rapid repair. 
Homogeneous sets of precessing elements and. specialized functional uaits.are provided se that 
the system can degrade gracefully when these modules fail. 

-- . Transmitted packets are saved until they ace ickiiowledned. sed retravemitied upon request. 
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The dynamic redundancy scheme is developed by first focusing on fault tolerance requirements 
for the packet networks. A system strategy for fault tolerance is then developed based on the selected 
requirements. These requirements are also used to derive specifications for hardware-modules. The 
desired fault tolerance capabilitics are implemented in these hardware modules using hardware 
redundancy techniques develbbes in the first part of this thesis. This same methodology can be used 
to design other dynamic redundancy schemes for fault-tolerant data flow processors, using different - 


fault tolerance requirements for the networks. 


Our design is but one of many possible alternatives for constructing fault-tolerant data flow 
processors. It nonetheless demonstrates that fault tolerance can be incorporated into a high 


performance computing system with no impact on its programmability. 
7.1.3 Evaluation 


The data flow processor is designed to achieve high performance through parallel processing. 
This parallel processing capability is not compromised in the fault-tolerant processor design we have 
proposed. Individual hardware operations may take longer to perform due to input decoding and 
synchronization. But pipelined and concurrent operation of hardware modules are still supported. 
In other words, fault tolerance mechanisms incorporated according to our stratcgy lengthens the 
execution time of microscopic operations, but has no effect on concurrency exploitation at higher 
levels. 


For our intended applications, we also favor a self-timed implementation approach guided by 
packet communication principles. In constructing | a | totally self-timed system, the timing 
characteristics of individual modules need not be known. In our approach to redundancy 
management, we have relied upon performance compatibility among byte slices in the same 


redundant module to maintain proper synchronization, and we have also made assumptions on gate 
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delays and path delays in control module designs. For each redundant module, however, the only 
timing characteristics which must be made avaitable to its environment for its successful deployment 
are phase differences among packets and acknowledgments in the same output batch generated by 
fault-free slices in that module. In synchronous systems, upper bounds on exccution times for basic 
hardware operations in each module must also be calculated. Our procedufe for integrating 
redundant packet communication modules into fault-tolerant packet communication systems is thus 
somewhat more complex than that for self-timed systems, and yet Considerably simpler than that for” 
synchronous systems. We have lost some, but not all, of the desirable modularity properties of 
self-timed systems in our fault tolerance methodology. 


We have shown how to construct redundant packet communication systems so that hardware — 
failures limited to some maximum number of Dyn ect A ak eee Ol ae : 
We have, however, not addressed the issue of evaluating the reliability improvements attainable 
through such enhancements. We have developed a design methodology for incorporating redundant 
hardware into packet communication systems for fault tolerance, a set of mechanianss to support this 
methodology, and ilfustrated its application in a specific system design. ‘Alternative approaches to 
designs can be developed to guide the construction of fault-tolerant parallel processing systems based 
alternative schemes can be evaluated more carefully to compare their reliability properties and — 
cost-effectiveness. In this thesis, we have identified the technical issues and laid the foundation on 
which such alternatives can be developed and examined. 7 
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7.2 Suggestions for Further Research 


We have presented a design methodology for constructing fault-tolerant packet communication 
systems and a system design for a fault-tolerant data flow processor. I.ct us first consider some 
alternative solutions to redundancy management and packet network design in this framework, and 
then discuss how our concepts and techniques can be applied to achieve fault-tolerance in more 
general forms of data flow processors and in constructing fault-tolerant computers for other 


applications. 
Redundancy Management 


Our approach to redundancy management is based on maintaining timing synchronization and 
consistency in redundant systems. An alternative approach to maintaining timing synchronization is 
described briefly in Section 5.5. This approach is based on the idea of buffering packets and 
acknowledgments in control modules until they can be forwarded. It is conceptually simpler but 
implementation details must be worked out before its hardware requirements and fault tolerance 
capabilitics under different fault modcls can be evaluated, Methods for determining buffer sizes in 


control modules and strategics for dealing with buffer overflew must also be established. 


For our timing Saehioniation algorithm, 3f +] gacnnaaiete are needed to tolerate failures in 
up to f synchronizers among them. The question of whether there exists robust timing 
synchronization algorithms which can be implemented with fewer synchronizers, or whether 3f+1 is 
a lower bound for solving this problem remains anseuied We he that under restricted fault 
assumptions, timing synchronization can be maintained using synchronization voting [17], which does 


not require any synchronization among byte slices in a redundant module. 
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We have also suggested an approach to implement the timing synchronization algorithm in 
control modules under the random wave train fault model. In this approach we propose to use 
lowpass filters to climinate random wave trains of bounded wavelength. ‘This.approach should be 
investigated using analog circuit design and analysis techniques to establish methods for dealing with 


random wave train faults. 
Packet Network Design 


Hardware failures in packct networks can be masked by implementing a fault susbiag 
capability, based on cither error correcting codes or replication, in every router:and allecator: We 
have adopted an alternative approach under which some hardware failures are masked and others are 
only detected. Other alternatives include relying eanirely on packct encoding techniques, such as 
adding a 1 checksum nibble to each packet, to ‘detect failures, and using time-out ‘mechanisms to . 
control retransmission, as in the ARPAnet. Iti is worthwhile to conduct a more asic study of . 
fault-tolerant: network design, classifying different techniques according to the implementation | 
technologies and failure modes for which aie are effective. . | 


We have also- described two strategies for incotporating redundant hardware into a-rectanguiar 
packet network to support rapid repair. Interconnection networks i in large parallel procesing systems 
often have regular structures and are csaracied out ofa large ine of identical units. There are 
thus many opportunities for exploiting structural regularity 2 and i unifemiy in these networks | in 
incorporating redundant modules and paths into them. ° 


Redundant Data Flow Computer Systems 


We have presented the design of a fault-tolerant data flow processor intended for numerical 


computation applications. This processor supports only a subsct of the data flow language presented 
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in [22]. More general forms of data flow computer systems [1], [65] must be developed to support 
environments suitable for data base applications and general purpose computing. These systems 


should also be fault-tolerant to improve availability and maintainability. 
Redundant Microcomputer Systems 


Many real-time control applications can benefit from the availability of low-cost fault-tolerant 
computer systems. A redundant system can be constructed using several independently clocked 
microcomputers, and maintaining timing synchronization and consistency among them. 
Redundancy management can be impicmented in hardware, by incorporating the suitable hardware 
mechanisms in the microcomputer chip, or in software, by incorporating the corresponding 
operations into application programs. It is a challenging research problem to design a fault-tolerant 
microcomputer system, and the corresponding programming methodology, for real-time control 


applications.based on these ideas. 


Finally, we note that many engineering decisions must be made in applying the methodology 
explained in this thesis to the conanicdon of practical fault-tolerant systems. Such decisions concern 
system modularization for redundancy incorporation, the choice of a suitable fault model for the 
implementation technology, and the choice of redundancy techniques subjected to reliability, 
performance and cost requirements. Methodologies can also be developed for making such 


lecisi 
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